


* Industrial Water is considered a waterhammer.

  The above pressure figures were measured at room temperature (20 °c).

Color 1 Roll

Excellent oil resistance. Ideal for air and Industrial water piping in the factory.

Tube O.D

■ Model Display Example

■Specification

■Features

Min. Turning Radius(mm)
Tolerance(mm)
Weight(g/m)

O.D(mm)
I.D(mm)

 Tube Size

●

POLYURETHANE TUBING
P-FLEX SERIES

Ideal for cooling water piping with very strong Materials in hot water.

6

12

25

Maximum working
pressure

5
8 10

15
＋0.05 / -0.2 ＋0.1 / -0.2

Length

２０

１００

6.5

37 55

ＣＢ
Transparen
t Blue

10 10ｘ6.5

8ｘ5

２０

8

－

ＣP
Transparen
t Red

ＣＢ －

Model 8P

8Ｐ

Standard ColorO.DｘI.D

12

76

Working Temperature
Range

●

Industrial Water

12ｘ8

8

●

Burst Pressure

10P

0.3 MPa

12P

Excellent O.D accuracy O.D the Model table.

0～80 ℃

3 MPa

Media

28

AIR

圧縮空気

VACUUM

- 100kPa
真空

0.3MPa

WATER

工業用水

Ｐ



Color 1 Roll

Min. Radius of Curvature(mm)

O.D Accuracy(mm)

Ｙ

Ｗ

ＢＫ

8 6 16

6×4

7

■Features

10ｘ7.5

12ｘ9

6

Cut mark included Meter printed at 1m intervals. You can check the remaining number.

■ Model Display Example

■Specification

O.D(mm)
I.D(mm)

Tube Size

The maximum working pressure is higher than Polyurethane tube, and it has excellent
weather resistance and chemical resistance.

NYLON TUBING

Black

10
2.5 3 4

Working Temperature
Range

Burst Pressure

Ｇ

Ｒ

４ｘ２．５

4.5 6

69

36

6ｘ4

6ｘ4.5

●

8ｘ6

White

Compressed
 Air

Vacuum

-5～60 ℃

4ｘ3

8

●

5213

21 58
＋0.1　-0.15

15

Weight(g/m)

－

25 30 47

Tube O.D

6 MPa

22

O.DｘI.D Length

２０

Standard Color

Maximum working
pressure 1.5 MPa -100 kPa

10

12

Model
4 4

２０

TN-4×2.5 TN-4 TN-6×4 TN-6 TN-8 TN-10

4×2.5

4

±0.1

TN-12

ＴN－ 6 ＢＫ

7.5

Media

12
9

6

6

8

※ The above pressure value is measured at (20 ° C). Freezing nothing.

Yello
w

Red

Green

１００

AIR

圧縮空気

VACUUM

- 100kPa
真空

ECOLOGY
省エネルギー

【Cut Mark Display】

ＴＮ



１Roll Length
Symbol

(Example）

Max. working pressure＝burst pressure 4MPa x correction 0.5ｘ1/4＝0.5MPa

The max. working pressure of TFN-8 used in a 100℃ enviroment is caluculated as follows.

The max. working pressure is 0.5 Mpa.

■ Correction coefficient of breakdown pressure by
temperature

Colors

6

●

Model TFN-4

4

Max. Burst Pressure(MPa)
MAX. Working Pressure(MPa)

TFN-8

■Specification

■Features

Tolerance(mm)
Weight(g/m)

It is inert to many chemicals, gases and organic solvents, and can be used widely in food,
chemicals, medicine, semiconductor manufacturing, etc.

Min. Turning Radius(mm)

■Model

FLUORINE RESIN TUBING
TF (PFA)

Working
Temperature Range 260 ℃

6ｘ4

100

20

●

10ｘ8

Length

2

TFN-6

I.D(mm)

4 3

Compressed
Air

－ ２０

Media

Fluorine resin (PFA) is the most heat resistant and chemically resistant among thermoplastics.

O.DxI.D

４ｘ2

O.D(mm)

8ｘ6

TFN-10 TFN-12

30 50

7

4

80

Tube O.D

6

10ｍ
Roll
20ｍ
Roll

6

2.5

6 8 10 12
8 10

 Tube Size

ＴFN－

120 200
±0.1

20 30 50
10

60 80

 Size

All Size

All Size

±0.15

3.5

Vacuum

TFN-8 / TFN-10 /
TFN-12

TFN-4 / TFN-6

1.7 1 0.8 0.7

±0.12

50ｍ
Roll

50

10

100ｍ
Roll

8

Symbol

10

Standard：Milky

8

4

12 12ｘ10

※ 260 ° in the table is the heat resistance temperature of the material PFA.
The normal operating pressure should be determined according to the
temperature-specific breakdown pressure correction factor in the table below.

AIR

圧縮空気

VACUUM

- 100kPa
真空

0.3MPa

WATER

工業用水

CHEMICAL
対薬品性

TFN



* Industrial Water is considered a waterhammer.

  The above pressure figures were measured at room temperature (20 °c).

1 RollLength Color

TWIN TOUCH TUBING

●

●

●

Tube Size

2TE－ －

８

１０

6

Min. Radius of Curvature(mm)

O.D Accuracy(mm)
Weight(g/m)

１２ １２ｘ８

50

12

６ｘ４

８ｘ５

110

※ Please use Multi
Straight Tube (P11)
for other color
support.

O.DｘI.D

４ｘ２．５

4O.D(mm)
I.D(mm)

15

18

20

４

６

2.5

38 74

5

6 8

Tube O.D

4 5

２０

10
6.5

25

9

±0.1

Length

10

A line mark is attached to the tube on one side to identify the piping.

●

１０ｘ６．５

2TE-12

サイズ

12
8

２TE-10 / ２TE-12

２TE-4ｘ２．５/ ２TE-６ /２TE-8

28

152

２TE-10 / ２TE-12

＋0.1 -0.15

Standard Color：Black＋Black

2TE-10

-5～60 ℃ 5～40 ℃ -5～60 ℃

3 MPa

0.8 MPa 0.3 MPa -100 kPaMaximum working
pressure

Media

■Specification

Model 2TE-4×2.5 2TE-6 2TE-8

Prevent piping error to air cylinder.

● Reduction of piping work man-hours.

There is no burrs when the tube is torn and maintains excellent Outer Diameter
accuracy.

Compressed
 Air
Industrial
Water

Vacuum

Working Temperature
Range

Burst Pressure

It is a tube which welded two tubes and put them
into one tube.

■Features

■ Model Display Example

100 ２TE-4ｘ２．５/ ２TE-６ /２TE-8

AIR

圧縮空気

VACUUM

- 100kPa
真空

0.3MPa

WATER

工業用水

SOFT
柔軟性

２ＴＥ



※ The above pressure figures were measured at room temperature (20 °c).

3TP-4×2.5S
4TP-4×2.5S
5TP-4×2.5S
6TP-4×2.5S
8TP-4×2.5S
10TP-4×2.5S
3TP-6S
4TP-6S
5TP-6S
6TP-6S
8TP-6S
3TP-8S
4TP-8S
5TP-8S
6TP-8S
4TP-10S
4TP-12S

■Colors

【８Core】
Core Tube O.D Length
Core

3 4
4 6 ①Transparent　②Blue　③Light Green　④Green  ⑤Yellow 　⑥Red    

5 8 ⑦White　⑧Black

6 10

7 12

8

１０ｘ６．５

３Core

６Core

４Core

４Core

4×2.5

20

【３Core】

S

MULTIFLAT TUBING

８Core

１０Core

12×8

２０ｍ １００ｍ
Model

-

O.D×I.D

Weight(g/m)

■Specification

■Features

※ Differences from the multi-straight By bending in a horizontal row, bending in the longitudinal direction can be reduced and it is
most suitable for cable bears with small bending radius.

■ Model Display Example

20m

４ｘ２．５

６ｘ４

８ｘ５

Core

3 MPa

0.8 MPa

４Core

５Core

３Core

４Core

５Core

20m

100m

20m
20m

４Core

●

27
36
45
54
72
90
57

10

20m 100m

Length（1pcs）

Abundant color variations By changing the color one by one, piping identification is
easy.

Vacuum

20m

Burst Pressure

Maximum working
pressure

●

-100 kPa

The polyurethane tubes are arranged in a row (3 to 10 cores).

●

20m

TP- 6

20m

100m

By special welding, no marks are left at the time of peeling, and connection with a one-touch
joint is possible.

3

100m
100m

100m20m

20m 100m

５Core

３Core

20m

８Core 100m

-5～60 ℃

20

100

Compressed
Air

20m

６Core

100m

20m

Media

Working Temperature
Range

100m

100m
20m 100m

６Core

76
95
76

①②③④⑤⑥
①②③④⑤⑥⑦⑧⑨⑩
①②③④⑤⑥⑦⑧⑨⑩⑪⑫

20m
20m

100m

100m

6×4
8×5

100m

10×6.5

１２ｘ８

①②③④
①②③④⑤
①②③④⑤⑥
①②③④⑤⑥⑦⑧
①②③
①②③④
①②③④⑤

20m

100m

Tube Size   

（ｍｍ）
Array

①②③
①②③④
①②③④⑤
①②③④⑤⑥
①②③④⑤⑥⑦⑧
①②③④⑤⑥⑦⑧⑨⑩
①②③

114
111
148
185
222
220
304

Length

100m

Standard's layout color will be the layout color in the
above order.

AIR

圧縮空気

SOFT
柔軟性

VACUUM

- 100kPa
真空

1 2 3 4 87

ＴＰ

5 6



※ The above pressure figures were measured at room temperature (20 °c).

Core Tube O.D Length
Core

2 4
4 6
6 8
8 10

12

2-MP-4S
4-MP-4S
6-MP-4S
8-MP-4S
2-MP-6S
4-MP-6S
6-MP-6S
8-MP-6S
2-MP-8S
4-MP-8S
6-MP-8S
8-MP-8S
2-MP-10S
4-MP-10S
6-MP-10S
8-MP-10S
2-MP-12S
4-MP-12S
6-MP-12S
8-MP-12S

■Colors Standard's layout color will be the layout color in the above order

①Transparent　②Blue　③Light Green　④Green  ⑤Yellow 　⑥Red    ⑦White　⑧Black

■Features

Abundant color variations. By
changing the color one by one,
piping identification is easy.

●

15

Working
Temperature Range

Core

25

【４Core】　【２Core】

８Core

８Core

２Core

Tube Size
(ｍｍ)

160

MULTI-STRAIGHT TUBING

65 152
230

220

２Core

４Core

【６Core】　

４Core

６Core

11

■Specification

６Core

４Core

160

６ｘ４

100m

４ｘ２

６Core

４Core 44

●

●

■ Model display example

4

74

114

88

６Core

38

６Core

100m

110

８Core

２Core

304

20m

222 100m

８Core

２Core

１０ｘ６．５

55 110

２Core

１２ｘ８

20m
20m

148

100m

100m

Minimum
Radius of
Curvature

Weight
(g/m)

100m

110 296

100m
４Core

８Core

20m

８ｘ５

20m

100m

100m

90

608

-5～60 ℃

Burst
Pressure

VacuumMedia
Compressed
Air

100m
100m

456
230

【８Core】　

20m

Length
２０ｍ １００ｍ

Model

20m
20m
20m
20m
20m
20m
20m
20m
20m
20m
20m

100m
100m

230

65

40 66
45 100m

20m
20m

100m

100m

100m
100m

330

20m 100m

160

100m

65 152

65 76

By special welding, no marks are left at the
time of peeling, and connection with a one-
touch joint is possible.

We have put together the polyurethane tube
into multiple cores (2 to 8 cores).

40

O.D ×I.D Length
4×2

440

20
6×4
8×5

22

-100 kPa0.8 MPa

- 20

10×6.5
100

12×8

- - 6 SＭＰ

40

3 MPa

Maximum working
pressure

AIR

圧縮空気

VACUUM

- 100kPa
真空

1 2 3 4 5 6 87

1 2 1 2 3

4

1 2 3 4

5 6

ＭＰ



※ Please do not flush air into the slit Tube.

* The above pressure figures were measured at room temperature (20 °c).

　

① Black
② Blue
③ Transparent Blue
④ Wire Colors　white / Black / Red / Green
※

Tube O.D Length

■Specification

4×2.5
6×4
8×5

20

●

●

50 60
100 90

O.D ×I.D
4
6
8

Min. Turning
Radius( mm )

 Width Ｂ
 ( mm )

30

●

You can also freely specify the number of cores, array of Colors and wire.

5

100

Tube Wire

■Features
 TubeMax Burst Pressure

●

●

SLITTED STRAIGHT TUBING

Working Temperature
Range

0.15 20

０．８MPa -100ｋPa

Length
5
(m)

Vacuum

6 -

3-STE-4-50
3-STE-4-100
3-STE-6-5

There is no wire excess at both ends.

Please disconnect and use Tube if necessary.

3-STE-8-50 40
3-STE-8-5

5

5 45

30

50

3-STE-6-50
3-STE-6-100

12

Core

TE-8 0.3

3-STE-

90
100 130

40

３Core

Model

50

50

Length A
( m )

3-STE-8-100

TE-4×2.5

Media
Compressed
Air

3-STE-4-5

３ＭPa

0.3

-5～60 ℃

TE-6

The electric wire can be exchanged by applying slit processing to tube.

It is possible to neatly summarize the wire and the air piping.

Best for protection.

One-touch fittings can be used for air piping.

It can be manufactured from one as a separate note other than the standard product. And
quick delivery.

100 60

5

 TubeMAX Working Pressure

■ Model Display Example

AIR

圧縮空気

VACUUM

- 100kPa
真空

ＳＴＥ



※ Do not allow air to flow through the slitted tube.

① Black
② Blue
③ Transparent Blue
④ Wire Colors  White / Black / Red / Green

 

Core

３
 
C
o
r
e

725

SLITTED SPIRAL TUBING

725
49

530

135

65

1,480

■Specification

■ Dimension

Wire

3-SSE-8-20
670 270

3-SSE-8-25 1,750 850

445 45

150

670 490

Model

90
535

225

3-SSE-6-10
3-SSE-6-5

●

One-touch fittings can be used for air piping.

35

450

3-SSE-8-5

3-SSE-4-20

■Features

3-SSE-6-15

3-SSE-8-15
940 580

250

670 490

595

13

3-SSE-4-5

2700.15

F
( mm )

Service
Length
(mm)

TE-4

It can be manufactured from one as a separate note other than the standard
product. And quick delivery.

●

325

TE-8 0.3 1,210

805

1,210

● No wires available. (Model: 3-SSE-⇒ 3SS-).

360
450
95
195
295
390

940 580 180

130
890 195
1,050 660 260

180
360

1,075

TE-6 0.3

560 465

720
900

180

(mm)
90
180

540

3-SSE-6-20
3-SSE-6-25

535

Tube
A
( mm )

B
( mm )

E
( mm )

625

Best for protection.

You can also freely specify the number of cores, array of Colors and wire.

G
( mm )(ｍｍ)

H
( mm )

300

D

● The electric wire can be exchanged by applying slit processing to tube.

● It is possible to neatly summarize the wire and the air piping.

360

90

66
3-SSE-8-10

3-SSE-4-15
3-SSE-4-10

485

3-SSE-4-25

760

Media
Compressed
Air

Vacuum

Working Temperature
Range -5～60 ℃

 TubeMAX
Working

０．８MPa -100ｋPa

 TubeMax Burst
Pressure

３ＭPa

AIR

圧縮空気

VACUUM

- 100kPa
真空

ＳＳＥ

① ①

④③ E B(C) F D

A
A'

HH



※ The above pressure figures were measured at room temperature (20 °c).

Tube O.D

■Features

TPS-6-40
TPS-6-35

TPS-4-20
TPS-4-15

TPS-6-20
TPS-6-15

20
600

60

TPS-6-25

TE-6

640
TPS-6-5
TPS-4-60
TPS-4-55 220

TPS-6-30 1,300 580

TPS-4-25

１
C
o
r
e

TPS-4-10
TPS-4-5

730 330

TPS-4-50
TPS-4-45
TPS-4-40
TPS-4-35

480

TPS-4-30

-

If it can not support Standard, it can be manufactured from 1
as a separately ordered item. (Each part size, color change
possible.)

TPS-

●

TPS-6-50

1,200

800

TPS-6-10

700 300

14

　

●

Model

700 460

420

540

850 490 90

1,400

520

550 430 30

Straight part (C dimension) Both ends 200 mm Can be finely adjusted in the working range.

-5～60 ℃

Burst Pressure

5

Coil Core

23
31

460 60

6

0.3 MPa

440

Maximum working
pressure

０．８ MPa

520 120
100
80

■Specification

21

160

■ Model Display Example

70

500

Service
Length

TE-4×2

D
( mm )

38

120

700

900 500

1,100 140

180

Vacuum

POLYURETHANE
SPIRAL TUBING

C
( mm )

560

9
11
13

-100 kPa

Compressed
 Air

40

3MPa

200

A
( mm )

B
( mm )

200

550 150

240

1,000

240

Industrial
 Water

●

TPS-6-55

Weight

(g)
7

1,600 640
210

1,150
180

600

Working Temperature
Range -5～60 ℃ 5～40 ℃

1,450 610

670

Tube

TPS-6-60 2,200 760 360

1,900
2,050

1,000

580

270

1,500 29
31
15

1,600

39
46
54
62

620

1,300

Media

TPS-6-45 1,750

16
18
20
22
25
27

59 types of standard products are available.

77
85
93
101

■Dimension Drawing

AIR

圧縮空気

VACUUM

- 100kPa
真空

0.3MPa

WATER

工業用水

SOFT
柔軟性

ＴＰＳ

C B C

A

φ
D



Tube

2,400
350750

Tube O.D

150

1,200 560

250

800 400

TPS-8-50 2,400

600 200

440

320

600 200

TUBE CUTTER

TE-8

3～１６ｍｍ

600

800

TPS-8-40

Model

TPS-8-20
TPS-8-15
TPS-8-10

TPS-8-35

1,400

2,600 840
400

1,800 680

850 450
TPS-10-50 2,900

500

720

1,600 640

880 480

280

TPS-8-5

650

TPS-8-55

TPS-8-25
TPS-8-30

2,150

2,000

Service
Length

A
( mm )

B
( mm )

C
( mm )

900 500

■Specification

2,650

52

100

TE-10

TPS-10-60 3,400 1,000 600

TPS-10-45

650 450 50

550
1,400

Weight

(g)

TPS-12-10 1,000

200TPS-10-30 700 300

2,800 880 480TPS-12-40
TPS-12-45 3,100 940

800 480 80

TPS-10-55 3,150 950 550

TPS-10-15
TPS-10-10
TPS-10-5

TPS-12-25

3602,200

440

1,150

520 120
TPS-12-5

TE-12

700 460 60

1,300 580 180

TPS-12-35 2,500 820 420

600

TPS-12-20 1,600 640 240
TPS-12-15

TPS-12-30 2,200 760 360

TPS-12-55 3,700 1,060 660

67

■Features

１
C
o
r
e

42

15

TPS-10-40
TPS-10-35

1,900

TPS-10-25 1,650
TPS-10-20

TPS-8-60

TPS-8-45

1,900

82
133
184
236

441
492
543
595

      ＴＣ－１６

287

Just set the tube, you can cut at right angles.

338
390

It can be cut with light force such as urethane, nylon, fluorine resin tube.

Body

Spare
Blade

540
TPS-12-50 3,400

700

900

240

120

2,800

760

60
75
90
105
121
136
151
166
181
196

D
( mm )

520
160

1,000

40 30
45

ＴＣ－１６ＳＣ

●

Model

●

50
77
105
133
160
188
215
243
271
298
326
354

300

1,000

※ The price of the main unit is one, the
replacement blade is 10 pieces.

【Spare Blade】

ＴＣ―１６



２
C
o
r
e

MULTI SPIRAL POLYURETHANE
TUBING（２Core～８Core）

●

●

3MPaBurst Pressure

150 types of standard products are
available.

1,765 855 455

■Specification

■Features

Straight part (C dimension) both
ends 200 mm There is fine
adjustment of Service Length.

If it is not possible to support
Standard, it can be manufactured
from 1 as a bespoke product. (Each
part size, color change is possible.)

■Dimension Drawing

390

Model

Compresse
d Air

200

38

2-MES-6-10S

1,570 790

1,120 720

985

920 520
2,155 985

Industrial
Water

A
( mm )

　

●

Working
Temperature Range

Media

1,960
2-MES-6-45S

2-MES-10-30S 2,434 1,078 678

339

810

-100 kPa

D
( mm )

2-MES-6-20S 1,180 660 260
2-MES-6-25S 1,375 725 325

790 530 130
2-MES-6-15S

2-MES-6-40S
2-MES-6-35S
2-MES-6-30S

2-MES-6-5S

TE-6

595 465 65

Tube

585

Maximum working
pressure

０．８ MPa 0.3 MPa

595 195

Service
Length

B
( mm )

C
( mm )

113

2-MES-10-20S 1,756 852 452

760 360

2-MES-8-10S 940 580 180
2-MES-8-5S

TE-8

670 490 90

1,210

540

739

42

2-MES-8-15S 1,210 670 270

1,030 630
2-MES-8-40S 2,560
2-MES-8-45S

450
2,020

2-MES-8-25S 1,750
2-MES-8-20S 1,480

850

2-MES-8-35S 2,290
2-MES-8-30S 940

2-MES-10-5S

TE-10

739 513

9652,095

2-MES-12-15S 1,715 805 405
2-MES-12-20S 2,020 940 540

2-MES-12-10S 1,210 270

565

226

490
580

2-MES-12-5S

TE-12

805 535 135

67

2-MES-12-25S 1,075 675

220
380
540
700
860

52

626
2-MES-10-15S

670

1,417

Weight

-5～60 ℃

Vacuum

-5～60 ℃

2,830

2-MES-10-10S

2-MES-10-25S

2,425
16

1,078

5～40 ℃

* Industrial Water is considered a waterhammer.

  The above pressure figures were measured at room temperature (20 °c).

(g)
40
60
80
110
130
150
170
200
220
80
130
180
220
270
320
370
420
470
130
220
310
400

AIR

圧縮空気

VACUUM

- 100kPa
真空

0.3MPa

WATER

工業用水

SOFT
柔軟性

ＭＥＳ

C B C

A

φ
D



３
C
o
r
e

3-MES-6-20S

585

3-MES-6-10S 888 195

４
C
o
r
e

390
3-MES-6-15S 1,133

Model Tube
Service
Length

A
( mm )

B
( mm )

C
( mm )

693
1,375 790

7801,180

D
( mm )

５
C
o
r
e

63
1,248

630
210
370

1,130
1,290

1,920 1,008 608

509
2,095 1,078 678

450

405

270

940 540

1,078 678

1,670
2,180
2,700

1,756
2,095 965 565

626 226

852 452

360

1,417

520
670

2,434

108
1,150

113

1,810

675

950339

270
535 135

805

1,075

985
200

1,375

1,863
1,620

293
790 390

595 195
1,133

2,108 1,083 683
2,350 1,180 780

645 498 98

888 488

693

585

805 405

2,088 1,075 675

TE-8

738

5-MES-8-25S
5-MES-8-20S
5-MES-8-15S

1,075 670
535 135

270

1,750 940 540

570 170

790

405
670

540

580 180

56

888

200

4-MES-10-20S
4-MES-10-15S

1,120 720

66

90

1,210 810

850

200

670

2,350

TE-12
908 603 203

3-MES-6-25S 1,620

1,210 670

4-MES-6-45S 2,155

985

535 135

1,413 805

4-MES-8-20S

1,210

2,020

270

3-MES-10-5S

TE-8

985

1,083

1,413 805

3-MES-8-10S

1,863

3-MES-10-10S

44

1,075

2,108

293

4-MES-8-10S 940

4-MES-12-20S

4-MES-12-10S
4-MES-12-5S

645

739 339
1,673 909

84

1,078

825

4-MES-6-40S

390
1,765 855 455

1,180 660 260
1,375 725 325

98

738

1,750 940 540
50

405

4-MES-10-10S

4-MES-8-15S

985

TE-6

3-MES-8-25S

17

739

2,020

1,615

2,290
2,560

1,960

83

4-MES-8-5S

TE-8

670

595

731,413

513

1,030

TE-6

TE-12

5-MES-6-40S

1,520

640

120
210

760

5-MES-6-30S

1,750

4-MES-8-45S

710
920
1,130

888

805

4-MES-12-15S

2,425

4-MES-8-25S

3-MES-8-5S

4-MES-6-35S
4-MES-6-30S

4-MES-6-20S

TE-10

5-MES-8-10S

5-MES-6-35S

3-MES-6-5S

TE-6

5-MES-6-20S

4-MES-10-5S

4-MES-8-40S
4-MES-8-35S

3-MES-8-20S

3-MES-6-30S

2,088

4-MES-12-25S

4-MES-10-30S
4-MES-10-25S

5-MES-6-5S

595
498

739

1,075

675

488

630

TE-10

1,480

2,830

490

4-MES-8-30S

3-MES-10-15S

4-MES-6-15S
4-MES-6-10S
4-MES-6-5S
3-MES-12-15S
3-MES-12-10S
3-MES-12-5S
3-MES-10-20S

940

595 195

465 65

200 56
1,570 790

585

5-MES-6-25S

5-MES-6-15S
5-MES-6-10S

920 520

290
370
460
540
620
710
290
500

683

4-MES-6-25S

3-MES-8-15S

530 130

3-MES-6-40S
3-MES-6-35S

5-MES-8-5S

Weight

(g)
60
100
140
180
220
260
300

390
480
230
390
560
720
390
690
990
100

1,230

340
130
220
310

830
980

300
360
430
500
560

1,440
370
660

160
230



５
C
o
r
e

D
( mm )

B
( mm )

C
( mm )

７
C
o
r
e

Model Tube
Service
Length

603 203
121

1,920 1,008 608

TE-10

825 570 170

200

1,248 739 339
1,673 909 509

TE-12

6-MES-6-30S

5-MES-10-10S
5-MES-10-5S

1,620 888 488

888 595 195
1,133 693 293

2,095 1,078 678

98

5-MES-12-10S

A
( mm )

1,375

6-MES-6-35S 2,108 1,083 683

2,088

6-MES-8-10S 1,075 670 270
805

2,350 1,180 780

9091,673

TE-8

738 535 135

600
730
870
470

390

1,075 675

908 603 203
124

1,920 1,008

825 570 170

405
1,750 940

2,095 1,078 678

100

200

58

540
75

1,413 805 405

739 339

130

200

390

1,120 760 360

65

1,304

1,440

540

650

1,070
1,960
2,850

840
1,200
1,570
840
1,520

1,700 1,050
520920

940

626 226
113

520
67

660 260
1,180 790

660 530

1,912

1,840 1,120

670

200

390

1,756 1,078 678

509

1,863 985 585

790

97

498

1,413 805 405
908

8-MES-6-25S

720

270
1451,480

852 452

756

1,078

1,840

92
1,480

1,120

TE-6

660 530 130

1,156

7-MES-10-10S
7-MES-10-5S
7-MES-8-20S

720

670 270
148

780
650

940 540

940 540

8-MES-12-10S

TE-8

760 580
1,960 1,180 780

1,480

TE-6

TE-6

TE-12
6-MES-12-15S

6-MES-10-5S

TE-10

6-MES-8-20S

7-MES-6-30S
7-MES-6-25S

6-MES-6-5S
5-MES-12-15S

TE-12
940

8-MES-6-20S 1,440 920

TE-10
852

1,700

TE-8

760
1,120

1,9128-MES-12-14S

8-MES-12-5S

1,156

8-MES-6-10S 920

7-MES-12-14S
7-MES-12-10S
7-MES-12-5S
7-MES-10-15S

8-MES-10-15S
8-MES-10-10S
8-MES-10-5S

8-MES-8-15S
8-MES-8-10S
8-MES-8-5S

1,304 852 452TE-10
852 626 226

116

8
C
o
r
e

1,756

580 180
760 360

660 260
8-MES-6-15S 1,180 790

7-MES-8-15S
7-MES-8-10S

7-MES-6-15S
7-MES-6-10S
7-MES-6-5S

920

1,413

1,248

645

6-MES-12-10S

6-MES-10-20S
6-MES-12-5S

7-MES-6-20S

5-MES-12-5S
5-MES-10-20S

6-MES-10-15S

5-MES-10-15S

1,960 1,180
1,050

180

90

940 540

7-MES-8-5S

8-MES-8-20S

8-MES-6-30S

8-MES-6-5S

６
C
o
r
e

6-MES-6-40S

6-MES-6-25S
6-MES-6-20S
6-MES-6-15S
6-MES-6-10S

608

6-MES-8-25S

6-MES-8-15S

6-MES-8-5S

6-MES-10-10S

Weight

(g)

150
250
360

870
1,600
2,320

530
950
1,370
1,790

1,480

756

678

TE-12
940

460
560
670
770
880
350
610
870
1,130
1,400
650
1,170
1,690
2,200

2,200
1,420

4,200

190
320
460

2,630
3,600
220
380
540
700
860
1,020
550
970
1,400
1,830
980
1,780
2,580
1,660
3,070

18



 * The above pressure figures were measured at room temperature (20 °c).

　

Example of 1Core

Example of ２Core～３Core
Inner Support 1pack：１０pcs

　

　

　 　

■ Model Display Example
Inner support insertion procedure

Transp
arent
Blue

Transp
arent

2 6 5

Coil CoreTube O.DCore

Black

 

■Features

■Dimension Drawing

SOFT POLYURETHANE
SPIRAL TUBING

●

100

●

500

（４ｘ２.５）
SP-4

Black

30
260 60

Black
SPS-6-5 550 230

（４ｘ２.５）

SP-6

900

900

2-MSS-4-5

Trans
parent

650 290 90
2-MSS-4-15

550 245

20SPS-4-5

850 390 190

40

38

125
1,150

240

23

（６ｘ４）

■Specification

SPS-6-15 850 290

SPS-4-15 700 260 60

3-MSS-6-5

3252-MSS-6-10

SP-4 IS-4

2-MSS-4-10

SPS-4-10 600

90

Model Tube

0.4 MPa -100 kPa
Maximum working
pressure

Service
Length

A
( mm )

Standard
Color

Media Compressed Air Vacuum

-5～60 ℃

1.7 MPa

SP-６ IS-６

SP-6

220
SP-4

（６ｘ４）

100 23

45
100

330 130
　

1,100
SP-6

3-MSS-4-15

（６ｘ４）

2-MSS-6-5 650 265 65
100 38

19

100 38
4903-MSS-6-15

3-MSS-6-10

265 65
100

400 200
23700 330 130

850

550
3-MSS-4-10
3-MSS-4-5

ＭＳＳ- Model

More flexible than touch spiral hoses,
suitable for piping in narrow areas.

SPS- 6 - 5

Tube O.D

One-touch fittings can be used by using the inner
support.

Coil Core

●

B
( mm )

C
( mm )

D
( mm )

- -

Weight

SP-4
（４ｘ２.５）

2-MSS-6-15

290

600 295 95

390 190

SPS-6-10 700

(g)

Working Temperature
Range

Burst Pressure

Excellent oil resistance Ideal for factory air
piping.

３
C
o
r
e

２
C
o
r
e

１
C
o
r
e

5
8
11
14
23
32
10
16
22
28
46
64
15
24
33
42
69
96

AIR

圧縮空気

SOFT
柔軟性

VACUUM

- 100kPa
真空

ＳＰＳ

C B C

A

φ
D



 

O.D ×I.D
9
15
20
25

■Structure

■Features

Tool

WK-9W

WK-15W

WK-20W

WK-25W

The material is nylon 6 and is excellent in heat resistance,
oil resistance and chemical resistance.

■Operating procedure

■ Model Display Example

BK
W

Color
Black
White

ZW- 9 BK - 20

It is removable and can be used repeatedly.

ZIPWRAP

17

ZW-15BK-20
ZW-20W-20

20 22

11×9

20

Wrap Tool

15

Bonding work is completed in a short time by using a dedicated tool.

Model
Tube Dimension ( mm ) Slit Pitch

( mm )
Length
( m )I.D O.D

ZW-9W-20
9 11 10

20

ZW-9BK-20
ZW-15W-20

④Hold the tube, wire,
and zip wrap firmly, and
pull the wrap tool
towards you, and the
tube and wire will be
continuous.
It will be united

③Insert the protrusion
of the wrap tool into the
Zip Warp cut.

②Insert the tube and wire
and close the wrap tool.

①Hold the lap tool and
pinch the tube and wire

17×15
22×20
27×25

ZW-25W-20
25

●

● The slit process applied to the side freely follows the bending operation of the device.

●

●

27 20
ZW-25BK-20

White
Black
White
Black

Black
17

ZW-20BK-20

14

Color

White
Black
White

ＺＷ



* The above pressure figures were measured at room temperature (20 °c)
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■Specification

1,170 500 570 100 108

TPS-1603-0105Y 11x16 2,000 720 500 120 100 108

H11-4FU H11-4F
TPS-1605-0105Y 11x16 4,000 840 500 240 100 108
TPS-1608-0105Y 11x16 6,000 1,000 500 400 100 108
TPS-1610-0105Y 11x16 8,000

TPS-1208-0105Y 8x12 6,000 1,190 500 590 100 65
TPS-1210-0105Y 8x12 8,000 1,380 500 780 100 65

6.5x10 8,000 1,400 500 800 100 52
TPS-1203-0105Y 8x12 2,000 780 500 180 100 65

H8-G2FU H8-G2F
TPS-1205-0105Y 8x12 4,000 990 500 390 100 65

1,400 500 800 100 42
TPS-1003-0105Y 6.5x10 2,000 785 500 185 100 52

H6.5-G2FU H6.5-G2F
TPS-1005-0105Y 6.5x10 4,000 1,000 500 400 100 52
TPS-1008-0105Y 6.5x10 6,000 1,230 500 635 100 52
TPS-1010-0105Y

Standard Fitting

T1 T2
TPS-803-0105Y 5x8 2,000 780 500 180 100 42

H5-G2FU
H5-G2F
+

N-2M-2M

TPS-805-0105Y 5x8 4,000 1,000 500 400 100 42
TPS-808-0105Y 5x8 6,000 1,230 500 630 100 42
TPS-810-0105Y 5x8 8,000

Compresse
d Air Vacuum

Working
Temperature Range -5～60 ℃ -5～60 ℃

Max Burst
Pressure

3MPa

MAX Working
Pressure

０．８ MPa -100 kPa

●
59 Types of standard products are
available.

● Straight part (C size) both ends 200mm

　 You can fine-tune the range of use. ■Dimension

● If it is not possible to support the standard, from one as a separate note

Can be produced. (Each part dimension, Colors change is possible.) 

■Model

TPS- 805-0105Y

Model
Hose Size
I.D x O.D

Service
Length
( mm )

A
( mm )

B
( mm )

C
( mm )

D
( mm )

ФE
( mm )

POLYURETHANE SPIRAL
YELLOW LINE

Media

■Features

AIR

圧縮空気

VACUUM

- 100kPa
真空

SOFT
柔軟性

ＴＰＳ



●

● You can choose an optional nozzle at the tip of the nozzle.

● Easy flow adjustment is possible with the hand lever.

Plug

Blow Gun (Nozzle: L type)

Blow Gun (nozzle: straight type)

Blow Gun (Short Nozzle) Blow Gun (Female Ｇ１/８)

* Optional nozzle cannot be used. * Optional nozzle cannot be used.

Movie Movie

Movie Movie

Movie Movie

22

Magnet

Model

ＭＣＬ４５－０２

Silencer Nozzle Venturi Bypass Nozzle

Model Model

ＮＳ－２４ ＶＮ－２０

Shield Nozzle Rubber Tip Nozzle

Model

Model ＲＣ－２０

ＳＮ－２２

Model
Body
Colors

Nozzle

Length I.D

ＢＧ－５０－Ｓ３２０  

Black

320

３.６ｍｍＢＧ－５０－Ｓ４９０  490

ＢＧ－５０－Ｓ１０００ 1000

Model  (Nozzle I.D) Model Colors

ＢＧ－50－Ｓ１-０１(１mm) ＢＧ－５０－Ｇ０１Ｆ Black

ＢＧ－50－Ｓ2-０1(2mm) ＢＧ－５０－Ｇ０１Ｆ－０１ White

Plug with Flow adjustment

Body PolyacetalResin 

Nozzle

 BG-50 Brass Nickel plating
treatment
BG-50-S1, S2 aluminum
alumite treatment

Model Thread

ＦＲＰ－０２ R1/8

Model
Body
Colors

Nozzle

Length I.D

ＢＧ－５０　　　　　　 Black
90 ３.６ｍｍ

 ＢＧ－５０ －０１　　　 White

ＢＧ－５０－Ｌ３２０  

Black

320

３.６ｍｍＢＧ－５０－Ｌ４９０  490

ＢＧ－５０－Ｌ１０００ 1000

Blow Gun BG-50 Series

There is an air supply port in two places up and down and you
can choose depending on where you use.

Media Compressed Air

Working Temperature Range －５～６０℃

Model Thread MAX Working Pressure １.６MPａ

Ｃ４Ｐ－０２Ｍ R1/8

Feature

Specifications

Blow Gun
Series

Material

Example

Air supply from the top

Air supply from the bottom

At hand lever

Any flow rate 

can be 

adjusted.

(Body：White)

(Body：White)

Female G1/8

Air Supply Fittings

Nozzle I.O ３．６ｍｍ

Nozzle I.O ３．６ｍｍ

Nozzle I.D 3.6ｍｍ

Options

Magnet Area

* Red Line part = Magnet

【 Lower Mounting 

Example 】

Discharge flow rate 

approx. 17%

Amplified.

Reduce the noise level to a 

minimum.

(Approx. 10db decrease)

Scratches on the 

painted surface, etc.From blowback

Protect workers.

100mm

* Red Line part = Magnet

【 Lower Mounting 

Example 】

[Example set use]

[Example set use]

[Example set use]

[Example set use]

BG



①Core ②ArrayNo ③Length
　

※ Please refer to the following Array table

④Color

⑤Tube Size

⑥Estimated Amount
　 ■Multi core production example

pcs

 

Company Name: Department:

Address:

Name: Agent:

ＴＥＬ ＦＡＸ

Questions:

If you wish to make a quote, please fill out the required information on the format and request a quote from
us or our product agent. Correspondence with different diameter tubes is also possible.

m

ｍｍ

① ②

④

④

①② ①②③ Ｎｏ４ Ｎｏ５

④⑤⑥

We will manufacture multi-flat straight tubes from 1 tube by order.

※ In addition, thank you so that you can contact us if you have any unclear points.

Core

Ｎｏ１ ① Ｎｏ２

①②③
Ｎｏ８ ①②③④⑤⑥⑦ Ｎｏ８

CUSTOM MADE FORMAT

⑨

①②③④⑤⑥⑦⑧

⑤
ｍｍ

Ｎｏ１０ ①②③④⑤⑥⑦⑧⑨

⑤

Ｎｏ３ ①②③④

23

② ③

⑥
ｍｍ
⑦

⑥ ⑦ ⑧

ｍｍ
⑧

ｍｍ
⑨

Ｎｏ９
⑤⑥⑦⑧
①②③④

ｍｍ ｍｍ

①②③④⑤ Ｎｏ７

①

③④
①②

③
ｍｍ

Ｎｏ６

ｍｍ



①Tube Model ②Core ③ArrayＮｏ
　 　

Pcs

　 【ArrayTable】Please contact us for more than 8 Core or special Array.

④Color

⑤Estimated Amount
　

pcs

⑥Desired size of each part

Ａ Dimension ｍｍ

Ｂ Dimension ｍｍ（core）

Ｃ１Dimension ｍｍ

Ｃ２Dimension ｍｍ ■Example of fluorine tube spiral data

ＤDimension ｍｍ

最大Service Length ｍｍ
※Stroke = Maximum Service Length-A Dimension

 

Company Name: Department:

Address:

Name: Agent:

ＴＥＬ ＦＡＸ

Questions:

① ② ③ ④ ⑤ ⑥ ⑦ ⑧

①②③
④⑤⑥

If you wish to make a quote, please fill out the required information on the format and request a quote from
us or our product agent. Correspondence with different diameter tubes is also possible.

CUSTOM MADE FORMAT

24

④⑤

Ｎｏ５①②③
③④
①②

We will manufacture Spiral Tubes from 1 pc.

※ In addition, thank you so that you can contact us if you have any unclear points.

①②③

③
①②

Ｎｏ４Ｎｏ３①②Ｎｏ２①Ｎｏ１

Ｎｏ６ Ｎｏ７ Ｎｏ８
⑤⑥⑦

Ｎｏ９
⑤⑥⑦⑧

①②③④ ①②③④

※ Please refer to the following
Array table

A

C1 B C2

φ
D



Color 1Roll

+ 0.1 / - 0.15

Low Friction Tubing Touch Tube
TE-LF Series

●

● Meter printing at 1m spacing with cut mark. The remaining number can be confirmed.

● Excellent wear resistance

■Specification

Media

Working
Temperature Range

Max Burst
Pressure

3 MPa

■Features
MAX Working
Pressure

Min. Turning Radius(mm) 5 12 15 25

● Flexible, very small bend radius that is difficult to kink.

● Special polyurethane material containing fluorine resin fine particles

Model TE-4-LF TE-6-LF TE-8-LF TE-10-LF TE-12-LF

Tolerance(mm) ± 0.1
Weight(g/m) 9 19 37 55 76

25

Compressed Air

-5～60 ℃

0.8 MPa

 Tube Size
O.D(mm) 4 6 8 10 12
I.D(mm) 2.5 4 5 6.5 8

ＢＫ － ２０

Tube O.D

O.DｘI.D Standard Color Length

４ ４ｘ２．５ ＢＫ Black

２０

 

６ ６ｘ４ W White

10 10x6.5

12 12x8

TE-4-LF

8 8x5

Shut out tube wear on moving part of piping

■ Model Display Example

LB
Light
Blue

１００

28

AIR

圧縮空気

【Cut mark display 

ＴＥ-ＬＦ
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