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() NITTO KOHKI ELECTRIC SPRING

COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER
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DUSTER CUPLA
DCS-65PNG TWIST PLUG

TS-20PM

PURGE HI CUPLA
PV-40SM

NUT CUPLA
65PNG

HI CUPLA BL

PURGE PLUG NUT CUPLA 65SN-BL
PV-40PH

@ NITTO KOHKI Made in Japan | @ |

TWIST PLUG
TS-20PM

PLASTIC PLUG
65PN-PLA

200-40SH LINE CUPLA
200T Type

= [PURGE LINE CUPLA
RE-PV-30 Type

HI CUPLA ACE

NK CUPLA COIL HOSE

with HI CUPLA ACE HA-65SN
NKC-503B
ROTARY PLUG
RL-20PM
NK CUPLA HOSE | [ANTI-VIBRATION
with HI CUPLA ACE| | PLUG HOSE
NKU-605B SHA-3-2R
Impact Wrenches
HI CUPLA

20PM

NK CUPLA HOSE
with FULL BLOW CUPLA Blow Guns

NKU-605P

HI CUPLA
20PM

ROTARY NUT CUPLA
65SNRG

Air Screwdriver
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NITTO KOHKI

COUPLING

POWER TOOL

ELECTRIC SPRING

Following plugs and sockets can be connected with each other

Plug
Type Model

17PH, 20PH, 30PH,40PH
.1 OPM 20P M 30 P M4 OPM .............................

O A
90PN-BH
50PN, (10PAH), 60PN (20PAH), 65PN

NUT CUPLA

HI CUPLA ACE

50PN-PLA, 60PN-PLA, 65PN-PLA,
80PN-PLA, 85PN-PLA

Can be connected
with each other

65SN-BL, 80SN-BL, 85SN-BL

MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER
Socket
Model Type
17SH, 20SH, 30SH, 40SH
10SM, 20SM, 30SM, 40SM
............................................................................ HI CUPLA
20SF, 30SF, 40SF
90SN-BH
20SH-BL, 30SH-BL, 40SH-BL
20SM-BL, 30SM-BL, 40SM-BL
............................................................................ H| CUPLA BL

TW20SH, TW30SH, TW40SH

HI CUPLATW TYPE

S | GUEILA I
50PNG-PLA, 65PNG-PLA, 85PNG-PLA
RL-20PM, RL-30PM
ROTARY PLUG  feeeceeceecaediorutiriiiiiiciciiciiciiciiceimenicmccaciaceen
RL-20PFF
TS-10PM, TS-20PM, TS-30PM FULLL ELOWY CURLA
TWIST PLUG  freceeceeceectscticuniuseastiorcencencencececmentescsscsccneed
TS-20PFF
PURGE PLUG PV-20PH, PV-30PH, PV-40PH
PV-65PN, PV-85PN NUT CUPLA
ANPTB/('}B:TQ;'EON SHA-3-2R, SHA-3-3R
NUT CUPLA 200
NK CUPLAHOSE  [NKU-605B, NKU-6108, NKU-6208] (65PNG) 200-80SNG, 200-65NG, 200-655NG
with HI CUPLA ACE _ . . ’
NKU-810B, NKU-820B (85PNG) 555NR. G5SNR
NK CUPLA HOSE NKU-605P,NKU-61OP ............. (65PNG) 653NRG85$NRG .................................................. ROTARY NUT CUPLA
with FULL BLOW CUPLA |NKU-810P (85PNG) DCS-ZOI;H DCS-30PH, DCS-40PH
NK CUPLA COIL HOSE NKC-SOSB,NKC-SOEB ............. (50PNG) Dcs_65pNyGDcs_85pyNG ........................................ DUSTER CUPLA
with HI CUPLA ACE NKC-603B, NKC-6058 (65PNG) L200-20SH L200-3OSH L200-40SH
ROTARY LINE CUPLA | RT Type (Infet Port) L'éﬁb':é'é'é"n/i"['2'6'6'-'3'5'5'1'\);'"L'é'é'o':xé'é'l(/i .........................
LINE CUPLA 200 200T Type (Inlet Port) |_200.2()SFY|_200.3()SF|’_200.4OSF ............................ LOCK CUPLA 200
ROTARY FULLBLOW | — . |  bsRnsel bt e etes steveste st e aesaanaas
LINE CUPLA FBH-RT Type (Inlet Port) L200-65SNRG, L200-85SNRG
HICUPLAACE T Type | HAT Type (et PorD) PV-20SM, PV-30SM, PV-40SM PURGE HI CUPLA
CRESSOLES RE-PV-30 Type (Outlet Port) PURGE LINE CUPLA
FOR AIR LINES DC-30PF, PG-10P RT Type (Outlet Port), RE Type (Outlet Port) ROTARY LINE CUPLA
SUPER CUPLA 02520P (End Configuration) 200T Type (Qutlet Port), 200L Type (Qutlet Port) ... LINE CUPLA 200
200S Type (Outlet Port)
ROTARY FULL BLOW
FBH-RE Type (Outlet Port), FBH-RT Type (Outlet Port) LINE CUPLA
HA-20SH, HA-30SH
HI CUPLA ACE
HA-50SNG, HA-65SNG, HA-85SNG
NKU-605B, NKU-610B, NKU-6208 (HA-65SNG) | NK CUPLA HOSE with
NKU-810B, NKU-820B (HA-85SNG) HI CUPLA ACE
NKU-605P, NKU-610P (FBH-65SNG) | NK CUPLA HOSE with
NKU-810P (FBH-85sNG) | FULLBLOWCUPLA
NKC-503B, NKC-505B (HA-50SNG) NK CUPLA COIL HOSE
NKC-603B, NKC-605B (HA-65SNG) with HI CUPLA ACE
Not interchangeable
Plug Socket
Type Model Model Type
Can be connected
400PH, 600PH, 800PH with each other |..400SH. 600SH, 800SH
T EUTELA T00PM Go0PM. BogpN ] WIEN @8CH OHNEE L o CUPLA

400PF, 600PF, 800PF

LINE CUPLA 200

200L Type (Inlet Port)

200S Type (Inlet Port)

400SM, 600SM, 800SM
400SF, 600SF, 800SF

PV-400SM, PV-600SM

PURGE HI CUPLA

PVR-400SH, PVR-600SH, PVR-800SH

PVR-400SF, PVR-600SF, PVR-800SF

"1 PURGE HI CUPLA
PVR Type
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() NITTO KOHKI ELECTRIC SPRING
@ COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER

o
P
|
o Applicable fluids
8 Workmg pressure Valve structure (Sp(gel applies to air only)
N HI CUPLA e
1 5
1. 5 MPa One-way shut-off
{15 kgffem?} {10 kgf/cmz)
|E| - Jdafkidon : 1K&N NovIKdoL Nazalaulad S Steel (Chrome plated) Brass St(asirﬂgsgosi?el
- awnsafslalunnoiugaanknssy Thread and Thread and hose barb 1/8"to 1", /4" to 1 hose
© ~ e = -~ —
g YoaaduisdNIJuIKan Waaadunssuds Heat-treated | o Polyurethane tube - Outer dia. 06 + 0.1, 08  0.15, 610 £ 0.15
- . - - - Tube barb . . : +0.05 +0.05 +0.05
£ IWUAUIGVISVIIA:NUNIU a@uisafsoiulagiouiu (Tube fitter) - | FOlyamide tube - Outer dia. 26 Zyq , 08 7° , 810 "y
% Fluorine contained resin tube : Outer dia. @6 + 0.07, 28 + 0.07, 10 + 0.07
= - Above specifications apply only to CUPLA. Maximum working pressure and working temperature range MPa 15 1.0 1.5
- may vary depending on tube materials you use with and the working temperature. Working | kgflcm? 15 10 15
4 *1: When connecting an extremely soft tube such as soft polyurethane or soft nylon,attach the insert pressure bar 15 10 15
rI) ring specified by the tube manufacturer to the inner diameter of the tube to be connected. PSI 218 145 - 218
L4 *2: The operable temperature range depends on the operating conditions. Seal material Seal material Mark Working Remarks
Working temperature prom temperature range
E range,zg P Nitrile rubber NBR | -20°Cto+80°C Standard
- Fluoro rubber FKM -20°C to +180°C material
Z
CZ i = F[ ] LI
& [ T1T 0T 2
| A - c
Plug PH type (Hose barb) Socket SH type (Hose barb
Model Application Body material « Mass (g) Dimensions (mm) Model Application Body material « Mass (g) Dimensions (mm)
(Hose) | steel | Brass | Stainless steel | L |@H| A | ¢ | @T | @Bp | @Bd (Hose) | gtee| | Brass | Stainlesssteel | L | @D |A|@T B
17PH 1/4” 24 - - 54116 (2720 7.2 | 45| 75 | [17SH 1/4" 99 - - (69.5) | (26.5) |27/7.2 4.5
20PH 1/4” 28 31 27 57,16 /30(/20| 9 | 5 | 75 | 20SH 1/4" 99 105 97 (72.5) |(26.5)+1/30| 9 | 5
30PH 3/8” 32 34 33 6116 34/20(11.3| 7.5 | 7.5 | |30SH 3/8" 102 107 100 (76.5) | (26.5)1/34/11.3/7.5
40PH 12" 59 64 60 632036120/ 15 | 9 | 75 | 40SH 12" 115 122 13 (78.5) | (26.5)+1/36| 15| 9
400PH 12" 65 71 66 6622/36/23| 15| 9 | 13 | 400SH 12" 220 235 230 (83) 35 136/15|9
600PH 34" 123 | 130 124 771304523/ 21 | 13 | 13 | |600SH 3/4" 243 262 242 (92) 35 |45/ 21|14
800PH 1" 151 | 161 151 85|34 54123 27 | 20 | 13 | |800SH 1" 327 350 325 (102) | 35 |55/ 27 |1
Ly T
- /
BT ‘ =N
%1 %J—M—J 3 e ‘J_H:ﬁ:l |
A I i
Plug PM type (Male thread) Socket SM type (Male thread)
Application| Body material « Mass (g) Dimensions (mm) Application| Body material + Mass (g) Dimensions (mm)
Model Thread . Model Thread -
(Thread) [steel| Brass [Stainless steel| L | HWAF) | ¢ | T |@Bp|@Bd (Thread) |SteelBrass|Stainless steell L | @D | HWAF) | T |@B
10PM Rc1/8 | 22| 24 - 37| Hex14 | 20 |[R1/8] 4 | 7.5 | |10SM Rc1/8 |97 | - - (52.5)| (26.5) | Hex.19 |R1/8| 5
20PM | Rc1/4 | 25| 27 26 41| Hex14 | 20 |[R1/4] 75| 7.5 | |20SM Rc1/4 | 97 | 103 96 (55.5)| (26.5)1 | Hex.19 |R1/4| 7
30PM | Rc3/8 |40 | 43 4 42 |Hex.19+3| 20 |[R3/8| 75 | 7.5 | |30SM Rc3/8 | 104 | 108 100 (56.5)| (26.5)1 | Hex.19 |R3/8| 84
40PM | Rc1/2 | 60 | 65 60 46 | Hex.22 | 20 |[R1/2| 12 | 7.5 | |40SM Rc1/2 | 127 | 135 126 (59.5)| (26.5) 1 | Hex.23 2 |[R1/2| 9
400PM| Rc12 |70 | 73 69 50 | Hex.22 | 23 |[R1/2| 13 | 13 | |400SM| Rc1/2 |210| 224 212 (63) | 35 Hex.29 |[R1/2| 13
600PM| Rc3/4 | 113 | 121 114 55| Hex.32 | 23 |R3/4| 19 | 13 | |600SM| Rc3/4 |242| 259 243 (67) | 35 Hex.32 |R3/4| 16
800PM| Rc1 182 | 196 183 63 | Hex.35 | 23 | R1 | 22 | 13 | |800SM| Rc1 329 | 353 328 (72) | 35 Hex.36 | R1 | 16

T T

ﬁﬁﬂﬁﬁﬁ

L/ L L M
Plug PF type (Female thread) Socket SF type (Female thread)
Application  Body material * Mass (g) Dimensions (mm) Application | Body material  Mass (g) Dimensions (mm)
Model : Model -

(Thread) |Steel| Brass | Stainlesssteel | L | H(WAF) | C T |@B (Thread) |Steel Brass Stainless steel| L @D | H(WAF) | T
20PF R1/4 | 28 | 31 29 36 | Hex17 | 20 | Rc1/4 | 75 | |20SF R 1/4 97 | 101 94 (49.5) | (26.5)+1 | Hex19 |Rc1/4
30PF R38 |3 | 41 38 37 | Hex21 | 20 | Rc3/8 | 7.5 | |30SF R3/8 98 | 103 95 (50.5) | (26.5)+ | Hex.21 |Rc3/8
40PF R12 | 69 | 76 70 38 | Hex.29 | 20 | Rc1/2 | 75 | |40SF R1/2 | 136 | 146 138 (52.5) | (26.5)+1 | Hex.29 |Rc1/2
400PF | R1/2 | 82 | 86 81 41 | Hex.29 | 23 | Rc1/2 | 13 | |400SF R12 | 216 | 233 215 (57) 35 Hex.29 |Rc1/2
600PF | R34 | 115 | 124 115 45 | Hex.35 | 23 | Rc3/4 | 13 | |600SF R34 | 259 | 277 257 (61) 35 Hex.35 |Rc 3/4
800PF R1 189 | 207 190 54 | Hex41 | 23 | Rc1 | 13 | |800SF R1 327 | 361 327 (68) 35 Hex.41 | Rc1
*Above pictures are plugs and sockets of steel 20, 30 and 40 models.

*1: D = 25.4 for brass and stainless steel models. *2 . H =Hex. 22 for brass and stainless steel models.
*3: H = Hex. 17 for brass and stainless steel models. *4 ;B = 9 for brass and stainless steel models.
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() NITTO KOHKI ELECTRIC SPRING
@ COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER

Working pressure Valve structure Applicable fluids
HI CUPLA 200 id (@
1.5
1.5MPa One-way shut-off Air
{15 kgficm?}
- Jdqikan Body material Steel (Chrome plated)
- awnsalslafunnananknssiuviuau (Pneumatic) Hhread and 147, 318", 112"
. a:)UC]Ia'\-‘)-\)K:)ﬂdU:) (One Touch) |8.auda\).']8 ||a:530|§:) Size Polyurethane tube . Outer Dia. @6+0.1, @8+0.15, @10£0.15
. o 1 23U 15% ;r'll'Jl?l?ebf?t;gr) .,| Polyamide tube - Outer Dia. @6 '35, @8 15%° @10 3%
A0MSIABISLAU IAIWLDASIMSIKagOuU 15% Fluorine contained resin tube : Outer Dia. @6+0.07, @8+0.07, 1040.07
IJaIRguiuYaaanalU MPa 15
T R 52 Py T . . Worki kgflcm? 15
BalovnunisSOBUIUUTQWTNQTUKUNYU:EIUQD Orking
) N ) pressure | par 15
¥28UauAUNISSIBU IIa:aanuIdeK1guviosy = 218
Tadnansgaaugo Seal materil . Working
Seal material Mark Remarks
o ‘ . . Working temperature temperature range
- Above specifications apply only to CUPLA. Maximum working pressure and working range - Nitrile rubber NBR 220°C to +60°C Standard material
temperature range may vary depending on tube materials you use with and the working
temperature.
*1: When connecting an extremely soft tube such as soft polyurethane or soft nylon, attach the
insert ring specified by the tube manufacturer to the inner diameter of the tube to be connected.
*2: The operable temperature range depends on the operating conditions.
i T
Al - ISi=:
R T =T g "
) ‘5&‘ & ‘ A ol =~
H
L L
Socket SH type (Hose barb) Socket SM type (Male thread)
icati Dimensions (mm Application Dimensions (mm)
Model | Application | (g) (mm) Model ?I'ph " | Mass g
(Hose) L A oT 2B (Thread) L H(WAF) T B
200-17SH 114" 86 (77) 27 7.2 4.5 200-20SM Rc 1/4 89 (60) Hex.19 R1/4 75
200-20SH 114 90 (77) 215 9 5 200-30SM Rc 3/18 91 (60.5) Hex.19 R 3/8 10
200-30SH 3/8” 92 (79 32 1.3 75 200-40SM Rc 1/2 102 (56) Hex.24 R 12 13
200-40SH 12" 104 (79.5) 32 15 10
Socket and tube can be connected
in one push-to-connect operation.
((Just push the tube into CUPLA and then itis |ocked.‘:>
Polyurethane, Polyamide and
. Fluorine contained resin tubes.
0
O
S SC type
e (Tube Fitter)
HI CUPLA 200
and Tube Fitter
Socket SF type (Female thread) are now integrated,.
icati Dimensions (mm
Model | Application | o (mm)
(Thread) L H(WAF) T
200-20SF R1/4 94 (57-5) Hex.19 Re 1/4 Major applications: miniature pneumatic equipment, automatic control
200-30SF R3/8 103 (55 5) Hex 22 Rc 3/8 equipment, physicochemical equipment and medical devices.
200-40SF | R1/2 138 (57.5) Hex.29 R 112 Just push in for quick connection.

A6

|I| ueder urepey  [DIHOM QLLIN @ m



() NITTO KOHKI ELECTRIC SPRING
@ COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER

Working pressure Valve structure  Applicable fluids

NUT CUPLA /NUT CUPLA 200

One-way shut-off Air

o
=
|
o
=
O
O

1.5 MPa 1.0 MPa
{15 kgffem?} {10 kgficm?}

|E| * Jdqikan Body material Steel (Chrome plated), Stainless Steel (SUS304)
- awnsnidoudanuansaulagliidovBiivdasaans For @5 mm x @8 mm, @6 mm x @9 mm hose
c o Urethane hose size For @6.5 mm x @10 mm, @8 mm x @12 mm hose
% . Unaaaad%wawaﬁnﬁu?uqoﬁlﬁaudaﬁuawa For @8.5 mm x @12.5 mm, @11 mm x @16 mm hose
- oo i . Pressure unit MPa kgflcm? bar PSI
£ IWoUovAunNIsKkNvouavagunu:lzou ;
3 Working pressure 1.5 15 15 218
© AT IS H H “
+ daunsnaduaonuUsuU Hi cupla Hi cupla 200 l1a: Rotary ;
= ! Seal material Seal material Mark tempg\rlgtrllj(:ggran ge Remarks
v Working temperature
T range-t Nitrile rubber NBR -20°C to +60°C | Standard material
Q *1: The operable temperature range depends on the operating conditions.
T H
: o y
z W
&ﬁﬁﬂﬁ 3 ° il
: L TR
& : LW =
L
Grease is applied to the threaded part of stainless steel nut to prevent galling. Grease is applied to the threaded part of stainless steel nut to prevent galling.
Plug PN type (NUT CUPLA for urethane hose connection ) Socket SN type ( NUT CUPLA for urethane hose connection )
Body material - q il . .
Model Application  Mass (g) Dimensions (mm) Vodel Sl Body material *Mass (g) Dimensions (mm)
Hose ; Hose Stainless
%) T teel Stanless| || ¢ | @Bp | GBd | H(WAF) T(WAF) (Hose) | steel | S80S | L | @D | @B H(WAF) T(WAF)
50PN @5 x @8 30 - @43) | 20 | 45 | 75 | Hex17 | Hex.17 | |50SN |@5x @8 " - (60) | (26.5) | 4.5 Hex19 | Hex17
60PN |36 x @9 40 s 43) | 20 | 53 | 75 | Hex17 |Hex.17 | |60SN |@6x@9 115 . (59.5)| (26.5) | 5.3 Hex.19 | Hex.17
65PN |@6.5x @10 | 42 43 | 43) | 20 | 53 | 75 | HexA7 | Hex.17 | |65SN |@6.5x @10 15 10 | (59.5)] (26.5)3 | 5.3 | Hex19 | Hex.17
80PN |08 x @12 50 52 @45) | 20 | 75 | 75 | Hex19 |Hex.19| [80SN |@8x @12 120 114 (61.5) | (26.5)+3 | 7.5 | Hex.19 | Hex.19
85PN |08.5x@12.5 52 53 @5) | 20 | 7.5 | 7.5 | Hex19 |Hex.19 | |85SN |@8.5x@12.5 120 115 (61.5) | (26.5)+3 | 7.5 | Hex.19 | Hex.19
110PN (@11 x @16 75 - (52) | 20 | 7.5 | 7.5 | Hex.23 |Hex.24 | |110SN @11 x @16 153 - (64.5)| (26.5) | 10 | Hex.23 | Hex.24

]
w

o

1]
il

L

Hose guard nut \ rass (insent) 1 H Socket SN type (NUT CUPLA 200 for urethane hose connection)
i o o Vo o = e o Model | Application | Mass Dimensions (mm)

%r MWWWMW\M_EH HJLULLH (Hose) (9) L @D @B | H(WAF) | T(WAF)
A c 200-50SN | 25 x 08 105 | (64.5) | (265) | 45 | Hex19 | Hex17
200-60SN | @6 x @9 105 | (64.5) | (26.5) &3 Hex.19 | HexA17
200-65SN | @6.5x @10 106 (64.5) | (26.5) 5.3 Hex.19 | Hex.17
Plug PNG type (For urethane hose with hose guard nut connection) 200-80SN | @8 x @12 M2 | (665) | (265) | 7.5 | Hex19 | Hex19
Di . 200-85SN | @8.5x@12.5 | 113 (66.5) | (26.5) 75 Hex.19 | Hex.19
Model | Application | Mass imensions (mr) 200110SN |@11x@16 | 127 | (62) | (265) | 10 | Hex23 | Hex24

(Hose) | @ | L | ¢ | A | @D @Bp @Bd H(WAF) T(WAF)
50PNG | @5 x @8 4 |(116) 20 | 90 | 23 | 45 | 75 | Hex17 | Hex.19

65PNG | @6.5x @10 43 |(116)] 20 | 90 | 23 | 5.3 | 7.5 | Hex.17 | Hex.19
85PNG | @8.5x@12.5| 55 [(116)| 20 | 90 | 26 | 7.5 | 7.5 | Hex.19 |Hex.22

The pictures of HI CUPLA for connection to braided hoses and PN type and SN type of NUT CUPLA show steel bodies.
*1 Braided hoses for HI CUPLA for Connection to Braided Hoses should be made of soft PVC

and woven by reinforcement thread.

*3: Stainless steel: 6D=25.4

*4: Made-to-order item

Socket SNG type (For urethane hose with hose guard nut connection
Model Application | Mass Dimensions (mm)

(Hose) (@ L | A| @D | @B |H(WAF) T(WAF)
200-50SNG | @5 x @8 105 | (137.5) | 90 | (26.5) | 4.5 |Hex.19 | Hex.19
200-65SNG | @6.5 x @10 107 | (137.5) | 90 | (26.5) | 5.3 |Hex.19 | Hex.19
200-85SNG | @8.5x @125 | 116 | (137.5) | 90 | (26.5) | 7.5 |Hex.19 | Hex.22
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NITTO KOHKI COUPLING POWER TOOL

PURGE HI CUPLA

- s:UU Push-to-Connect IWoaqsOAURATVDE)
meludvsnedonisasudo na:luinansva:ua
ijonaauaao

- a@wisanAduAuMsida - JaonacdseAulen
njyeusgadordvgnigvuiu

- damasna:Aulena:liriviukinluldasude

1AV Plug IWoA1uUaaaislumsidou

ELECTRIC SPRING
MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER
Working pressure Valve structure Applicable fluid
1.0
o 1
1.0 MPa One-way shut-off Air
{10 kgffem?}
Body material Brass (Chorme plated)
Size (Thread) 1147, 318", 112", 314
Pressure unit MPa kgf/lcm? bar PSI
Working pressure 1.0 10 10 145
Seal material Seal material Mark U Remarks
(Ll M temperature range
Working temperature
range *1
Nitrile rubber NBR -20°C to +60°C Standard material

*1: The operable temperature range depends on the operating conditions.

Lever

|I| ueder urepey  [DIHOM QLLIN @ m

Socket PURGE HI CUPLA
Dimensions (mm)
Model A(F’Tpr:ir‘gg;” Mass ()
L @D E1 E2 H(WAF) acC T B

PV-20SM Rc 1/4 225 (79) 26.5 (50.5) (70) Hex.22 29 R 1/4 7
PV-30SM Rc 3/8 229 (80) 26.5 (50.5) (70) Hex.22 29 R 3/8 10
PV-40SM Rc 1/2 235 (82) 26.5 (50.5) (70) Hex.22 29 R 1/2 14
PV-400SM Rc 1/2 411 (94) B35 (61.5) (82) Hex.30 B R 1/2 13
PV-600SM Rc 3/4 424 97) 35 (61.5) (82) Hex.30 375 R 3/4 18
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() NITTO KOHKI ELECTRIC SPRING
@ COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER

Working pressure  Valve structure Applicable fluids

HI CUPLA ACE

1.5MPa One-way shut-off Air Water
{15 kgffcm?}

o
=
|
o
=
O
O

|E| + 3dq Engineering Plastic UovAun1sinasoy Body material Engineering plastics (PBT, POM)
. Thread and b ajr 4147 2/R”
INMsSNs:INNAUEUIU hosa tocb 14", 318", 114° 318
S H <
& - audodvka:ded (One Touch) IBoUCDVY IA:SIQISD T For @5 mm x @8mm, @6 mm x @9 mm,
8 ) (PNG type @6.5mm x @10 mm,@8 mm x @12 mm,
£+ DUs:U Sleeve Lock IWUAIUUAD0AY SNG type) 8.5 mm x 212.5 mm polyurethane hose
B J - J - ‘T L T type HA-T type «lInlet:20P-PLA +Outlet: HA-65S
= OVNUUYKIYDaDKAQUTU:IEIU MPa 1.5 1.0 for plastic plug and Model HA-T
v « KUNILTIWEYL 1 Tu 4 na:nudansvaulddifeuininu Working | kgflcm? 15 10 for plastic plug and Model HA-T
I L e g = pressure | par 15 10 for plastic plug and Model HA-T
Q goodaduisonivuiKan PSI 218 145 for plastic plug and Model HA-T
E « Plug Nla: Socket JnogaausowanadnRulunanidoudonuans | Seal material Sealmaterial | Mark | . WOKNG - Remarks
= o = = T . Working temperature P g Standard
4 IWDUDLAUNISKNVOUDLENY YU [BVU range Nitrile rubber | NBR -20°C to +60°C mZTer?;I
@ e dl U’]Sﬂ?lﬂdﬁ\)\)’]uau llazvu L‘h *1: The operable temperature range depends on the operating conditions
Brass (insert)
5 g o[ Bl
R, e =
r A Lo | == 7J“;Ez%wm 5]
L L
Plug PH type (Plastic plug / Hose barb) Socket SH type (Hose barb)
Model | Aplication | Mass Dimensions (mm) Model | Application | Mass Dimensions (mm)
(Hose) ) L |@H | A | @T  @Bp | @Bd (Hose) © L At A2 o1 | o8B
20PH-PLA 114 3 49 14 | 215 9 5.5 7 HA-20SH 114 26 (65.5) | 25.5 21.5 9 5
30PH-PLA 318" 4 52 16 | 235 | 115 | 75 7 HA-30SH 318" 28 (68) 28 235 11.5 7
Brass (insert) 20 — Brass (insert)
(Only 20PM) - A = I:g‘ (only 205M)
- mE | gt
R :, 24 (war) N
; (55)
Plug PM type (Plastic plug / Male thread) Socket SM type (Male thread)
Model Application Mass Dimensions (mm) Vodel Application Mass Dimensions (mm)
(Thread) @ T @Bp ?Bd (Thread) (@) T 2B
20PM-PLA R1/4 8 R1/4 71 74 HA-20SM Rc 1/4 27 R 1/4 71
30PM-PLA R 3/8 6 R 3/8 10 74 HA-30SM Rc 3/8 26 R3/8 8
8 Socketx 2
G1/4 20 ! E
| ls i
h~— : LS e
’BT l; T El
H1\el\/)(;;t3)9 / 34 E N i (52.5) 3
Dimensions (mm) ‘Dimensions (mm)
Plug PFF type (Plastic plug / Parallel female thread) Socket T type (For two branch lines)
Model Application (Thread) Mass (g) Model Inlet/ Outlet Mass (g)
20PFF-PLA G1/4 6 HA-T 20P-PLA / HA-65S (2 pcs.) 73
Sessssebba | S
AAARET =
4 e {Wz 5= *
W AN e H w& -
A 20 24 (wap) 4 A
L L
Plug PNG type (Plastic plug / For hose with hose guard nut connection) Socket SNG type (For hose with hose guard nut connection)
Model Application Mass Dimensions (mm) Model Application Mass Dimensions (mm)
(Hose) (C) L | HWAF) | A | @B (Hose) (@ L | HWAF) | A | @B
50PNG-PLA | @5 mm x @8 mm 14 (119) | Hex19 | (90) 4 HA-50SNG | @5 mm x @8 mm 31 (130) | Hex19 | (90) 4
65PNG-PLA | @6.5 mm x @10 mm 15 (119) | Hex19 | (90) | 53 HA-65SNG | @6.5 mm x @10 mm 33 (130) | Hex19 | (90) | 5.3
85PNG-PLA |@8.5 mm x @12.5 mm 17 (119) | Hex.22 | (90) 7 HA-85SNG | @8.5 mm x @12.5 mm 35 (130) | Hex.22 | (90) 7
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COUPLING POWER TOOL

@ NITTO KOHKI

ROTARY PLUG

+ Jdqikan

- dadadokyuld 360 oV INUADIUAGDVAIUNUEOIU

+ Uangdodoruyu 45 avMm aaUrykiangauwuruiboadudo
AuiAdovoau

- yunanAasa GukuniuT nasdaviunuazooav

- IKU:dKSUIAZoVEPaUUSINNCNYY 15U 1AZoVEVAadQ

Ingovava:y udonaw 1Judu

*1: The operable temperature range depends on the operating conditions.

ELECTRIC SPRING
MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER
O
©)
c
T
—
Working pressure Valve structure Applicable fluid 2
d (@3] 7] [
mn Il —1
1.5MPa One-way shut-off Air
{15 kgflem?}
Body material Steel (Nickel plated) @
Size (Thread) 114,318 Z
Pressure unit MPa kgflcm? bar PSI a
A
Working pressure 15 15 15 218 %
Working =
. i
Seal material Seal material Mark temperature range Remarks -
Working temperature [
range:t Nitrle rubb NBR 20°C to +80°C Standard ®
itrile rubber - 0 material 5
—
Q
el
Q
]

Dimensions (mm)

Plug PM type (Male thread) Plug Model RL-20PFF type (Female thread)
Model A(F’Tpgir%gtjj‘;” M(""?S Dimensions (mm) « Application (Thread ) : G1/4
g L D T +Mass:57¢
RL-20PM Re 1/4 52 (52.1) (34.1) R1/4
RL-30PM Rc 3/8 73 (50.8) (32.8) R3/8

“‘|Ill',"'

I
F )
i
|
i
']
i
]
]
i
i
1

Pneumatic tools

Pneumatic tool
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() NITTO KOHKI ELECTRIC SPRING
@ COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER

Working pressure Valve structure Applicable flids

MICRO CUPLA

1.0 MPa One-way shut-off Air Water (Tube Fiter type
{10 kgffem?} is unsuitable for water.)

o
=
|
o
=
O
O

T e @ (HEER

A

. 5EIQI’1E)\)I Kaov ] Cupla : Brass (Plated)
|E| s . o . . Body material Tube Fitter Part  : Brass (Plated) , Plastic
* YUNANNASA UNKUNIUT IFUWIUFUENATI0IWED 9.5 UU. Thread 118", M5 x 0.8
c
© 2 ST 1o & el o Tube ID @3, @4
g IKU:dKSUTBLIUTuWUNIAQ '
8 . Size | Tube barb Polyurethane tube : Outside Dia. 64%00.51. @6+0.1
£ - @udadoKd:Ided (One Touch) Boucavie a:sdaISd (Tube fitter)1 | Polyamide tube : Outside Dia. 84°005 , 6 "0
g - Above specifications apply only to CUPLA. Maximum working pressure and Fluorine contained resin tube : Outside Dia. @4 + 0.05, 26£0.07
s working temperature range may vary depending on tube materials you use Pressure unit MPa Kgf/cm? bar PSI
with and the working temperature. Working pressure 1.0 10 10 145
: CUPLA with Tube Fitter has NBR packing material only. . Working
T *1: When connecting an extremely soft tube such as soft polyurethane or soft | Sea| material Seal material Mark temperature range Remarks
nylon, attach the insert ring specified by the tube manufacturer to the inner Working temperature L ° ° .
Q diameter of the tuba fo be conected. range‘zg P Nitrile rubber NBR -20°C 10 +80°C Standard material
E *2: The operable temperature range depends on the operating conditions. Fluoro rubber FKM -20°C to +180°C Made-to-order item(s)
Z

L L
Plug PH type (Tube barb) Socket SH type (Tube barb)
Model Application | Body material + Mass (g) Dimensions (mm) Model Application | Body material « Mass (g) Dimensions (mm)
(Tube) Brass L|C|A|@H| oT @B (Tube) Brass L (oD A| @T | @B
MC-03PH | 3 mm ID 1.2 19192 | 8 | 55|35| 12| MC-038H | 3mmID 7 (275) | 95| 8 | 35 | 12
MC-04PH | 4 mm ID 1.4 19192 | 8 | 55|48 25| |MC-04SH 4mmiD 7.3 (275) | 95 | 8 | 48 | 25
== TR
LSEE e =
C 1|
LA \H . w/ A
L L
Plug PM type (Male thread) Socket SM type (Male thread)
Model Application |Body material  Mass (g) Dimensions (mm) Model Application| Body material + Mass (g) Dimensions (mm)
(Thread) Brass L|C| A |HWAF) T |@B (Thread) Brass L [@D A| T |H(WAF) @B
MC-05PM| M5x0.8 1.9 17 19.2| 4.5 | Hex.7 [M5x0.8/2.5| |[MC-05SM| M5x0.8 74 (24.5)/9.5/4.5M5x 0.8/ Hex.9 |2.5
gt @ '
M= -
EEESH W ° -
C (S |
L H/
L
Plug PM type (Male thread) Socket SM type (Male thread)
Model Application) Body material + Mass (g) Dimensions (mm) Model Application| Body material « Mass (g) Dimensions (mm)
(Thread) Brass L | C| HWAF) | T | @B (Thread) Brass L | @D | T |H(WAF) @B
MC-10PM | Rc 1/8 9 26 /92| Hex!1 |R1/8 25| | MC-10SM 6 Rc1/8 13.1 (30) | 95 |R1/8| Hex.11 | 3
B [T
— O <
. 4 i RN
- | ; . T
— ME=ETT]
L C
L
Plug PHL type (Tube barb) Socket SHL type (Tube barb)
Application | Body material  Mass (g) Dimensions (mm) Application| Body material * Mass (g) Dimensions (mm)
Model Model
(Tube) Brass L |[C/A| B |E QT @Bp (Tube) Brass L c |E/AlgD @T! 2B
MC-04PHL| 4 mm ID 94 (23.3)(9.2| 8 |(18.3)(18| 4.8 | 2.5 | |MC-04SHL| 4 mm ID 14.8 (30.8) | (25.8) |18| 8 19.5/4.8|25
F
o W :):( 7»—[
i F:):(%:F
u/ | 7me
« F and @J are dimension of panel. -l
L
Socket SHB type (For panel mounting)
Model | Application Body material « Mass (g) Dimensions (mm)
omstie| || (Tube) Brass L | Alep|oT @8 Hs(WAR) @y [HwaR)|  F
Always fix tubes with hose clamps when using hose barb types. MC-04SHB' 4 mm ID 15 (36) 81954.8/25| Hex11 |71 60-3 Hex9 |1.2t03.5
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() NITTO KOHKI ELECTRIC SPRING
@ COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER
O
o]
c
T
L
- 3
- = p— T —— -
‘ ch t ' FEMHN . {
. ¢ e -— e C
L L
Plug PC type (With Tube Fitter) Socket SC type (With Tube Fitter)
Model Application Mass Dimensions (mm) Model Application Mass Dimensions (mm)
(Tube) (@ L C a1 2B (Tube) (@) L @D C QT 4
MC-04PC 4 mm OD 3 (21.7) 9.2 8 25 MC-04SC 4 mm OD 9 (31.5) | 95 (12) 8 e
MC-06PC 6 mm OD 5 (25) 9.2 9.8 25 MC-06SC 6 mm OD 11.5 (33.5) | 9.5 (13) | 9.8 3
T T A
; (e}
\ I
! . o =
]
= B 1T s
. = a 5
LA c r 3= | J\} =3
E ) - =
L L _§
Plug PCL type (With L-shaped Tube Fitter) Socket SCL type (With L-shaped Tube Fitter) S
Model Application Mass Dimensions (mm) Model Application | Mass Dimensions (mm)
(Tube) © L c E | or | @8 (Tube) @) L E @D € a1
MC-04PCL 4 mmOD 10 (23.3) | 9.2 | (183) 8 25 MC-04SCL | 4 mm OD 16 (30.8) | (25.8) | 95 (10) 8
MC-06PCL 6 mm OD 13.5 (24.3) | 92 | (18.8) | 9.8 25 MC-06SCL | 6 mm OD 19 (31.8) | (26.3) | 95 | (125) | 9.8
S :‘ o I il
trz-h-u..l - . = ﬂ }L
Hs \H
+ T and @J are dimensions of panel.
Socket SCB type (With Tube Fitter for panel mounting)
Model Application Mass Dimensions (mm)
(Tube) (9) L | @D | @E | Hs(WAF) | H(WAF) T aJ
MC-04SCB | 4 mmOD 15 |(34)] 95| 16 | Hex13 | Hex13 | 35orless | 105503
MC-06SCB 6 mm OD 185 (36) 9.5 | 18 | Hex15 | Hex.15 | 3.50rless 12.580'3
Socket MC-03 type ( MICRO LINE CUPLA with three branch ports ) Socket MC-03 type ( MICRO LINE CUPLA with three branch ports )
Mass: 65 g Mass: 101 g
+ The branch body is made of aluminum alloy. 48 15 + The branch body is made of aluminum alloy. 80 15
|
Yo oo =0 ! L0000 =0
™ ™
MC-05SM (3 pes.) | 16__16__ 23 MC-05SM (5 pes.) | 16__16__16__16__ 23
% g o) ‘% 2xRc 1/8 % g - % ﬁ % % ﬁ 2xRc 1/8
=~ I Ty T = T f f f .
@l SE T et @l s e BT
|16 16 31 ool |16 48 R o
3.2 mm dia. through hole (4 pcs.) 78 3.2 mm dia. gh hole (4 pcs.) 110
Dimensions (mm) Dimensions (mm)
Socket MC-10 type ( MICRO LINE CUPLA with 10 branch ports )
Mass: 187 g
+ The branch body is made of aluminum alloy. | 160 15
elh"‘?@mmmmmmmmmm 7 c,'-':‘I
OO YOO OO OIS =
MC-05SM (10pcs) 16 16__16__16__16_16_16_ 16 _ 16 __ 23
13 REABGAAER e
s
I H T T T T T T T T T -
Ol 4 =
16 | 128 31 ol
3.2 mm dia. through hole (4 pcs.) 190
Dimensions (mm)
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@ NITTO KOHKI  Made in Japan | @ |

() NITTO KOHKI ELECTRIC SPRING
@ COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER
Working pressure Valve structure Applicable fluids
SUPER CUPLA bl 7]
i ] ~—d
“ 2] g V\fll/Pa o One-way shut-off Air
gficm’
- Jdqikan , Cupla : Steel (Chrome plated), Aluminum alloy -2
. o = e e S o el Tube Fitter type  : Brass (Nickel plated) , Plastic
* IKUN:@KSUNISIBoUQaIdNNUIASDVYUDauNUUIKUNUIN —
N . Thread 1/8”, 114
+ dodadalkuniuIn3Jadaaduisagunaly Hose barb 1/4”, Urethane hose : @5 x @8, @6.5 x @10
- @DUCDIVKI:IGYI( One Touch )iFoudovy azsdaisy  Size Polyurethane tube - Outside Dia. @6+ 0.1, @8 + 0.15
(T}ﬁ’;eb,?i{{’er),1 Polyamide tube : Outside Dia. @6:2% , §8:2%5
- Above specifications apply only to CUPLA. Maximum working pressure and working Fluorine contained resin tube : Outside Dia. @6 + 0.07, @8 + 0.07
temperature range may vary depending on tube materials you use with and the working
temperature. Perssure unit MPa Kgflcm? bar PSI
*1: When connecting an extremely soft tube such as soft polyurethane or soft nylon, .
attach the insert ring specified by the tube manufacturer to the inner diameter of the Worklng pIESSUe 1.0 10 10 145
tube to be connected. Seal material q Working
*2: Aluminum alloy is used for the body of 01SN, 02SN, 02SMF, 02SC-6, 02SC-8, Working temperature Seal material Mark temperature range Remarks
028CL-6, 025CL-8, 02SCB-6, 025CB-8. , N range's Nitrile rubber | NBR | -20°Cto+80°C | Standard material
3: The operable temperature range depends on the operating conditions.
NI : 1 ;* I
e, === i E
B 30 15 E S 4 30 bl
51 (67)
Dimensions (mm) Dimensions (mm)
Plug 02PH type (Hose barb) Socket 02SH type (Hose barb)
Model Application (Hose) Mass (g) Model Application (Hose) Mass (g)
02PH 114 16 02SH 114 56
A
] Il =SSse=.
A 8 M Fr7 | af
| | L .
—
o| ~afohit-
H 4 S Socket SN type (For Connetion to urethane hose)
- Dimension (mm)
Model Ap(ﬂ'g:él)on Mass (g)
L A | @D | H(WAF) @B
01SN |25 8 458 54.5) | 17 | 19.5 | Hex17 | 3.8
Plug PN type (For connection to urethane hose) mm xo8 mm (549 &
Di . 02SN | @6.5mm x @10 mm 444 | (54.5) | 17 | 19.5 | Hex17 | 53
Application Mass imension (mm)
Model H
(Hose) @ | L | c|@D A HWAF) @Bp @B
01PN | @5 mm x @8 mm 359 | (385)| 15 [185| 17 | Hex17 | 6 | 3.8 R _ R
¥ " &
02PN | @6.5mmx@10mm | 353 | (38.5) | 1518517 | Hex17 | 6 | 53 3 2 g E ST
- AN Hex.17 (WAF)
(50) —
Dimensions (mm)
Socket SM type (Male thread)
Model Application (Thread) Mass (g)
02SM Rc 1/4 57
Rc 1/4
. ) S| Hex17 e
Plug PM type (Male thread)
Model | Application | Mass DR ) Dimensions (mm)
(Thread) (9) L C | @D |HWAF)| T | @Bp | @B Socket 02SF type (Female thread)
01PM | Rc1/8 2 |31 |15 Hex12 |R18| 6 5 Model Application (Thread) Mass (g)
02PM | Rc1/4 22.7 34 | 15 | 185 | HexA7 |R14 | 6 6 02SF R1/4 56.4
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() NITTO KOHKI

COUPLING

218.5

Hex.17 (WAF)

POWER TOOL

Dimensions (mm)

MACHINE TOOL

ELECTRIC
SCREWDRIVER

Hex.17 (WAF)

SPRING
BALANCER

o
N

|
|
!

i

219.5
f—

26

5
3

=)

3

Dimensions (mm)

AIR BLOWER

|I| ueder urepey  [DIHOM QLLIN @ m

Plug 02PFF type (Parallel female thread) Socket 02SMF type (Parallel male thread)
Model Application (Thread) Mass (g) Model Application (Thread) Mass (g)
02PFF G1/4 17.7 02SMF G1/4 27
a W % —— i = ol - é - 11— -
20 © L
(57)
Dimensions (mm)
Model 02S20P type Socket SC type (with Tube Fitter)
Plug / Socket . )
(Conversion model to connect Hi CUPLA socket) . Dimension (mm)
Model Application Mass
Model Application Mass (g) (Tube) (@ L oD oT
02S20P Hi Cupla (Socket) 58 02SC-6 6 mmOD 46 (65.5) 19.5 10.5
02SC-8 8 mm OD 50.5 (70) 19.5 13.5
=1 =
o+ %Ef S — =
— el S SN !
S _Bi= I — ATiIE e
L ' — i L \H
Plug PC type (With Tube Fitter) Socket SCL type (With L-shaped Tube Fitter)
Application | Mass Dl a0 oLl Application | Mass Dimension (mm)
Model Tub Model (Tube) )
(Tube) @ | L |c oo E|HWAF) oT | o8B g L | @D |HWAF)| C | @T
02PC-6 6 mm OD 285 |(405) 15|18.5 18,5 Hex17 | 103 | 6 02SCL-6 6 mm OD 475 | (63.5) | 195 | Hex.16 | (25.7) | 10.3
02PC-8 8 mm OD 33 |(475) 15| 18.5|18.5| Hex.17 | 135 | 6 02SCL-8 8 mm OD 495 | (677) | 195 | Hex.16 | (32.8) | 13.5
T ) Hs—\ T—t=H
% - : R Em \‘ iy I
- 4l 2z , -0
w TS T2 e | 1 Al Lfﬁ&
NI = | i LS|
HL !
+ T and gJ are dimensions of panel.
Plug PCL type (With L-shaped Tube Fitter) Socket SCB type (With Tube Fitter for panel mounting)
) . ot Dimension (mm)
o Dimension (mm) Model /Application  Mass
Model AP(PT'l'f;;f" M(a§s (Tube) | (@) | L |@D Hs(WAF) H(WAF)| T ]
9 L C @D E |H(WAF) @T | @B 03
02SCB-6 | 6mmOD | 585 |(71.5)| 18 | Hex.17 | Hex.15 |7 orless|12.5 +0'
02PCL-6 | 6mmOD | 29.5 | (43) | 15 | 185 |(25.3) HexA7 |10.5| 6
02PCL-8 | 8mmOD | 345 | (46.5)| 15 | 185 |(32.3)| Hex17 | 135 6 02SCB-8 | 8mmOD | 60.4 | (72) 21| HexA7 | Hex.18 |8 orless|15.5 +8'3
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@ NITTO KOHKI  Made in Japan | @ |

COUPLING

NITTO KOHKI

ROTARY LINE CUPLA

- awnsangnafdviuldkalsnAnvoINrioaukan
IWgVYQIGYD
- ruuld 360 avA oA WE:QNTUNSIZOU

la:UavAultykiangauwuniu

Su RT ngnalgoiula 2 nw

su RE ngnafdoiula 3 mo

(comes with dust caps)

o

RE TYPE

A15

POWER TOOL

ELECTRIC SPRING

MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER
Working pressure Valve structure Applicable fluid
1.5 <4
o [ ~—1
1.5 MPa One-way shut-off Air
{15 kgflem?}
Body material Body : Brass (Chrome plated), Cupla : Steel (Chrome plated)
Model RT Type (for two branch lines) RE Type (for three branch lines)
Hi Cupla
Inlet Plug 20PF Inlet R 112
Size 2 sockets for 3 socket for
Outlet Hi Cupla Socket Outlet Hi Cupla Socket
Model 20 Model 20
Pressure unit MPa kgflcm? bar PSI
Working pressure 1.5 15 15 218
Seal material Seal material Mark fe Remarks
Working temperature temperature range
range -1 Nitrile rubber NBR -20°C to +60°C | Standard material

- The products come with dustproof caps.
*1: The operable temperature range depends on the operating conditions.

Socket

RT type (For two outlets)

Mass : 490 g
- Fluid must run in the direction of the arrow.

- The product comes with dust caps.
Hi Cupla Socket Model 20 (2pcs)

@y =
L ILM <
<& ==
(58) = (54) *

Dimensions (mm)

Socket RE type (For three outlets)

Mass : 660 g
- Fluid must run in the direction of the arrow.
- The product comes with dust caps.

| 6.5 .
‘ ~
‘ \
N Ll sbe
w &
P 0 ~
(36.5) {} 30 {} 30 {}235 Hi Cupla Socket Model 20 (3pcs)
| e
T
R1/2 AT
==~ N Y
< = i 1:‘
ELATIZNPENDAND | p——
Hex.22(war) I } I I } I
120 | 16 |7
38

(149)

Dimensions (mm)




COUPLING POWER TOOL

NITTO KOHKI

LINE CUPLA

- @OUCDIVKI:ITHI (One Touch) Boudave Ia:s3a1$d
- awnsallgnaldldkarawasaonrioaukaniwevaIded
- anutuNsignalEoIU

+ SU 200T enafduiuld 2 wasa

+ SU 200L nenafduiuld 5 wasa

+ SU 2005 IleNYAEVIUIA 5 wasauua1INS=E

200T TYPE

( comes with dust caps )

200L TYPE

( comes with an accessory 400SH and dust caps )

200S TYPE

( comes with an accessory 400SH and dust caps )

ELECTRIC SPRING

MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER
Working pressure Valve structure Applicable fluid
1.5 <
o [ ~—1
1.5MPa One-way shut-off Air
{15 kgflem?}
Body material Body : Aluminum alloy, Cupla : Steel (Chrome plated)
Inlet 200T Type 120 PM
Size 200L Type / 200S Type : 400PM
Outlet 200T Type :200-20SM
200L Type / 200S Type : 200-20SM, 200-40SM
Pressure unit MPa kgflcm? bar PSI
Working pressure 1.5 15 15 218
Seal material Seal material Mark Working Remarks
Working temperature temperature range
N Nitrile rubber NBR -20°Cto +60°C | Standard material

- The products come with dustproof caps.
*1: The operable temperature range depends on the operating conditions.

Socket | 200T type (For two outlets)

Mass : 272 g
* Fluid must run in the direction of the arrow.
- The product comes with dust caps.

7

200-20SM (2 pcs.)

20PM

68

@ 3

Dimensions (mm)

Socket \ 200L type (For five outlets,in-line type)

Mass : 890 g
- Fluid must run in the direction of the arrow.
- The product comes with dust caps.

- Accessory : 400SH

38 38 38 25

39
27

400PM

(95)

200-40SM (1 pc.)

=N

Dimensions (mm)

Socket \ 2008 type (For five outlets,star type)

Mass : 769 g

- Fluid must run in the direction of the arrow.
- The product comes with dust caps.

- Accessory : 400SH

200-20SM (4 pcs.)

45

0 26

%@%@% %@i

f%, i

s

200-40SM (1 pc)

8

[
(50)

(143

o
@

02

=
e
1%

Dimensions (mm)

|I| ueder urepey  [DIHOM QLLIN @ m
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() NITTO KOHKI ELECTRIC SPRING
@ COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER

Working pressure Valve structure Applicable fluids

MOLD CUPLA fad

One-way shut-off Straight through Water Heated oil

o
=
|
o
=
O
O

1.0 MPa
{10 kgffem?}

+ JaQnovIKkaoL Body material Brass
T S — . gy Thead 118", 1147, 3/8”
2ONIIVULNIWB([EdIKSUMIUIUWUW]QgIaWI: Gdguuna 28 |1 se (barb) Hose - 14", 38"  Braided Hose 09 mm x @16 mm
AIANN:NQSOFVUS:KTQWURAQAVIUS:UUKEDISUNLWIUW Pressure unit MPa kgflcm? bar PSI

Working Pressure 1.0 10 10 145

@ Sleeve i Socket TsUNSLEITURIAL dadnTuns

Working
daou-noqQinoon Seal material temperature range
Working temperature | Nitrile rubber |  NBR -20°C to +80°C | Standard material

awsnidoudaliniudadaaduidd Super cupla Id range- '
PR Fluoro rubber|  FKM | -20°C to +180°C A"fé';ﬂiton

Seal material | Mark Remarks

(&n13u Mold cupla Us:inn K3 na: K4)

- Maximum working pressure and working temperature range of CUPLA for braided hoses depend upon the

@ NITTO KOHKI  Made in Japan | @ |

N = = T i " specifications of braided hoses to be used.
DWaDUTKlaaﬂn\)”UUUD"IaD “aJUUDjaD *1 : The operable temperature range depends on the operating conditions.
— -t = e
g T I[ ————— = m: [ S
& A C 2 N c
A
L L
Plug PH type (Hose barp) . Socket SH type (Hose barb)
Model Application Mass Dimensions (mm) Model Application Mass Dimensions (mm)
(Hose) (9 LI A|C|@H|QT| @Bp | @Bd (Hose) (9) L |@D|@d | N[A|C|@T|@B
K-02PH 1/4"', 17 42 21 |15 12 | 8 | 45 6 K-02SH 1/4 52 (67) | (21) 1 18.5/16.8/2929| 8 | 5
K-03PH 3/8 19 2 2116115 1121 7 6 | [K-02TSH 1 1/4 52 (67) [ (1) 185[16.8/29 29| 8 | 5
K-03SH 3/8 60 (59) | (21) 1185 /16.829 |21 |12 | 7
K-03TSH *1 3/8 60 (59) | (21) 1 18.5/16.8129 21|12 | 7
T
=
o . = o= - i
= _ Jomes - =
A
A
L
Plug PM type (Male thread) Socket SM type (Male thread)
Model Application| Mass Dimensions (mm) Model Application | Mass Dimensions (mm)
- (Thread) 9 L HIWA) < T 28 K-02SM (Tthﬁ?f) (793 (5L1) (%1D) 1g8d5 121 8 2A9 II-Il(WA1F7) RI/4 @68
g - c ) . ex.
M Rew® b3 etz 5 RS 85 | KaTSMu | Rew4 | 70 | (51)[(21) 185168 29 | Hex 17 |R1A| 6
K-03PM Rc 3/8 35 35 Hex. 17 15 R3/8 6 K-03SM Rc 3/8 82 |(52)(21)118.5/16.8] 29 | Hex.19 |R3/8| 6
- K-03TSM 1 Rc 3/18 82 1(52) (21)/18.5/16.8| 29 | Hex.19 |R3/8| 6
T T
| 258
‘ i _UJ- s |
C
/ E— N \\i
H /] L A C
L
Plug PF type (Female thread) Socket SF type (Female thread)
Model | Application|  Mass Dimensions (mm) Model | Application | Mass Dimensions (mm)
(Thread) (9) L H(WAF) C T 2B (Thread) | (g) L (@D @ N A C | T |HWAF)
K-01PF R1/8 16 28 Hex. 14 15 R1/8 6 K-02SF R 1/4 57 |(46.5)| (21) |18.5|16.8 | 29 | 14.5 Rc 1/4| Hex.17
K-02PF R 1/4 22 30.5 | Hex. 17 15 R1/4 6 K-02TSF 1 R 1/4 57 |(46.5)| (21) |18.5| 16.8 | 29 | 14.5 |Rc 1/4| Hex.17
K-03PF R 3/8 35 32 Hex. 21 15 R3/8 6 “L
B e
4»‘ T ‘

Nini= o “
o
@u nll :
DD
L L
Plug PML type (Male thread) Socket SHL type (Hose barb)
Model | Application | Mass Dimensions (mm) Model | Application | Mass Dimensions (mm)

(Thread) | (g) L c H T 2B (Hose) | (@ | L[@D[@d N A|C|@T[ H |@B
K-01PML| Rc 1/8 43 335 15 30.5 Rc 1/8 5 K-02SHL 1/4 79 |(52)/(21)/18.5/16.8/ 29 | 21| 8 | (42.5) | 45
K-02PML  Rc 1/4 53 33.5 15 33.5 Rc 1/4 6 K-03SHL 3/8 87 |(52)/(21)/18.5(16.8| 29 |21 | 12 | (425) | 7
K-03PML|  Rc 3/8 71 335 15 33.5 Rc 3/8 6 K-03TSHL + 3/8 87 1(52)(21)/18.5]16.8/ 29 | 21| 12 | (425) | 7

*1: Also available without socket valve (Made-to- order item), indentified by product code IS (e.g k-03SH without
valve is K-03TSH Also available are sockets with sleeve stopper (Made-to-made item).
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NITTO KOHKI

ELECTRIC SPRING
POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER
Working pressure  Applicable fluids
FLOW METER >
0.5
L]
0.5MPa Water
{5 kgfiem?}
* 2dQqnovIKasY Body material Body : Brass Graduated tube : Polycarbonate
- T5dKsuasivaoudasinisikavovs:uutnkaoldu Size (Thread) Both ends Re 3/8 female thread
- awnsadsudasinisikalRiku:AuIUWUWYDVIIda:IASDY Pressure unit MPa kgflcm? e PSI
TOfJﬂ’]SKU‘UL!ULJSUHE)QUUCDUOCIE) Working pressure 0.5 5 5 72.5
. |ﬂaf'JDO'1UKU\)|GU||UUTSCHSEH UISOKY UTOSOUOD Max flow rate 18 Limin (5 to 18 L/min adjustable)
Svduindealaniu naladhikuondovnis . Working
Seal material Seal material | Mark | o oerature range | Remarks
Working temperature
T1 (Female thread) H2 range Nitrile rubber NBR +10°C to +60°C Srrt;?gr?a;(lj
A ¥ T2
\ N /(Femalethread  *1: The operable temperature range depends on the operating conditions.
O — 7 —
Ve Dimensions (mm)
Model 9
0 g L D | HI(WAF) | H2(WAF)| 1 T2
Fluid must flow in the direction of the arrows _y AR 190 (69) (33) Hex.23 | Hex.26 | Re3/8 Re 3/8
Working pressure  Applicable flids
FLOW MONITOR -
1.0
L]
1.0 MPa Water
{10 kgflem?}
+ JdQnovIKaoL Model FMC-30-3F FMC-30-4F
- TsdksuvuRdovasivaaudasinisikavavinogiauo Size (Thread) Re3/8 Re 112
[ . _ = Body material Brass
TOEJOS?)OaOUTOE)EJ’]\)\)WEJO’]EJO‘mﬂ‘lsa\)lﬂOﬂ‘]SKU‘UUE)\)TUWQ .
. Flow Vane Outer cylinder Polycarbonate
. a1msnnaomww:quuWoaanmmmwua:mo TOEJTUO‘]IUU ASSY material | Impeller Polypropylene
iy (U, = (e PR Inner sleeve, Stopper Polyamide
Q2VNOQYDAND0NVINSEUUNVLKIUQ .
) . R . - . Working Pressure+ 1.0 MPa, 10 kgf/lcm?, 10 bar, 14.5 PSI
+ Yoqouadnu (Stopper) WoUavAunisnoaoanonnalaglulddvio Working flow range 2020 L/min
- msaadvkonaallasurildmeitiovonansyovdiu T2 Seal material (Vark) Fluoro rubber (FKM)
. le Thread TGo6103 Working temperature range+ +10°C to +80°C
(Female Thread) KiJulQoyLOES: Mass 1679 ‘ 26

dasinslkavovun 2 3as/un

Replaceable

when dirty

o
Flow Vane ASSY

(Plastic part)

Stopper

Rotates freely

*1: The normal allowable fluid pressure under continuous use.
Continuously exceeding the working pressure may cause leakage or damage.
*2: The working temperature range depends upon the operating conditions.

T2
(Female thread)

/N
Inner sleeve :';" "

Rc3/8

Rc3/8

Rc1/2

e
o T
(Female thread)

FLOW MONITOR
Model :FMC-30-3F

)

[

FLOW MONITOR

Model :FMC-30-4F ]

Size (Thread): Rc 318

Size (Thread): Rc 1/2

Hex.21
Rc1/2
~ _ E-—1’791 L
m
W
Hex.29 / (94)

) Hex.29

(mm)

|I| ueder urepey  [DIHOM QLLIN @ m
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() NITTO KOHKI ELECTRIC SPRING
@ COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER

Working pressure Valve structure Applicable fluids

Note: Dependi the
- i~ prm ot
I R, 6 zEae
— L y
Gas Steam

15t075MPa Straight through Water Hydraulic oil Chemicals Air

o
=
|
o
=
O
O

{1510 T gt}
. a‘aqTrﬂéan : NOVIKADV lla:alaulad . Stainless steel (SUS304),
|E| ; A s . ) Body material Brass Steel (Nickel plated)

* 1ASLESIVILUIUUDIED Bogaamsgyidalisvau Size 8" [ 3 [0 L, | w11
S ||a~|vTi Ej-OSWﬂWSTKa a\)jmnﬁTKa WALAA T (Thread and hose) | 3/8", 1/2” 1”112 3/8", 112" 1 112
g HIWU ¢ - umeid MPa 50 | 30 | 20 15| 75 45 |30 |20
f, * IKN:EIKSUYDVIKadNIAIWKTQGY 18U D150 TWL Working | kgflom? 51 31 | 20 | 15 76 46 31 |20
° iasthiuksodu 19ucy pressure | par 5 | 3 |20 15 715 45 30 |20
= ) PSI 725 435 | 290 | 218 1090 653 435 290
v . UI’T\)S"UEIZ)UdE)IZ]’]HWEJTOEJTLJC’TO\)TZ?IEIUZ‘J'O§O€-I‘1&J Seal material Mark | Working temperature rang | Remarks

= . o TR - S Lo =l Nitrile rubb NBR -20°C to +80°C
5 Jovnadomsidauda niogodoviunissidu Seal materal e TLBBeT °
Q Working temperature|  Flyoro rubber FKM -20°C to +180°C Standard
e : N range 2 terial
E lazwuAUIUUKUNfuMsaducalad Eeneproyene  copy G50 materia
rubber
- is available as option.

4 SUS316 is availabl i
f - Maximum working pressure and working temperature range of TSP CUPLA for braided hoses
2 depend upon the specifications of braided hoses to be used.

*1: Seal material available for braided hoses is nitrile rubber only.
*1: Seal material available for steel body is nitrile rubber only.
*2: The operable temperature range depends on the operating conditions.

— Rk s

TR - ==

C A

L

Plug TPH type (Hose barb) Socket TSH type (Hose barb)
Aoplication Mass (g) Dimensions (mm) o Mass (g) Dimensions (mm)

Model "4i0ce) | Stoel | Brass| Stainlessseel | L | OH | A | C | o7 | gp | | Model Aplcation g Stiniesssteel L | @0 | A | @T | oB
1TPH | 1/8” 12+ | 13 12 41 | 12 1 20 |155| 65| 3 | [1TSH 1/8” 24+ | 26 24 40 | 175 | 20 6.5 3
2TPH | 1/4” 21 | 23 21 53 | 14 1 29 | 18 | 8 | 5 | |2TSH 147 63 | 69 64 55 | 24 29 8 5
3TPH | 3/8” 38 | 4 38 60 | 18 | 32 | 21 | 11 | 7 | |[3TSH 3/8” 95 | 104 96 62 | 28 32 1 7
ATPH | 12" o717 71 70 | 22 | 39 | 24 | 15 | 10 | |4TSH 12" 176 | 192 177 74 | 35 39 15 10
6TPH | 3/4” 134 | 146 135 84 | 28 | 48 | 28 | 21 | 15 | |6TSH 34 348 | 379 350 90 | 45 48 21 15
8TPH | 17 327 | 356 329 105 | 40 | 57 | 36 | 27 | 19 | |8TSH 1 570 | 605 570 102 | 58 57 27 19
10TPH | 11/4" | 495 | 530 500 121 | 48 | 70 | 39 |34.5| 26 | |10TSH 11/4” | 840 | 910 850 17| 69 70 | 345 | 26
12TPH| 11/2" | 665 | 715 660 132 | 55 | 75 | 45 | 41 | 32 | |12TSH 11/2" 1,060 1,140 1,070 128 | 75 75 41 32
16TPH | 27 1,330 1,430 1,345 142 1 70 | 80 | 51 | 54 | 40 | |16TSH | 2" 2,095/2,251 2,100 141 | 98 80 54 40

5o -

Plug TPM type (Male thread) Socket TSM type (Male thread)
Model Application Mass (g) Dimensions (mm) Model Application Mass (g) Dimensions (mm)
(Thread) | Steel | Brass | Stainlesssteel | L | HWAF)| C | T |@B (Thread) | Steel |Brass| Stainlesssteel | L | @D | HWAF) | T | @B
1TPM | Rc 1/8 16 *1 17 17 32 Hex.12 /155 R1/8 |45 |1TSM | Rc1/8 25+ | 27 26 30 [17.5| Hex. 14 | R1/8 | 4.5
2TPM | Rc1/4 30 33 30 38| Hex.17 | 18 | R1/4 |6.5| |2TSM | Rc1/4 66 | 72 67 42| 24 | Hex.19 | R1/4 | 6.5
3TPM | Rc3/8 38 42 38 43 | Hex.17 | 21 |R3/8 /10 | |3TSM | Rc3/8 99 | 108 100 46| 28 | Hex.23 | R3/8 | 10
4TPM | Rc1/2 81 88 81 52 Hex.22 | 24 |R1/2 |13 | |ATSM | Rc1/2 178 | 194 179 56| 35 | Hex.29 | R1/2 | 13
6TPM | Rc3/4 164 | 179 165 59 | Hex.32 | 28 | R3/4| 17 | |6TSM | Rc3/4 343 | 374 346 65| 45 | Hex. 38 | R3/4 | 18
8TPM | Rc1 273 | 297 274 73 Hex.41 | 36 | R1 |25 |8TSM | Rc1 629 | 665 633 76| 58 | Hex.50 | R1 | 24
10TPM | Rc11/4 | 520 | 560 530 83 | Hex.50 | 39 |R11/4/ 32| 10TSM| Rc11/4 | 950 |1,010 955 86 | 69 |54x@64|R11/4 32
12TPM | Rc11/2 | 665 | 705 665 93 Hex. 542/ 45 R11/2/ 38 | [12TSM| Rc11/2 | 1,180 1,275 1,190 95| 75 |58 x @70 R 11/2| 38
16TPM | Rc2 1,240 | 1,345 1,250 102|75x @80 51 | R2 |50 | [16TSM | Rc2 2,040 /2,190 2,060 108/ 98 |77x@82| R2 | 49
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() NITTO KOHKI ELECTRIC SPRING
@ COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER

|I| ueder urepey  [DIHOM QLLIN @ m

T
_ TTHFj S
o0
i< -
HA L
Plug TPF type (Female thread) Socket TSF type (Female thread)

o Mass (g) Dimensions (mm) . Mass (g) Dimensions (mm)

Model A(F)'Pfllfce?lgn Stainless Mode! A(r%p}ilrceaatg;n Stainless
Steel |Brass| =] L | HWAF) | C T @B Steel | Brass steel L | @D | H(WAF) T

1TPF R1/8 14+ | 15 14 26 | Hex.14 |155| Rc1/8 |45 1TSF | R1/8 25+ | 27 25 27 | 175 | Hex.14 | Rc1/8
2TPF R 1/4 28 | 31 29 34 | Hex.17 | 18 | Rc1/4 | 6.5 [2TSF | R1/4 57 62 57 32 | 24 | Hex.19 | Rc1/4
3TPF R 3/8 43 | 47 43 38 | Hex.21 | 21 | Rc3/8 | 10 | [3TSF | R3/8 83 90 83 35 | 28 | Hex.23 | Rc3/8
4TPF R1/2 103 | 113 104 45 | Hex.29 | 24 | Rc1/2 | 13 | |4TSF | R1/2 153 | 167 154 42 | 35 | Hex.29 | Rc1/2
6TPF R 3/4 166 | 181 167 51 | Hex.35 | 28 | Rc3/4 | 17 | 6TSF | R3/4 288 | 314 289 48 | 45 | Hex.38 | Rc3/4
8TPF R1 321 | 350 | 323 60 | Hex.41 | 36 | Rc1 | 26 | |8TSF | R1 575 | 607 575 59 | 58 | Hex.50 | Rc1
10TPF | R11/4 | 567 | 615 | 573 64 |Hex.54+3| 39 |Rc11/4| 32 | |10TSF| R11/4 821 | 888 825 64 | 69 |54x@64 Rc11/4
12TPF | R11/2 | 703 | 763 | 630 75 | Hex.58+4 | 45 |Rc11/2| 38 | 12TSF| R11/2 1,003 | 1,064 1,005 i 75 | 58x@70 Rc11/2
16TPF | R2 1,2261,374| 1190 | 83 | 77x@82 | 51 Rc2 | 50 | [16TSF| R2 1,765 | 1,880 1,770 80 | 98 |77x@82| Rc2

H2 H1 H H2

mr'iégm A :

C
L L
Plug TPN type (For braided hose connection) Socket TSN type (For braided hose connection)
Application (Hose) *5 Mass (g) Dimensions (mm) Application (Hose) *5 Mass (g) Dimensions (mm)
Model g Hose wall ] Model : Hose wall '
Size | hickness |Brass SANESS | ywAF) H2(WAF) C | @B Size | yickness Brass| S@NESS| | | gip |H1(WAF)| H2(WAF) | 0B
(mm) (mm) steel (mm) (mm) steel

2TPN-60 |@6x@11 | 2.5+0.25 | 60 55 | (47)| Hex.19 | Hex. 19 |18|5.5| 2TSN-60 @6x@11 |2.5£0.25 91 84 |(49)| 24 | Hex. 19 | Hex.19 |55

3TPN-90 | @9 x @15 93 87 |(52)| Hex.23 | Hex.24 |21|8.5 |3TSN-90 |@9x @15 139 | 129 | (54)| 28 | Hex. 23 | Hex.24 | 8.5
3103 3£0.3
4TPN-120 | @12 x @18 140 | 130 |(60)| Hex.27 | Hex.27 |24| 11| |ATSN-120 @12 x @18 222 | 206 |(62)| 35 | Hex.29 | Hex.27 | 11
4TPN-150 | @15 x @22 182 | 170 |(68) Hex.30 | Hex.30 24|13 | |4TSN-150 | @15 x @22 255 | 237 | (70)| 35 | Hex.30 | Hex.30 | 13
35 £0.35 3.5£0.35
6TPN-190 | @19 x @26 261 | 245 |(76)| Hex. 35 | Hex.35 28| 17 | |6TSN-190|@19 x @26 435 | 408 | (81)| 45 | Hex.38 | Hex.35 | 17

8TPN-250 | @25x @33 | 4 +0.4 | 461 | 427 |(96) Hex.41 | Hex.41 36| 23 | |8TSN-250/@25x @33 4+04 | 677 | 633 |(93) 58 | Hex.50 | Hex.41 | 23

*1: 1TSP steel is a made-to-order item.

*2 : Stainless steel : 54 x @60

*3 : Stainless steel : 54 x @59

*4 : Stainless steel : 58 x @65

*5 : Braided hoses for TPN type and TSN type should be made of soft PVC and woven by reinforcement thread.
‘Hydrocarbon type grease is applied to the threaded part of stainless steel nut for TPN type and TSN type to prevent galling

A20



() NITTO KOHKI ELECTRIC SPRING
@ COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER

Working pressure Valve structure Applicable fluids

15015 = x:izi::smaydamagesea\
E— r— -
Gas Steam

15t07.5MPa Two-way shut-off Water Hydraulic oil Chemicals Air

o
=
|
o
=
O
O

{1510 76 kgfiem?}
- 3aqfRidon : IK&N NoVIKdoL lladlaulad . Stainless steel (SUS304),
|E| o o j Body material Brass Steel (Nickel plated)

+ IKU:EKSULUIISLAUS:AUNavlagds:uu . U4 2 34" AT, | e (2 3 1 L,
< . e Size (Thread) 318" R I VS Pl | 2
g onadida-0asaluda (Plug iia: Socket) MPa 50 | 30 |20 15 75 45 | 30 |20
c S PR < = : Working kgflcm? 51 31 20 | 15 76 46 31 20
£ WaUavAunssalkavavuovikadnlkaniu pressue bar s T30 0 (15T 78 T30 T
o - 9 - N
£ . JfRidonkarnkangsunuumalRiku:AuNSiZuiu i 725 | 435 290 | 218 1093v N 653 4% 1280

q orking
_ . Seal material Mark femperature range Remarks
4 Seal material .
T Working temperature Nitrile rubber NBR -20°C to +80°C
0O e Fluoro rubber FKM -20°C to +180°C Standard
x g Ethylene-propylene material
E rubber EPDM -40°C to +150°C
— *1: Plugs with male thread with nitrile rubber or ethylene-propylene rubber are made-to-order items.
Z *1: Seal material available for steel body is nitrile and fluoro rubber.
*2: The operable temperature range depends on the operating conditions.

]
I

qui—, ) m ] L NH_
Plug Female thread Socket Female thread

Application Mass (g) Dimensions (mm) Application Mass (g) ‘ Dimensions (mm)
Model Stainless Model Stainless

(Thread) | Steel | Brass <teel L | C | HWAF) T (Thread) | Steel | Brass e L | @D HWAF)| T
1P-A R1/8 17 1 19 17 29| 19 | Hex.14 | Rc1/8 | | 1S-A R1/8 7341 | 79 75 48 | 24 14 Rc 1/8
2P-A R1/4 32 34 32 36| 22 | Hex.17 | Rc1/4 | | 2S-A R 1/4 119 | 128 130 58 | 28 19 Re 1/4
3P-A R3/8 56 61 56 40| 25 | Hex.21 | Rc3/8 | | 3S-A R3/8 187 | 202 193 65 | 35 21 Rc 3/8
4P-A R1/2 12 | 121 112 44 | 28 | Hex.29 | Rc1/2 | | 4S-A R1/2 368 | 397 391 72 | 45 29 Re 1/2
6P-A R 3/4 190 | 205 190 52 | 36 | Hex.35 | Rc3/4 | | 6S-A R3/4 639 | 686 645 88 | 55 35 Rc 3/4
8P-A R1 311 | 333 310 62 | 40 | Hex.41 | Rct 8S-A R1 951 | 1024 962 102 | 65 41 Re 1
10P-A | R11/4 | 590 | 630 620 70 | 45 |Hex.522|Rc11/4| | 10S-A | R11/4 | 1430 | 1520 1440 15 | 77 54 |Rc11/4
12P-A | R112 | 870 | 920 880 75| 49 |Hex.63+3|Rc11/2| | 12S-A | R11/2 | 2130 | 2270 2150 124 | 88 63 |Rc11/2
16P-A | R2 1540 | 1640 1560 80 | 52 | 77x@84 | Rc2 16S-A | R2 3280 | 3510 3310 132 | 108 | 77 Rc2

*1 1P-A (Steel) and 1S-A (Steel) are made-to-order items. *2 Stainless steel: 54x@59 *3 Stainless steel: 63x@67

Plug Male thread
] Application | Mass (g) Dimensions (mm)

(Thread) Brass L C H(WAF) T
1P-M-A Rc 1/8 24 (40) 19 Hex. 14 R1/8
2P-M-A Re 1/4 H (44) 22 Hex. 17 R 1/4
3P-M-A Rc 3/8 n (51) 25 Hex. 21 R3/8
4P-M-A Rc 112 149 (62) 28 Hex. 27 R1/2
6P-M-A R 3/4 295 (75) 36 Hex.35 | R3/4
8P-M-A Rc 1 406 (83) 404 Hex. 41 R1

*4 Model 8P-M-A indicates an approximate insertion length because there is no difference in level on the body.
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COUPLING

NITTO KOHKI

POWER TOOL

ZEROSPILL CUPLA

Jaqlkidon : novIkdov na:anauiaa

IWoudgaalsvIduaduau:aduao

S:UUDNEIQNDONIUUNTIKDKUNEURNANUUIBEU

AJUADIVKI:IGED ( One Touch ) IBoudoviga:sIaIEd

s:uudnadida-daaaluda (Plug a: Socket)

WoaaUsurrumskeauavdaqilkaniuynu:naa

*1: The operable temperature range depends on the operating conditions.

ELECTRIC SPRING
MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER
Q
o]
c
T
Working pressure Valve structure Applicable fluids %
9 ®
3.5MPa Two-way shut-off Water Hydraulic oil Chemicals Air Gas
{35 kgflem?} (Spill Reduction)
Body material Brass ‘ Stainless steel (SUS 304)
Size (Thread) 1147, 3/8", 112", 3/4,1”
Pressure unit MPa kgflcm? bar PSI Z
Working pressure 3.5 36 36 508 3
. Working
Seal material Mark temperature range Remarks 6
Seal material Nitrile rubber NBR | -20°Clo+goc | Standard -
Working temperature Standard =
range “1 Fluoro rubber FKM -20°C to +180°C material §
Ethylene-propylene A0 o Standard a
rubber EPDM 40°C to +150°C material ©
o
S
Q
=

Plug Female thread Socket Female thread
o Mass (g) Dimension (mm) o Mass (g) Dimension (mm)
Model A(”Tpr:'r?;g;" Model A(”T”A'ri?;“
Brass | Stainless steel | L C | @D |HWAF) T Brass | Stainless steel L @D | H(WAF) T

ZEL-2P | R1/4 34 32 39 | 261 | 19 |Hex.17|Rc1/4| | ZEL2S | R1/4 133 125 (56) | 28 | Hex.21 | Rc1/4
ZEL-3P | R3/8 67 63 445 | 32 | 25 |Hex.23|Rc3/8| | ZEL-3S | R3/8 255 239 (66) | 35 | Hex.27 | Rc3/8
ZEL-4P | RA112 17 109 525 36.8 | 32 |Hex.29 Rc1/2| | ZEL-4S | R1/2 404 382 (76) | 42 | Hex.32 | Rc1/2
ZEL-6P | R34 264 248 68.5 | 48 | 395 Hex.36 | Rc3/4| | ZEL-6S | R3/4 829 784 (95.5) | 55 | Hex.42 | Rc3/4
ZEL-8P | R1 359 339 765 56 | 46 | Hex.42| Rcf ZEL-8S | R1 1406 1326 (114.5) | 65 | Hex.50 | Rc1

* The photos above show stainless steel model ZEL-8P and ZEL-8S.

The profiles of brass couplings are the same as those of the stainless steel couplings.
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() NITTO KOHKI ELECTRIC SPRING
@ COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER

Working pressure - Applicable fluids

PCV PIPE CUPLA HEEIE

4.5MPa Inert gas, Air Gas
{46 kgfiem?} Vacuum

o
=
|
o
=
O
O

nitrile rubber

*1: The operable temperature range depends on the operating conditions.
*2: Hydrogenated nitrile rubber (HNBR) is colored in blue for easy recognition.

|E| * 2dQnovIKAdL Model PCV400 | PCVA70 |PCV500| PCVB00 | PCV630 | PCVB00 | PCV950 | PCV1000 | PCVA270 | PCV1590
. 090 SuN ) Copper pipe 4.76 26.35 | @8.0 | @9.52 @12.7 | ©15.88
- J2Q0vIUIUNDNDVIAVIILUNDASY o0 - | P40 | 3y | @50 | @60 | T | siey | e | @100 | a2 | (sre)
& nucansvqaldfiv 1.3 x 107 Pa. (Jo1ouaa)  Body materia Brass
£ o o - Pressure unit MPa kgffcm? bar PSI
g - IKuEdKSULIUNaaaUNSSOIka Worki
ks ~ ) ) o 45 46 45 653
VIUQAGYYINIA laUIdNansiANUIgU P
—_ g Working
o _ a4 oo~ . Seal material Mark Remarks
§ - UZagnvunasyulkidon 3 sl IWOTKIKUN:EL | Seal material VNTEEE TR,
Q ) Working Chloroprene rubber CR -20°C to +80°C | Standard material
AuyovIkadAlkanu temperature Fluoro rubber FKM -20°C to +180°C | Standard material
range *1
E Hydrogenated HNBR 2 20°C 10 +120°C | Standard materia
4

*2: HNBR which can be used for refrigeration oil and refrigerant applications such as HFC-134a is adopted.
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Copper Pipe Application Dimensions (mm)
Product Group Op[;) (mm)p Model F‘I")hrea d) Mass (g) L a0 H(WAF) o8 E T
PCV400-2 Re 1/4 155 (59) Hex. 17 R1/4
PVC400* 4.0 222 22 (32.5)
PCV400-3 Rc 3/8 155 (60) Hex. 19 R3/8
PCV4T70-2 Re 1/4 155 (60) Hex. 17 29 R1/4
PVC470 @4.76 (3/16) PCV470-3 Rc 3/8 160 (61) 22.2 Hex. 19 (32.5) R3/8
PCV470-0 Blind plug 160 (47) - -
PCV500-2 Re 1/4 155 (59) Hex. 17 R1/4
PVC500* 5.0 22.2 22 (32.5)
PCV500-3 Rc 3/8 155 (60) Hex. 19 R3/8
PCV600-2 Re 1/4 150 (60) Hex. 17 34 R1/4
PVC600 6.0 PCV600-3 Rc 3/8 155 (61) 222 Hex. 19 (32.5) R3/8
PCV600-0 Blind plug 155 (47)
PCV630-2 Rc 1/4 145 (60) Hex. 17 34 R1/4
PVC630 76.35 (1/4) PCV630-3 Re 3/8 150 (61) 222 Hex. 19 (32.5) R3/8
PCV630-0 Blind plug 150 (47) - - -
PCV800-2 Re 1/4 175 (62) Hex. 17 16 R1/4
PVC800 @8.0 (5/16) PCV800-3 Rc 3/8 180 (63) 24.8 Hex. 19 (35.5) R3/8
PCV800-0 Blind plug 185 (50) -
PCV950-2 Re 1/4 175 (62) Hex. 17 45 R1/4
PVC950 @9.52 (3/8) PCV950-3 Rc 3/8 180 (63) 248 Hex. 19 (35.5) R3/8
PCV950-0 Blind plug 180 (50) -
PCV1000-2 Rc 1/4 155 (62) Hex. 17 R 1/4
PVC1000* @10.0 248 4.6 (35.5)
PCV1000-3 Rc 3/8 155 (63) Hex. 19 R3/8
PCV1270-2 Re 1/4 470 (80) Hex. 24 8.0 R1/4
PVC1270 @12.7 (112) PCV1270-3 Rc 3/8 465 (81) 34.8 Hex. 24 9.7 (45.0) R3/8
PCV1270-0 Blind plug 475 (68) -
PCV1590-2 Re 1/4 424 (80) Hex. 24 8.0 R1/4
PVC1590 215.88 (5/8) | PCV1590-3 Rc 3/8 435 (81) 34.8 Hex. 24 10.0 (45.0) R3/8
PCV1590-0 Blind plug 445 (68) =

« For mass with a plug, add (brass body) 2P-V : 39 g, 3P-V : 67 g, (stainless steel body) 2P-V : 34 g, or 3P-V : 59 g * Available on request
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NITTO KOHKI

COUPLING

POWER TOOL

SP-V CUPLATYPEA

- Jaqlkidon : novikdov Ia:alauiaa

- ssuudnadida-daadaluda (Plug na: Socket)

IKUNErSULIUNQdoUNISSHTka VIUQAGEYTYINIA

lasvuIduansiAYIgU

- JBagnvunasoulkidon 3 s0a IWaIKIKUN:EU

AuvovIKadAlkawu

- soVSUNSIEUS:UUEYYINAIQZVED 1.3x10Pa

MACHINEToOL I o BHECTRIC Bl ANCER AIR BLOWER
Working pressure Valve structure Applicable fluids
- @ 03 | 28
300 Th .
30to7.5MPa Two-way shut-off Inert gas, Gas Air Water
{31176 kflem?) Vacuum
g Brass Stainless steel Stainless steel
Body material (Standard material) (Standard material) | (Made-to-order item)
Size (Thread) 1/4”, 3/8" 127, 314 14", 318" 112", 3/4"
MPa 5.0 3.0 75 45
kgflcm? 51 31 76 46
Working grem
ressure
PIESSUE | par 50 30 75 45
PSI 725 435 1090 653
. Working
Seal material Mark femperature range Remarks
Seal material Chloroprene rubber | CR -20°C to +80°C
Working temperature
range 1
Fluoro rubber FKM -20°C to +180°C | Standard material
Hydrogenated nitrile X e o
rubber HNBR=2 | -20°Cto +120°C

*1: The operable temperature range depends on the operating conditions.
*2: HNBR which can be used for refrigeration oil and refrigerant applications such as HFC-134a is

adopted.

*2: No grease is applied to the O-ring of the socket for HNBR seal material products when shipping.

Be sure to apply refrigerating machine oil before use.
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H/ L L \H
Plug Female thread Socket Female thread
Mass (g) Dimensions (mm) Mass (g) Dimensions (mm)
Application Application
Model |~ hread) Model " hreaq)
Brass | SamMess |1 o | pwar) T Brass | SoMeSS || on | HwaR) | T
steel steel
2P-V-A R1/4 37 32 36 22 Hex. 17 Rc 1/4 28-V-A R 1/4 130 129 58 28 19 Re 1/4
3P-V-A R3/8 63 56 40 25 Hex. 21 Rc 3/8 3S-V-A R3/8 202 192 65 35 21 Rc 3/8
4P-V-A* R 12 118 109 44 28 Hex. 29 Re 112 48-V-A* R1/2 396 388 72 45 29 Re 112
6P-V-A* R 3/4 201 189 52 36 Hex. 35 Re 3/4 6S-V-A* R 3/4 680 644 88 55 35 Re 3/4

*4P-V-A , 6P-V-A, 4S-V-A and 6S-V-A in Stainless Steel material are made-to-order items.

|I| ueder urepey  [DIHOM QLLIN @ m
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() NITTO KOHKI ELECTRIC SPRING
@ COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER
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Working pressure Valve structure. Applicable fluid
HSP CUPLA .

14010206 MPa  Two-way shutoff Hydraulic oil
{142 1o 210 kgflem?)

|E| - IK:dksuvus:uulaasaan Body material Special steel (Nickel plated)
* WAONIAQIKANINSQWIFIY nucGoNsVAUa:IADU | size (Thread) 114" 318" 112, 3/4" 1" 11147 1 1/2" 2
c
§ 13:59VSUNISVNSEINNYLU IO IU MPa 206 18.0 14.0
]
£ - s:uudnadida-Ua saluda (Plug na: Socket) - kgffem? 210 183 142
o Working
8 “oUoon s saailkan PSSO 206 180 140
= |waUa\)numssaTKaua\)3aqn Kawu ar
—_ PSI 2990 2610 2030
X
. Working
Q Seal materlel Seal material Mark temperature range Remarks
Working Nitrle rubber | NBR -20°C 10 +80°C Standard material
temperature range 1
E Fluoro rubber FKM -20°C to +180°C Available on request
*1: The operable temperature range depends on the operating conditions.
T T
1 7 ﬂ\* M
o = = o e
Tl —
H/ L L NH
Plug HP type (Female tapered thread) Socket HS type (Female tapered thread)
Application Mass Dimensions (mm) Application Mass Dimensions (mm)
Model Model
(Thread) (@ L | @0 | C | HWAF) T (Thread) ©@ L @D H(WAF) T
2HP R1/4 40 32 | 205 | 175 | Hex.19 | Rc1/4 2HS R 1/4 134 49 (27.5) 19 Rc 1/4
3HP R 3/8 68 38 | 25 | 225 | Hex.23 | Rc3/8 3HS R 3/8 226 60 (33) 23 Rc 3/8
4HP R 112 124 44 | 32 | 275 | Hex.29 | Rc1/2 4HS R 112 485 (72) (43) 35 Rc 1/2
6HP R 3/4 148 50 | 35 | 27.5 | Hex.32 | Rc3/4 6HS R 3/4 460 (72) (43) 35 Rc 3/4
66HP R 3/4 232 51 40 28 35 Re 3/4 66HS R 3/4 569 78.5 (47) 35 Re 3/4
8HP R1 361 61 47 36 4 Rc 1 8HS R1 1,042 93 (58) 46 Rc 1
10HP R11/4 886 80 | 64 58 58 Rc 1 1/4 10HS R11/4 2,586 138 87 58 Rc11/4
12HP R11/2 810 80 | 64 58 58 Rc11/2 12HS R11/2 2,510 138 87 58 Rc11/2
16HP R2 3,307 | 115 | 100 | 83 90 Rc 2 16HS R2 7,286 198 123 80 Rc2
: See page 93 for the details.
Fluid flow can be bi-directional when socket and The body material is quenched
plug are connected. to cope especially with impulses

Both socket and plug have built-in automatic
shut-off valves. Valve design differs depending
on sizes. The photo is for 6HS & 6HP

Body is made of special steel

r

Various end
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NITTO KOHKI

COUPLING

POWER TOOL

HSP-DC CUPLA

Jaqikan

Joaoloasoanikuidiksumudiuloasaan

Us:inn Water-Glycol la:1n30v300a0itguAdisvaugw

yaqneuanIndaude Nickel-Phosphorus UavAunisiansau

yovaisinid

JacioaduI152 HSP cupla la: HSP-DC cupla anunsaidoudo

Aulaluyunaideariu

T

Hp

Lp

',

ELECTRIC SPRING
MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER
Working pressure Valve structure. Applicable fluid
e
T
14.0 to 20.6 MPa Two-way shut-off Hydraulic oil
{142 1o 210 kgflem?)
: Steel
Body material (With Auto catalytic Nickel-Phosphorus coating)
Size (Thread) 114,318, 1/2", 314", 1"
Working pressure 20.6 MPa {210 kgf/cm?}
Pressure resistance 31.0 MPa {316 kgflcm?}
Seal material Seal material Mark U
Working temperature VRS )
range Nitrile rubber NBR -5°C to +80°C

oD

|I| ueder urepey  [DIHOM QLLIN @ m

Ls

Plug Female thread Socket Female thread
. Dimensions (mm) . Dimensions (mm)

Model | Application | Mass (g) I c Ho T Model | Application | Mass (g) Ls D) Hs T
2HP-DC R 1/4 39 32 17.5 Hex. 19x@20.5 | Rc1/4 | |2HS-DC R 1/4 132 49 | 275 | Flat19x@23.9 Re 1/4
3HP-DC R3/8 68 38 22.5 Hex. 23 x @25 Rc 3/8 | |3HS-DC R3/8 223 60 88 Flat 23 x @28.6 Rc 3/8
4HP-DC R1/2 126 44 275 Hex.29x @32.5 | Rc1/2 | |4HS-DC R 112 482 72 43 Flat 35 x @38.5 Rc 1/2
6HP-DC R 3/4 146 50 275 Hex. 32 x @35 Rc3/4 | |6HS-DC R3/4 455 72 43 Flat 35 x @38.5 Re 3/4
66HP-DC R 3/4 240 51 28 Flat35x @39.5 | Rc3/4 | |66HS-DC | R3/4 570 785 | 47 Flat 35 x @41.3 Rc 3/4
8HP-DC R1 363 61 36 Flat 41 x @47 Re1 8HS-DC R1 1043 93 58 Flat 46 x @52.2 Re1
*4HSP and 6HSP are interchangeable
2 1 0 C U P L Working pressure Valve structure Applicable fluid

A 2 OGN
oL}
-
20.6 MPa ‘Two-way shut-off Hydraulic oil
{210 kgflem?}
: 5aqman INSQWIFIY Body material Special steel (Nickel plated)
- IKudKsuvus:uUlsasaaniaovnIsdasINsikago | Size (Thread) 114, 318" 112", 314", 1"
- - —— i ~ - i 2
- s:uumadito-Uadaluda (Plug na: Socket) lioUavory | Pressure unt MPa kglem bar PSI
. = . Working pressure 20.6 210 206 2990
missalkavovdaqlkamwiu ok
i _ ) Seal material Mark tempergtu:egrange Remarks
+ SoVSUlsLauUgvEQ 20.6 MPa (210 kgf/ cm?) Seal material Standard
Working temperature Nitrile rubber NBR -20°C to +80°C mzrt]erigl
range *1 -
Fluororubber | FKM | -20°C to +180°C A"ra;';lf’e';f”
*1: The operable temperature range depends on the operating conditions.
-
T
B
%T’Mﬁij . .
4| #
P g il
HJ/ L L NH
Plug Female thread Socket Female thread

Model Application|  Mass Dimensions {mm) Model Application|  Mass Dimensions (mm)

(Thread) (@) L C H (WAF) T (Thread) (@ L @D H (WAF) T
210-2P R1/4 39 33 18 Hex. 19 Re 1/4 210-2S R 1/4 158 50.5 (30) 22 Rc 1/4
210-3P R 3/8 57 36 18.5 Hex. 23 Rc 3/8 210-3S R 3/8 193 54 (33) 23 Rc 3/8
210-4P R1/2 90 42.5 24 Hex. 27 Rc 1/2 210-4S R1/2 330 65 (39) 29 Rc 1/2
210-6P R 3/4 195 51 28 Hex. 35 Re 3/4 210-6S R 3/4 566 78.5 (48) 35 Re 3/4
210-8P R1 293 61 35 Hex. 41 Re1 210-8S R1 861 95 (55) 41 Re 1
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@ NITTO KOHKI  Made in Japan | @ |

NITTO KOHKI COUPLING POWER TOOL

280 CUPLA

JaqQIKanINSQOWIAY

iWulUauunasyuaina IS0 7241-1A

$slkavovdaqlkanwiu

T

KA K§U\)']US:UUTOOSOéﬂﬁdODﬂ’]Sé_GS']ﬂ’]STKan\)
s:uudadida-dasdalula (Plug lla: Socket) ioUavAuns

SovsUIIsLAUGLEQ 27.5 fiv 31.5 MPa (281 iV 321 kgf/cm?)

ELECTRIC
MACHINE TOOL SCREWDRIVER

SPRING AIR BLOWER

BALANCER

Workig pressure Valve structure

-

27510315 MPa ‘Two-way shut-off

Applicable fluid
-
—
Hydraulic oil

(28110321 kgffom?}

Body material Special steel (Bright chromate conversion coating : silver color)
Size (Thread) 114", 318" 1/2", 34", 1

MPa 315 275
Working kgf/cm2 321 281
pressure | bar 315 275

PSI 4570 3990
Seal material Seal material Mark tempr{gtrtl};g%ange Remarks
Working temperature N Standard
range ‘1 Nitrile rubber NBR -20°C to +80°C material

*1: The operable temperature range depends on the operating conditions.

T

1 ._— M ]
THITL  =— e [
o b [a]
25ilE - =
-—.P-h- o
S e - NH
H L L
Plug Female thread Socket Female thread
Model | Application | Mass Dimensions (mm) Model | Application Mass Dimensions (mm)
(Thread) ) L @D c H(WAF) T (Thread) (@) L @D | H(WAF) T
280-2P R 1/4 35 315 | 205 15 Hex. 19 Rc 1/4 280-2S R 1/4 110 (46) (27) 19 Re 1/4
280-3P R 3/8 59 35 25 18.5 Hex. 23 Rc 3/8 280-3S R3/8 185 (53) (33) 23 Rc 3/8
280-4P R1/2 115 44 32 245 Hex. 29 Re 112 280-4S R 12 335 66.5 (39) 29 Re 112
280-6P R 3/4 178 52.5 35 28 Hex. 32 Re 3/4 280-6S R 3/4 571 (81) (48) & Re 3/4
280-8P R1 331 635 | 44 35 41 Re 1 280-8S R1 871 98 (55) 41 Re 1
* Internal structural design of 280-6S and 280-8S is partly different from the above drawing.
Working pressure Valve structure Applicable fluid
E:E/I oil
Il
350 CUPLA i o
34.5 MPa Two-way shut-off Hydraulic oil
{352 kgficm?} (Spill Redution)
: 3‘aqman|nsovvmu Body material Special steel (Nickel plated)
. IKUW:é’]K§U\)’1US:UUTOOSE)éﬂﬁUIIS\)CTUEuI\) Size (Thread) 104", 3/8", 112", 3/4", 1 1/4", 1. 1/2"
- s:uu Airless valve shut-off s2gUavAuanmMAMeuaniuidelu Pressure unit MPa | kgflm? bar psi
AIISVAUTUS:UUTVALA Working pressure 34.5 352 345 5000
. : =~ . ~ TAav e Working
ducaoUaoaneadus:uu Sleeve-lock UE)\)ﬂUﬂ']SKE!O Seal material Seal material | Mark | temperature | Remarks
vovYDaRUNU:lsVIU IUTISVAUEIFoudD Working temperature range
- < e PR T . range 1 0 o~ | Standard
- s:uudnadida-Uaadaluda (Plug lla: Socket) IWoUaviunissalkavo Fluoro rubber | FKM | -20°C10 +180°C | \oterig)

Saqlkanwiu
T

=]
[

*1: The operable temperature range depends on the operating conditions.

*The above picture and external dimensions are the appearance of 350-8P. Product appearance may vary by size.

Q Wﬁ%ﬁ

Plug Female thread Socket Female thread
Model | Application | Mass Dimensions (mm) Model | Application Mass Dimensions (mm)
(Thread) (9) L C @D | H(WAF) T (Thread) (@) L @D H(WAF) T

350-2P R1/4 170 (72) 36 29 Hex. 27 | Rc 1/4 350-28 R1/4 360 (82) (34) Hex. 30 Re 1/4
350-3P | R3/8 167 (72) 36 29 Hex. 27 | Rc 3/8 350-3S R3/8 358 (82) (34) Hex. 30 Rc 3/8
350-4P | R1/2 245 85 405 30 Hex. 27 |Rc1/2 350-4S R1/2 545 (93.5) (41) Hex. 36 Re 1/2
350-6P | R3/4 415 87 44.5 40 Hex. 36 | Rc3/4 350-6S R 3/4 976 (105.5) (49) 46x@52 | Rc3/4
350-8P | R1 950 111 56.5 55 Hex.50 | Rc 1 350-8S R1 1,740 (129) (63) 55x@62 | Rc1
350-10P | R11/4 | 2,700 | (144) 75 78 Hex.70 |Rc11/4 | |350-10S| R11/4 5,600 (180) 89  |Hex.80x@90| Rc11/4
350-12P | R11/2 | 2600 | (144) 75 78 Hex.70 |Rc11/2 | [350-12S | R11/2 5,500 (180) 89 |Hex.80x@90| Rc11/2

- G thread is available on request.

A27
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NITTO KOHKI

ELECTRIC

SPRING

COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER
)
@)
c
T
—
F L T F E C U P L F 3 5 Working pressure Valve structure Applicable fluid 2
I OIL]
-
35.0 MPa Two-way shut-off Hydraulic oil
{357 kgflcm?) (Spill Reduction)
* JdQIKanINSawIAL Body material Special steel (Nickel plated)
- IKudksuulsasaannaovfsaasinisikago Size (Thread) 14, 308", 112", 3147, 1" -
- ¥ANA209NIUULNTKKUNGUWEIUUIZEUSOVIEaDMS Pressure unit MPa kgflcm? bar PSI g
A1 WE:NQ ||a:u'38aomseu1ty|e‘1susuo“u7us:uu Working pressure 35.0 357 350 5080 =
I . _ i : i (@)
+ 152UQDVIYAIYNISAINADVVKI:IGED (One Touch) Seal material Seal material | Mark tempg‘r’g{mﬂang o Remarks T
. oo A Working temperature A
« @uaoUanangadys:uu Sleeve-lock Uavriiuniskaa range Fluoro rubber | FKM | -20°Cto +180°C | Standard
- . . N , <
UO\)UOCIOU&J:TU\)T ull UU||S\)§UH:|nOUQ\) *1: The operable temperature range depends on the operating conditions. %
- s:uumanida-Uadaluda (Plug n1as Socket) c
T . < . : S
iwodovAunissalkavoviaqlkaniu g
T T |z|
T [a) T
C
L L
Plug Female thread Socket Female thread
Application Dimensions (mm) Application Dimensions (mm)
Model (Thread) Mass (g) L c oD H(WAF) T Model (Thread) Mass (g) L 2D H(WAF) T
F35-2P | R1/4 106 58 18.8 21.5 19 Rc 1/4 F35-2S R 1/4 182 (57.5) (28) 26 x @28.5| Rc1/4
F35-3P | R3/8 190 67.5 24 27 24 Rc 3/8 F35-3S R 3/8 320 (70) (34) 30 Rc 3/8
F35-4P | R1/2 290 78 28.5 31.7 27 Rc 1/2 F35-4S R1/2 490 (78) 41) 36 Rc 1/2
F35-6P | R3/4 460 84.5 31 40 36 Rc 3/4 F35-6S R 3/4 815 (85) (49) 46 x @50 | Rc3/4
F35-8P | R1 1000 108 39 50 46 Rc 1 F35-8S R1 1520 (104) (63) 55 Rc 1
Working pessure Valve structure Applicable fluid
FLAT FACE CUPLA FF bd [213] [
I OIL]
35.0 lou
35.0 MPa Two-way shut-off Hydraulic oil
{357 kgflem?} (Spill Reduction)
T JdqikaninsawiFAy Body material Special steel (Nickel plated)
- ¥aDN@202NIVUNIKKINFUWAIUUREU Soviedans
? Size (Thread) 318°,1/2", 314", 1"
rhAdWE:Q asdgaansaryidansvdulus:uu .
LT o Pressure unit MPa kgflcm? bar PSI
- IKUdksuulsasaannaovfsdasimsikagonoisu
Working pressure 35.0 357 350 5080
FLAT FACE CUPLA F35
. o v L . : Workin
- d@dudoUananigdes:uU Sleeve-lock UovAiuNISKaauovdod | Seal material Seal material | Mark |y -ooratireange | REMarks
% - . . Working temperature
Yol vIUIIYUISYaud:1noaudv .
v range - Nitrile rubber | NBR | -20°Cto+go°C | Standard
* Yuna Rc 3/8, Rc 1/2, Rc 3/4, a: Rc 1 (Plug lla: Socket)
" , . s *1: The operable temperature range depends on the operating conditions.
a"IU'ISﬂIUOUOOTUUU“IOIOEJ:)ﬂUII’T’IUU
Plug Femallje' thread - Socket Female thread
e imension (mm icati Dimensions (mm)
Application Model Application M
Model " (Thread) | MasS@) | | | go | A | HwAR) | T odel | (Threaq) | Mess(@) @0 | HWAR) | T
FF3S | R3B 345 (7) (35.5) | Hex.29 | Rc38
FF-3P R 3/8 252 (66) 34 20.5 Hex.29 | Rc3/8
FF-4P | R1R 409 | (74) | 42 | 228 | Hex.32 | Rc1i2 FF-4S | R112 608 (84) (44) Hex.32 | Rc1/2
FF-6P | R3/4 709 | (825) | 54 27 Hex.41 | Rc3/4 FF-6S | R3/4 1053 (95) (54) Hex.41 | Rc3/4
FF-8P R1 1314 (96.5) 66 29.5 Hex. 54 Rc 1 FF-8S R1 1865 (109.5) (66) Hex. 54 Rc 1
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@ NITTO KOHKI  Made in Japan | @ |

NITTO KOHKI COUPLING

450B CUPLA

+ JdQIKaNINSQWIFIY
* SOLSUNISLAUGLTL 44.1 MPa {450 kgf/ cm?}

ELECTRIC SPRING

POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER

- @u0aUananuaus:uU Sleeve-lock UavAunIskaa

vovUaaLUUTELIU IUDTISVEUE:IFougw
- s:uudnadida-Uadalua (Plug llas Socket)

JovAumssalkavaviaqlkaniu

Working pressure Valve structure Applicable fluid

441 MPa ‘Two-way shut-off Hydraulic oil
{450 kgficm?}
Body material Special steel (Nickel plated)
Size (Thread) 3/8”
Pressure unit MPa kgffcm? bar PSI
Working pressure 441 450 441 6400
: Working
Seal material | Mark femperature range Remarks

Seal material
Working temperature Nitrile rubber | NBR -20°C to +80°C Standard material

range 1

Fluoro rubber | FKM -20°C to +180°C | Made-to-order item

Stand-alone leakage rate .
on either socket or plug 0.1 mL/min at 0.3 MPa {3 kgf/cm?}

*1: The operable temperature range depends on the operating conditions.

T
D = 2 J !
1 —
w0
Plug Female thread Socket Female thread
Application Dimensions (mm) Application Dimensions (mm)
Model Mass Model Mass
(Thread) © L c @D |HWAF)| T (Thread) © L @D | H(WAF) | T
450B-3P R3/8 95 375 22.5 28 24 Rc 3/8 450B-3S R3/8 285 59.5 (36) 24 Rc 3/8
7 0 0 R C U P L Working pressure Valve structure Applicable fluid
A = JOONE
OIL]
-
68.6 MPa Two-way shut-off Hydraulic oil
{700 kgfiem?
- JdqIKanINSQWIFY Body material Special steel (Nickel plated)
- nuisvaulagviv 68.6 MPa (700 kgf/cm?) Size (Thread) 30", 112"
. - _ Pressure unit MPa kgflcm? bar PSI
+ S:uudNad Metal-touch UsSIADINGagvIVNUNIU :
R Working pressure 68.6 700 686 9950
IIa:SOD§Uﬂ‘]STU\)’]US:UUTOOSE)éﬂIIS\)CTUQ\) ) Working
100 - Dasaluda eI Socl Seal material Seal material | Mark | perature range Remarks
* S:yudNadIua - baoaluua (Plug lla: Socket i
(Plug ) Ygsggng temperature Nitrile rubber | NBR | -20°Cto+80°C | Standard material
T - < - ' *1
Javiumssslkavavdaqlkaniu Fluoro rubber | FKM | -20°Cto+180°C | Made-to-order tem
Stand-alone leakage rate For 700R-3SP, 0.05 mL/min at 0.2 MPa {2 kgflcm?}
on either socket or plug For 700R-4SP, 0.05 mL/min at 0.3 MPa {3 kgf/cm?}
- Do not use in an environment where there is impulse pressure.
*1: The operable temperature range depends on the operating conditions.
T T
o NAT
N
C AN
H
H L L
Plug Female thread Socket Female thread
icati Dimensions (mm icati Dimensions (mm
Model | Application | . (mm) Model | Application (g) (mm)
(Thread) L G oD H(WAF) T (Thread) L @D H(WAF) T
700R-3P| R3/8 210 54 18 (39.5) 24 Rc 3/8 700R-3S R3/8 270 (73) (39.5) 22 Rc 3/8
700R-4P| R1/2 418 70 22 (50) 27 Rec 172 700R-4S R1/2 562 91) (50) 27 Rec 172
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ELECTRIC SPRING
COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER
M I N I C U P L Working pressure Valve structure Applicable fluids
A >d Gam ‘
0.7 <R
o ] Nt
0.7 MPa One-way shut-off Oxygen, Fuel Gas
{7 kgffem?}
* 3dQnaYIKdaY Body material Brass
+ IsundksulssouAugUnsaikaIBou a:gunsaidalan: | [Thead 1187, 114", 3/8" | 16, W12.5-20
Q28MY (@oNBIoU llaza:IBAEU) Hose barb 114 516, 3/8
. s . - i . Pressure unit MPa kgf/cm? bar PSI
- Us:uuBadovAunssidu 2 su wuAdwUaaanslunsisuiu .
Working Pressure 0.7 7 7 102
- yurauavyaaodduISInlsAusandoula:Ng d:duuna i
. ) oL . . Seal material Seal material Mark tempx\rlgtrllj(:ggrange Remarks
AlanavAu IWaUavAuAURawalalunsIBoua Working temperature
- - TR range ‘1 Nitle rubber | NBR | -20°Cto+B0°C | Siandand
. E)E)ﬂIIUUU']TKIﬂOﬂ']SQi’gIHEJIIS\)OUCI’] IWOUDEJIWUE)CISWﬂ‘ISTKa
*1: The operable temperature range depends on the operating conditions.
] — : i ol —
ZJJJAJL - TU— =l Il == et T =— ==~ Fat ]
“. _— g A
L L
Plug PH type (Hose barb) Socket SH type (Hose barb)
Application | Mass Dimensions (mm) Application | Mass Dimensions (mm)
Usage | Model | "iose) | @) | L | ¢ | A | on | or | @B || U (Modell Tihos) g | L [ e | A | o | @B
22PH 114 16 7.8 22SH 1/4” 52 7.8
For Oxygen 25PH 516" 19 55 | 235 28 " 9 5 For Oxygen 25SH 516" 55 (64) | (19.8) | 29 9 5
33PH 3/8” 22 105 75 33SH 3/8" 69 105 | 7.5
For Fuel Gas‘ 35PH 516" 20 57 | 265 | 28 14 9 6 For Fuel Gas 35SH 516" 67 (65) | (22.6) | 29 9 6
T T
R = = e
ol W — Prrs 1l E o
e s =I5 1 =L
L L _
H \_H
Plug PF type (Female thread for torch connection Socket SF type (Female thread for cylinder connection)
ication | Mass Dimensions (mm) Aot Dimensions (mm)
Usage | Model | Application 9 L C |HWAF) T B Usage  Model A(p_lprilr%eg(lﬁn M(;Ss o - 25 Trowe)
22PF For Oxygen 31 | (43) Hex.19 M16x1.5 for 0
For Oxygen |22PFF 229 235 G1/4 5 22SF | MOrxygen 2) | (19. M16x1. Hex.1
Y9 55pF torch side % (43.5) Hex A7 12520 For Oxygen S gauge side 80 |(52)](19.8) 6x1.5 5 ex.19
For fuel gas M16x1.5 For fuel gas M16x1.5
For Fuel Gas | 33PF |"2' 1€ 9%%| 36 |(44.5)|25.5| Hex19 | | g pond tiveaq | 7.5 | |FOTFuel Gas| 33SF | o ooside | 96 | 64)/(226) iefhang threag | O | Hex19
T
Imﬁﬁ oy R @7%
== s R
Plug PHB type (Hose barb with backflow stop valve) Socket SM type (Male thread)
Application | Mass Dimensions (mm) . Dimensions (mm
Usage | Model | "iiiose) | (@) | L | C |A|@H| OT | @B || Usage | Model A | s o
For Oxygen ggg:g 51/146 gl (69.6)| 235 | 28 | 155 798 45 L | 9D [Hwafy T | @8
T 7 05 For Oxygen | 22SM | Rc1/4 51 | (52) |(19.8)| 12 | R14 | 75
For Fuel Gas 3.pro e 39 | (708)1 255 28 [ 155 o= 45 | |ForFuel Gas| 33SM | Rc3/8 77 | (85) |(226)| 14 | R3/8 | 10
Plug PFB type (Female thread with backflow stop valve for torch connection)
Application Mass Dimensions (mm)
Usage Model (Thread) () L c H(WAF) T o8
For Oxygen 22PFB For Oxygen torch side 36 (48.5) 235 Hex.19 M16x1.5 45
For Fuel Gas 33PFB For fuel gas torch side 41 (49) 25.5 Hex.19 M16x1.5 left-hand thread 45
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NITTO KOHKI

COUPLING

MULTI CUPLA

POWER TOOL

MACHINE TOOL

- Uaoaniadus:uu&anisouUaviugUaIkaoINMsaIuaouaa

- s:uu@dIda - Dadalul@agaiu Socket UavAumssalkavavdaqlkanwiu

MAM TYPE

ELECTRIC
SCREWDRIVER

SPRING

BALANCER AIR BLOWER
Working pressure Valve structure Applicable fluid
b @
0.7
0.7 MPa One-way shut-off Alr

{7 kgffem?}

. @WNSDITOUNDUDADKANEWDSNAIENSAIUADINEVASVIGHD $Igaqdaia:aaAdIRawaIalunIsaduaaaduau

@ NITTO KOHKI  Made in Japan [ @ |

MAM-ATP-4xMAM-1S-4

(4 ports type) Plug MAM-1TP-4 MAM-1TP-8 | MAM-1TP-12 | MAM-1TP-16
Model

Socket MAM-1S-4 MAM-1S-8 MAM-1S-12 MAM-1S-16
Number of parts 4 8 12 16
Size (Thread) Rc 1/8
Socketside plate Cupla : Brass (Chrome-plated)

Body material Plate : Aluminum alloy (4, 8, 12 ports) / Plate : Steel (16 ports)

Locking unit : Steel and others

*1: The operable temperature range depends on the operating conditions.

MAM-1TP-8xMAM-1S-8
Pressure unit MPa kgffcm? bar PSI
Working pressure 0.7 7 7 102
: Working

Seal material Seal material Mark femperature range
Working temperature

range *

Nitrile rubber NBR -20°C to +60°C

MAM-1TP-16xMAM-1S-16

(16 ports type)

MAM-1TP-12xMAM-1S-12
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NITTO KOHKI

COUPLING

MULTI CUPLA

ELECTRIC SPRING
POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER
Working pressure Valve structure
o
1.0
L}

1.0 MPa
{10 kgffem?}

Two-way shut-off

AIR BLOWER

Applicable fluids

[)rad

Water

aunsaIfouaoUaaoKagWaSNAIENISAIUADIWEVASLIGED FVsdgaanalia:aandURawaIalunIsaduaaaduau

Uaoaneades:uudon (nalnAulen 2 90K:) AsdgUovAugUaikaonnsauaauoa

dastmslkaifguinyaaoaduisisu SP-A

IWuwanfiduasuus:nauyav Plug lia: Socket WaAIN2a0IT8USVTUNKUINIUINEADNISAIUAD

s:uudnadida - dadaluua

MAM-A-2P12 x MAM-A-2512

h  Plug side plate

MAM-A-3P12 X MAM-A-3312 s, ’

(12 ports type )

MAM-A-4P8 x MAM-A-4S8

(8 ports type )

(6 ports type )

%

a

%ag

Lever

=

‘ Socket side plate

"J?‘i‘

Socket side plate

Plug side plate

MAM-B-1P8 x MAM-B-158

(8 ports type )

(Plug Ila: Socket) IoUavAunssalkavoviaqlkawiu

MAM-A TYPE

Model [Plug MAM-A-2P12 MAM-A-3P6 'MAM-A-3P12| MAM-A-4P4 | MAM-A-4P8
| Socket MAM-A-2S12 MAM-A-3S6 'MAM-A-3S12| MAM-A-4S4 | MAM-A-4S8
Number of ports 12 6 12 4 8
Size (Thread) 1/4” 3/8” 12
Cupla : Brass (Nickel plated)
Body material Plate : Aluminum alloy
Locking unit : Steel (Nickel plated)
Pressure unit MPa kgflcm? bar PSI
Working pressure 1.0 10 10 145
Ambient o o
temperature rang 0°Cto+60°C
Seal material : Working
e Seal material Mark femperature range Remarks
range1 Fluoro rubber FKM -20°C to +180°C Standard material

*1: The operable temperature range depends on the operating conditions.

Flow Rate - Pressure Loss Characteristics Per port of CUPLA
(Test conditions) A ss Az
- Fluid : Water AN A S At
- Temperature : 23°C ¥5°
0.1{1}
£
E}
% 001 {01}
§
§ u.munm)‘ " o
Flow rate in L/min >
MAM-B TYPE
Model Plug MAM-B-1P8 MAM-B-1P12 MAM-B-2P6 MAM-B2P8
Socket MAM-B-1S8 MAM-B-1512 MAM-B-2S6 MAM-B2S8
Number of ports 8 12 6 8
Size (Thread) 1/8” 114"
Cupla : Brass (Nickel plated)
Body material Plate - Aluminum alloy
Locking unit : Steel (Nickel plated)
Pressure unit MPa kgflcm? bar PSI
Working pressure 1.0 10 10 145
Ambient o o
temperature range 0°Cto+60°C
Seal material - Working
Working temperature Seal material Mark temperature range Remark
range- Fluoro rubber FKM -20°C to +180°C | Standard material

*1: The operable temperature range depends on the operating conditions.

Flow Rate - Pressure Loss Characteristics

Per port of CUPLA

1010}
©MAN-A-1SKMAN-A-1P
@MAN-A-25XMAM-A-2P

(Test conditions)
- Fluid : Water
- Temperature : 23°C ¥5°

0.1 {1}

001 (01}

Pressure loss in MPa {kgf/cm?}

0.001 {001}
1

Flow rate in L/min
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() NITTO KOHKI ELECTRIC SPRING
@ COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER

o

pd

|

o

)

(@) Working pressure: Working pressure: Valve structure Applicable flids ~ (plastic body CUPLA are for water or air only)

8 LEVER LOCK CUPLA bd bd @ == ¥
[ o 1. 0.2 1o . - II ~ =y
0.7t0 1.8 MPa 0.2t00.5MPa Straight through Water Hydraulic oil Air Powder Steam
{7t 18 kgflom?) {2105 kgflom?) Note: Depending on the temperature of steam

I hot water, the heat may damage seal materials.
|E| - Jaqfkidon : 0alitleu NovIAY lIA:aNaUIAE
A , . o . - - Body material Aluminum alloy (AL), )

e sUiuuninudon ga8lknisidoudoauysad la:Uasane (Moteriallsymbo) Copper alloy (BR) Stainless steel (SUS)

Q ° — [J —_ — -~

8 IKUN:dIKSULIUANIagVUDVIKAdKSDIlNG

£ N , .

g + US:uuBadovnunissd lla:aqlisvns:inndvniviu S0 34102 | 212" | 3 4" | 34t02" | 21/2°t0 3" | &4

@ . (Thread and hose)

= Tdognvsusulua:qa

§ - JaqBailKidonkangslaWalKiKu:AUNSIZoIu MPa 18 | 14 |09 | 07| 18 16 | 14

Q . P\i']UU']OSQ']Uﬂ’)SWéOUO\) US Military MIL-A-A-59326

E kgflcm? 18 1 9 7 18 16 1

y4 Working

pressure+1
bar 18 1 9 7 18 16 1"

Valve-less construction is good

for applications that require high flow
A special lip packing (except sizes 3/4 and 17,

silicone rubber, and FEP-covered rubben PSI 261 160 131 | 102 261 232 160
< employed reduces the load to the lever
. for easy operation.

A wide variety of seal materials are
available for various fluids.

| il Mark Working
Various body materials  Seal material Seal materia Bl temperature range
Working temperature
range -
Various end configurations Nitrile rubber NBR -20°C to +80°C
Seal material Mark Working
temperature range
Silicone rubber Sl -40°C to +150°C
Fluoro rubber FKM -20°C to +180°C

Optional seal material

Working temperature

range
Ethylene-propylene rubber EPDM -40°C to +150°C

. Metal body - . Plastic body FEP-covered silicone rubber -2 - +5°C to +50°C

(Aluminum alloy, Copper alloy, and Stainless steel )

FEP-covered fluoro rubber - - +5°C to +50°C

*1: The operable temperature range depends on the operating conditions.
*2: Made-to-order item (Working pressure : 0.2 MPa {2kgf/cm?)
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NITTO KOHKI

ELECTRIC SPRING
COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER I
0
o
C
0
—
b4
®
= ; T
| [a] o
TR Hil
A c SN o & Z
L
. J
L A
Plug LE type (Hose barb) Socket LC type (Hose barb) g
Material Model Application | Mass Dimensions (mm) Material Model Application | Mass Dimensions (mm) E
(Hose) (9 L A c OH | @T @ @B (Hose) (©) L A D QT oB
LE-6TPH 3/4” 65 81 52 2% | 34 | 214 | 1 LC-6TSH 3/4 140 85 52 (60.5) | 21.4 (11) gz)
LE-8TPH T 100 | 95 | 58 | 34 | 40 | 274 | 175 LC-8TSH r 190 | 99 | 58 | (61) | 274 | (17) 3
LE-10TPH 114" 140 | 102 | 58 | 40 | 48 | 341 [ 235 LC-10TSH | 114" | 320 | 104 58 (82) | 341 | (23) 5
Aluminum | LE-12TPH 112" 190 | 107 | 61 | 42 | 58 | 405 | 29 | | Aluminum | LC-12TSH 112" | 350 | 1085 | 61 (90) | 405 | (29) c
alloy LE-16TPH 2" 290 122 70 48 69 | 53.2 | 40 alloy LC-16TSH 2 430 122.5 70 (100) 53.2 (41.5) %
LE-20TPH 2112 390 | 1345| 80 | 50 | 81 | 667 | 50 LC-20TSH 21/2" 560 | 1365 | 80 (112) | 667 | (54) E
LE-24TPH 3 545 | 167 | 101 | 494 | 97 | 79 | 68 LC-24TSH 3 915 | 175 100 | (139) | 79 68
LE-32TPH 4 850 | 176 | 106 | 51.8 | 133 | 105 | 93 LC-32TSH 4 190 | 180 104 | (165) | 104 93
LE-6TPH 34’ 215 | 905 | 525 | 26 | 39 | 215 | 125 LC-6TSH 3/4" 320 | 85 52 | (60.5) | 214 13
LE-8TPH 1" 305 | 107 | 60 | 345 41 [ 275 | 20 LC-8TSH 1 420 | 99 58 61) | 274 | 195
LE-10TPH 114" 440 | 102 | 58 | 40 | 48 | 341 | 255 LC-10TSH 114 700 | 104 58 (82) | 341 | 255
Copperalloy—LE12TPH 112 | 560 | 107 | 61 | 42 | 58 | 405 |315| |gopperguoy LC12TSH | AW2" | 720 | MO | 62 | (1) | 41 3
LE-16TPH 2" 865 | 131 | 73 | 44 [705] 535 | 445 LC-16TSH 2 870 | 121 70 (100) 53 44
LE-20TPH 212" 180 | 149 | 84 | 48 | 91 | 67 | &7 LC-20TSH 212" | 1530 | 137 83 | (113) | 67 57
LE-24TPH 3 1800 | 171 | 104 | 50 [ 102 79 | 70 LC-24TSH 3 1795 | 160 105 | (139) 79 68
LE-32TPH 4 3500 | 176 | 109 | 52 [ 129 | 105 | 93 LC-32TSH 4 3100 | 163 107 | (168) | 104 92
LE-6TPH 347 170 | 90 | 52 | 27 |35 | 21 | 15 LC-6TSH 34" 230 | 86 52 (55) 21 15
LE-8TPH T 265 | 107 | 60 | 35 | 42 | 271 | 20 LC-8TSH 1" 340 | 99 60 (63) 27 20
LE-10TPH 114 430 | 111 | 61 | 40 | 48 | 34 | 255 LC-10TSH 114" 615 | 107 61 (85) 34 255
Stainless | LE-12TPH 112" 530 | 114 | 61 | 40 | 60 | 40 | 33 Stainless | LC-12TSH 112" 645 | 108 61 (91) 40 33
steel LE-16TPH 2 790 | 131 | 73 | 45 | 70 | 53 | 44 steel LC-16TSH 2’ 1000 | 129 73 | (101) | 53 44
LE-20TPH 212" 1195 | 137 | 805 | 427 | 83 | 67 | 56 LC-20TSH 212" | 1270 | 134 81 13) | 67 57
LE-24TPH 3 1755 | 162 | 995 | 49.2 | 102 | 78 | 68 LC-24TSH 3 2065 | 158 100 | (139) | 79 67
LE-32TPH 4 2595 | 174 | 109 | 50 | 130 | 105 | 94 LC-32TSH | 4 3020 | 165 | 107 | (167) | 105 9
T
_\;v , : = — T
T =y ]
o0 I..:‘-I al -
1
|
A _/C\d ’ J
R =
H /1 L o o
Plug LA type (Female thread) Socket LD type (Female thread)
Applicati M Oct. st EiTenSi?ns(m%)dt d Application | M Oct tn(?irpernSi?ns(mrB)dt d
Melerial | Mosel | APEISSAN | MRS Oo A o, Materisl | Model | APRICAN | Moss ct. stands foroctagon, Dod.stands
L | C [HWAF)|[ @B T L C [ HwaF) | @B T
LA-6TPF 34 45 | 42 | 26 |Hex.36| 17 |Rc3/4 LD-6TSF 304" 130 | 53 | (62.4) | Hex.36 | 21 | Rc3/4
LA-8TPF 1" 65 | 52 | 34 |Hex.41| 225 |Rct LD-8TSF 1 190 | 645 | (61) | Hex.41 | 26 | R
LA-10TPF 114" 10 | 59 | 40 |Hex.50 | 275 |Rc11/4 LD-10TSF 114" 330 | 725 | (82) | Hex.50 | 34 | Rc11/4
Aluminum | LA-12TPF 172" 130 | 58 | 42 | Hex.60 | 345 |Rc11/2| | Aluminum | LD-12TSF 112" 360 | 705 | (90) | Oct.60 | 39 | Rc112
alloy LA-16TPF 2’ 170 | 63.5| 48 | Oct.70 | 445 |[Rc2 alloy | LD-16TSF | 2 420 | 79.5 | (100) | Oct.70 | 49 | Rc2
LA-20TPF 2112 320 | 85 | 50 | Oct.85 | 555 |Rc21/2 LD-20TSF | 212" 550 | 88.5 | (112) | Oct.85 | 59 | Rc21/2
LA-24TPF 3 370 | 79 | 525 | Dod.99| 735 |Rc3 LD-24TSF | 3 800 | 89 | (140) | Dod.99 | 75 | Re3
LA-32TPF 4 640 | 82 | 54 |Dod.130| 100 |Rc4 LD-32TSF | 4 1140 | 93 | (165) |Dod.131| 94 | Rc4
LA-6TPF 34" 145 | 42 | 27 | Oct.34| 20 [Rc3/4 LD-6TSF 34" 310 | 53 | (60.5) | Hex.36 | 21 | Rc3/4
LA-8TPF 1" 190 | 46 | 32 | Oct.41 | 24 |Rcit LD-8TSF T 430 | 645 | (61) | Hex.41 | 26 | Rcit
LA-10TPF 114" 390 | 59 | 40 |Hex.50 | 28 |Rc11/4 LD-10TSF 1147 730 | 725 | (82) | Hex.50 | 34 | Rc11/4
LA-12TPF 112" 420 | 58 | 42 | Oct.60 | 36 |Rc11/2 LD-12TSF 112" 770 | 705 | (90) | Oct.60 | 39 | Rc11/2
Copperalloy| s 467pF | 560 | 635 | 48 | Oct.70 | 45 |Ro2 | |CoPPeraloyipieTse | 2 990 | 795 ((100)) 0ct.70 | 49 | Rc2
LA-20TPF 212" 950 | 79 | 50 |Dod.84| 56 |Rc21/2 LD-20TSF | 212" 1290 | 815 | (113) | Dod.84 | 61 | Rc21/2
LA-24TPF 3 1210 | 71 | 50 [Dod.101] 70 |Rec3 LD-24TSF | 3" 1560 | 87 | (139) | Oct.96 | 77 | Rec3
LA-32TPF 4 1620 | 79 | 53 |Dod.127| 101 |Rc4 LD-32TSF | 4’ 3590 | 91 | (165) |Dod.126| 96 | Rc4
LA-6TPF 34" 120 | 39 | 27 | 0Oct.33| 19 [Rc3/4 LD-6TSF 304" 225 | 52 | (55) | Oct.32 | 19 | Rc3/4
LA-8TPF 1 170 | 47 | 33 |Oct41 | 24 |Rct LD-8TSF 1 350 | 60 | (63) | Oct.41 | 24 | Rcit
LA-10TPF 114" 270 | 535| 41 | Oct.50 | 28 |Rc11/4 LD-10TSF 114" 600 | 68 | (85) | Oct.50 | 30 | Rc11/4
Stainless | LA-12TPF 11/2" 375 | 55 | 40 | Oct.58 | 355 |Rc11/2| | Stainless | LD-12TSF 112" 716 | 72 | (87) | Oct.58 | 37.5 | Rc11/2
steel LA-16TPF 2’ 505 | 62 | 47 | Oct.69 | 45 |Rc2 steel | LD-16TSF | 2 940 | 78.5 | (100) | Oct.69 | 50 | Rc2
LA-20TPF 212" 825 | 77 | 49 [Dod.83| 56 |Rc21/2 LD-20TSF | 212" 1050 | 82 | (113) | Dod.83 | 61 | Rc212
LA-24TPF 3’ 875 | 72 | 51 |Dod.96| 73 |Rc3 LD-24TSF | & 1605 | 84 | (140) | Dod.97 | 77 | Rec3
LA-32TPF 4 1470 | 79 | 53 |Dod.124] 100 |Rc4 LD-32TSF | 4 2575 | 94 | (167) |Dod.125| 97 | Rc4
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() NITTO KOHKI ELECTRIC SPRING
@ COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER
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£
[0
§ Plug LF type (Male thread) Socket LB type (Male thread)
. Application Mass Dimensions (mm) X Application Dimensions (mm)
_ Material Model (p'IPhrea d) © L c H(WAF) | @B T Material Model (?threa d) Mass (g) L D o8B T
4 LF-6TPM 34" 70 61 | 26 | Hex.36 | 16 | R3/4 LB-6TSM 34" 10 53 | (60.5) | (17) | R3/4
% LF-8TPM 1" 90 73 34 Hex. 41 22 | R1 LB-8TSM 1 170 65 61) | (235) | R1
7 LF-10TPM 114 140 | 81 | 40 | Hex.50 | 28 | R11/4 LB-10TSM | 11/4” 310 72 82) | 295 | R11/4
Aluminum | LF-12TPM 112" 150 | 80.5 | 42 Oct.55 | 345 | R11/2 Aluminum | LB-12TSM 11/2” 340 71.5 (90) 36 R11/2
E alloy LF-16TPM 2 220 | 895 | 48 | Oct.65 | 445 | R2 alloy LB-16TSM | 2 400 795 | (100) | 46 | R2
= LF-20TPM 212" 370 | 101 | 50 | Oct.80 | 56 | R21/2 LB-20TSM | 21/’ 530 885 | (112) | (57.5) | R21/2
2 LF-24TPM 3 470 [ 106 | 52 | Dod.99 | 73 |R3 LB-24TSM | 3 715 90 (139) | 76 | R3
LF-32TPM 4 875 | 116 | 54 | Dod.130 | 100 | R4 LB-32TSM | 4" 920 92 (165 | 99 | R4
LF-6TPM 3/4 185 59 27 Oct. 34 20 | R3/4 LB-6TSM 314" 260 52 (53) 195 | R3/4
LF-8TPM 1 280 69 32 Oct. 41 24 | R1 LB-8TSM 1 355 63 (62) 26 R1
LF-10TPM 1104 460 | 81 | 40 | Hex.50 | 28 [R114 LB-10TSM | 11/4” 620 71 ©4) | 28 | R114
Copperalloy LF-12TPM 112" 500 | 805| 42 | Oct.55 | 36 | R112 (ﬁggsetgﬂlgir LB-12TSM | 11/2" 700 7 @) | 36 | R112
LF-16TPM 2 750 | 895 48 | Oct.65 | 45 |R2 tem) LB-16TSM | 2 950 81 (100) | 51 | R2
LF-20TPM 212" 1290 | 98 | 50 | Dod.83 | 56 |R21/2 LB-20TSM | 21/2" 1250 86 13) | 63 | R212
LF-24TPM 3 1480 | 103 | 50.8 | Dod. 96 73 | R3 LB-24TSM 3 1780 92 (139) 78 R3
LF-32TPM I 3155 | 113 | 53 | Dod.126 | 100 | R4 LB-32TSM | 4" 2540 98 (168) | 101 | R4
LF-6TPM 304" 175 | 59 | 27 | 0Oct.33 | 19 | R34 LB-6TSM 304" 210 525 | (55) | 20 | R34
LF-8TPM 1" 255 | 69 | 33 | Oct41 | 24 |R1 LB-8TSM 1" 300 63 63) | 255 | R1
LF-10TPM 1147 415 | 80 | 42 | Oct.50 | 295 | R11/4 _ LB-10TSM | 11/4" 520 705 | (85) | 34 | R11/4
Stainless | LF-12TPM | 11/2° 575 | 80 | 40 | Oct.58 | 365 | R11%2 S‘Aa'”'.fssl steel " g otsm | 1112° 580 715 | (87) | 38 | R112
steel | LF-16TPM | 2 680 | 90 | 465 | Oct.69 | 46 | R2 ( ‘;:;Z:tf" LB16TSM | 2° 780 785 | (101) | 505 | R2
LF-20TPM 212" 1020 | 99 | 49 | Dod.83 | 56 | R212 LB-20TSM | 21/2" 980 84 (M3) | 66 | R2112
LF-24TPM 3 1415 [ 103 | 51 | Dod.96 | 73 |R3 LB-24TSM | 3 1490 92 (139) | 785 | R3
LF-32TPM 4 2275 | 112 | 53 | Dod.124 | 100 | R4 LB-32TSM | 4 2080 92 (167) | 103.5 | R4
|
-, .
‘i d
Plug L-PD type (Plug cap) Socket L-SD type (Socket cap)
Material | Model |  Size Mass (g) 3 D'mens'?s (mm) 5 Material | Model Size Mass (g) T D'mens'o:s fom o
L-6PD 34’ 100 46 12 (54) L-65D 34 35 32 8 32
L-8PD 1 145 54 15 (62) L-8SD r 45 44 10 36.7
L10PD | 114’ 230 60 13 (83) L10SD | 114 0 57 14 45.5
Aluminum | L-12PD 11/2" 295 68 17 91) Aluminum | L-12SD 11/2” 90 54 15 53.4
alloy | L-16PD 2’ 360 68 1 (100) alloy | L-16SD 2 140 62 13 63
L-20PD 21/2" 435 72 15 (113) L-20SD 2112 210 69 20 75.8
L-24PD 3 690 72 10 (139) L-24SD 3 290 7 15 91.5
L-32PD 4 870 76 15 (167) L-32SD 4 960 74 16 119.4
L-6PD 3/4 220 45 1 (53) L-6SD 34 160 34 8 3241
L-8PD F 315 53 12 (62) L-8SD 1 150 44 10 36.7
L-10PD 11/4 610 61 13 (84) L-10SD 11/4” 210 55 12 455
L-12PD 1112 645 69 17.5 91 L-128D 172" 290 54 15 534
Copperaloy™ 1epp | 2 830 68 11 ((100)) Copperaloy” 1650 | o 420 61 12 63
L-20PD 2112 980 71 14 (113) L-20SD 212" 630 69 19 75.7
L-24PD 3 1380 81 20 (139) L-24SD 3 860 71 15 915
L-32PD y 2700 90 26 (168) L-32SD 4 1780 745 16 119.4
L-6PD 314 180 45 12 (55) L-6SD 314 95 39 12 32
L-8PD 1 265 52 1 (63) L-8SD 1 145 45 12 37
L-10PD 114" 475 60 1 (85) L-10SD 114 250 51 10 45
Stainless | L-12PD 11/2” 545 63 15 (87) Stainless | L-12SD 112" 300 54 14 53
steel | L-16PD 2 720 65 1 (101) steel | L-16SD 2’ 490 59.5 125 63
L-20PD 212" 945 71 15 (113) L-20SD 21/2" 710 64 14 76
L-24PD 3 1420 72 12 (139) L-24SD 3 930 68 14 92
L-32PD ¥ 2055 77 14 (167) L-32SD § 1275 68 14 120
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" The following terms are used in detailed information pages of each CUPLA.
Refer to these terms when checking CUPLA specifications.

Glossary

MACHINE TOOL

SPRING
BALANCER

ELECTRIC
SCREWDRIVER

International System of Units (SI Units)

Units stated in this catalog are based on SI Units. The old units,
which are non-SI Units, are also written within parentheses side by
side with SI Units for reference only.

AIR BLOWER

The Meaning of Each Letter in the Model Name

The model name of CUPLA indicates its size, whether plug or socket, and the
end configuration. Rated pressure is also shown for some hydraulic couplings.
Check the following tables to understand the model name implication before
making your selection.

Seal Material

This shows the material used to seal CUPLA, usually an O-ring. The standard
material is nitrile butadiene rubber. For materials other than those shown below,
please specify such as silicone (Sl), butyl (/IR), Kalrez (KL) or rubber for food,
depending on your application.

Properties of rubbers used for O-rings

200 - 2 0 S H Model name (in case of HI CUPLA 200) Seal material Working
— c — Temperature Features
L Common name N'gfm}é%';m Range
Series name End configuration
Nitrile rubber NBR | -20°C to +80°C | Standard seal with excellent oil resistance.
Symbol H M F
: Male Female Hydrogenated . . Compared with the standard nitrile rubber, the seal material is
Meamng Hose barb thread thread nitrile rubber HNBR | -20'Cto +120°C more heat and weather resistant.
P| ug or Socket o o Excellent for heat, weather, and oil resistance. Applicable to wide
Fluoro rubber FKM -20C 1o +180°C range of applications.
Symbol P S Chloroprene Excellent weather resistance. In addition, the seal material can
. CR -20°C to +80°C | also be used for refrigeration oil and refrig cations
Meanlng Plug Socket rubber such as HFC-134a.
Y
Ethylene-propylene o o~ | Excellent resistance to steam and hot water, also excellent
Symbol 1 2|34 6 | 8 |10 |12 |16 | 20 | 24 | 32
Perfluoroelastomer P 0°C to +50°C | Excellent resistance to chemical and solvents.
1 %" 1 VZH o o 1/2" 3| g

demer | V8| V4|38 | Ve |9

*1: The digit numbers of models for some products differs from those of symbols. For example, in case of HI CUPLA
20SH, not “20" but only “2” of the “20" corresponds to “2” of the symbol and indicates the nominal diameter of 1/4"

*2: For a product with only one type of end configuration, this symbol is omitted. For example, 210 CUPLA have only
female threaded end so the model indicates only the size and plug or socket identification

Body Material

This indicates the material that is used for the plug body or socket body that
forms the flow path of fluid through CUPLA. Some products have internal
components of a different material. Please check with us for details.

Body Material ) . .
Major applicable fluid
Common name Mark
Brass BRASS Air, Water, Oil
Iron, Steel STEEL Air, Oil
Stainless steel SUS Air, Water, QOil

Please refer to Page 172 for body material selection table.

Size
This indicates the nominal size of the pipe thread connection or of the hose to be used.

Working Pressure

The normal allowable fluid pressure under continuous use.
Exceeding the working pressure may cause damage and leakage.

Pressure Loss

This shows the loss of pressure when fluid runs through the coupling set.

They are measured values at our testing facilities. May differ according to the
installation/piping method and operating conditions.

Downstream
pressure

Upstream
pressure

Upstream _ Downstream
pressure pressure

Pressure loss =

Minimum Cross-Sectional Area
This shows the minimum cross-sectional area of the fluid path when CUPLA is

connected. The position is different in some products.

Min. cross-sectional area

i N\ T T

Y
1y

S

)iz,

Note: Even among rubber materials of the same category, the working temperature range differs depending upon the
design of CUPLA. For detalils, see the specifications of each CUPLA series. As for the Nitto Kohki symbol for
rubber material, fluoro rubber is designated as “FKM" for example. The above are general features, but the seal
resistance depends on fluid temperature, fluid concentration, and additives contained in the fluid.

Working Temperature Range

This shows the minimum and maximum working temperature range of the seal
material used in the product.

Continuous use at the minimum or maximum temperature is not recommended.
Please contact us for consultation.

The operable temperature range depends on the operating conditions.

| Valve Structure

Automatic  shut-off valves are
Two-way mounted in both plug and socket.
shut-off The valves prevent spill out of fluid

from the lines on disconnection.
Two-way “Two-way shut-off” with spill reduction

design allows extremely little admixture
shut-off @ of air on connection and minimizes

(Spill Reduction)

fluid spill out on disconnection.

This design prevents fluid outflow only

3B

One-way from the socket side on disconnection.
shut-off = | Also available are plugs with an
@I » | automatic shut-off valve.

f '_l-’“ Shut-off valve is equipped neither in
s;ralgh; plug nor in socket. Fluid flows out
throug ‘—»—" from either side on disconnection.

Suitability for Vacuum

Indicates if it has necessary performance required for vacuum applications.
(Note that the performance in connected state differs from that of disconnected
state.)

Interchangeability

Indicates whether the plug or socket of different series, types or models can be
connected with each other.

Maximum Tightening Torque, Tightening Torque Range

Indicates suitable torque value or range considering of the balance between
leakage by loose fit and damage by structural stress when installing CUPLA.

Flow Direction

The design of some couplings may restrict the fluid flow direction to one way
only. Check the suggested direction before installing.

ONITdNOD
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HAND BEVELER

LMY

- IKU:EIKSULIUAULUIKENINU NDIKEN 11a:01UaUYUSUe
- @UISNAUYUIKENNIVEVEQ 15 L. (AW 45°)

- auywloazdualaglusduaovIALWURDIN

- @wsnauyulAv (R) A2umMsaaduaunsniiasuIvuIay

- Tubaaursalsonulany 4 au FvsdgUs:kganlsoe

Tunmisidasuluba
330 mm (110V)

326 mm (235V) Model HB-15B

110-120VAC, | 220-240VAC,

@ NITTO KOHKI  Made in Japan [ @ |

Power Source (Single Phase) 50/60 Hz 50/60 Hz
( Rated Power Consumption w 910
Rated Current A 10.5 4

220 mm \/
m Duty Cycle min Continuous

Mild Steel d in
HB-15B No-load Speed min“(rpm) 3350 2750

Chamfering Capacity (Mild Steel) Up to 15 mm Chamfer *
Chamfer Angle 15°- 45°
Power Cord Length m 5

Mass (Weight) kg 15

*Max. Chamfering Capacity for one - cutis 7C

Accessories Included

+ 12 pieces of Indexable Insert 12.7 (Installed) + Hook Spanner 25 - 28
+ 12 pieces of Indexable Insert 12.7 +3mm T Wrench
+ 4 mm Hex. Socket Screw Key * Roller Bracket Ass'y
+ 5 mm Hex. Socket Screw Key + Spacer A
+ 6 mm Hex. Socket Screw Key + Spacer B
* 24 x 27 mm Spanner +Plate B
Chamfer Angle and Width
b . __ Mild Steel (mm)
- g Chamfer Angle &
. X Y Chamfer| X
Chamferingllizb€am e —
45° 15 15 vy [
Straight
30° 9 15.5
15° 4 15.4
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. yunairdovn:riasa KUNIUT IKU:EIKSUDIURADYANS

ADUISD IIa:FD']UF]aIO\)O_Z)

- @UNSNAUYUIKENAAIUNDILEYEQ 3 UU. (AYU 45°)

- @W1SNAUYUIKENASATUINN 170 UW. ad8aunsniiasu R-part

108 Model MB-03A
Power Source (Single Phase) 230 V AC, 50/60 Hz
Rated Power Consumption W 430
Rated Current A 2
Duty Cycle min 30
- \— 150 mm @ Double insulation | No-load Speed min-(rpm) 11000
E Chamfering Capacity (Mild Steel) Upto gm %rr‘:rage(;igg 2mm
Chamfer Angle 45°
MB-03A m Power Cord Length m 25
Mild Steel | Mass (Weight) kg 25
Chamfer Angle,Width and Radius Accessories Included
Mild Steel (mm) | chamfer| X ‘ Mild Steel (mm)| Radius + Indexable Insert 9.525 R2 (Installed) + Spanner T-9F
45° * Indexable Insert 9.525 * Hex. Nut
X Y =
IY Straigth | Radius 2,3 \‘ Round | [, 3 m Hex. Socket Screw Key + 2 pieces of Hex. Socket Set Screw 8 x 25
3 3 + 4 mm Hex. Socket Screw Key

MINI BEVELER

LELMETTT

N

AMB-0307

* Ring switch type

4 4L
[ 4R N 4R
Mild Steel Stainless Steel

- IKUEKSULILAUYUEIQUIAd IAsIKENNa1AISUDU

- awsnauyuBULIUASATAUTALIAUEQTY 300 UW.

- dvAmsauyuladona 15° - 45° AR2IUNVFVFQ 7 UU.

(AU 45°)

- Tsludarvaiaumsludiuunaailagulana:dntuauianuaausau
Model AMB-0307

Air Pressure MPa (kgflcm?) 0.6 (6)

Air Consumption (No-load) m¥/min 0.9

Free Speed min”(rpm) 14000

i Caaty Mild Steel Up to 7. mm Chamfer or 2,3,4 mm Radius

Stainless Steel | Up to 3 mm Chamfer or 2,3,4 mm Radius

Chamfer Angle 15° - 45°

Inlet Size Rc 3/8

Mass (Weight) kg 29

Accessories Included

+ Indexable Insert with Hole 12.7 (Installed)

« 2 pieces of Hex. Nut M8

* Indexable Insert Set Screw 4 x 7 (Installed)

+ 3 mm Hex. Socket Screw Key

* Indexable Insert with Hole 12.7

+ 4 mm Hex. Socket Screw Key

+ Indexable Insert Set Screw 4 x 7

+ Spanner T - 15F

. . + Knob + Bushing R 3/8 x NPT 3/8
Chamfer Angle, Width and Radius = R e
i f Ty | + 2 pieces of Hex. Socket Set Screw 8 x
Chamfer Angle )I\(Illld Stc;el (mmz) Stainless YSteel (r;m) Chamfer| X ‘
o -

45° 7 7 |99 3 | 42 Iv \/ Mild Steel (mm) | Stainless Steel (mm) Radius

30° 4 7 8.1 38 | 44 " straight : | Round
15° 29 8 8.3 38 | 39 Radius 2,3,4 2,3,4

|I| ueder urepeny  [MHOM QLLIN @ m
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-
B IASOVAUlU
- IKUFKSULILAULUBUEIUIIWUW
- WiauruAugnavsikdnuunams 6.8 uu.Junisauyu
- vwsaufubanuunaailasuld 3 du $hudu 2 Bu BawUskgadunu
nalanovufiseuduluda:qa

- awisalgnudaqoaadideu na: anaulaadislubalasy (optional indexable insert)

Q) NITTOKOHKI  Wade n apan

Model CB-01 Accessories Included
Air Pressure MPa (kgflcm?) 0.6 (6) * 2 pieces of Indexable Insert 8.4 (Installed)
Air Consumption (No-load) ~ m¢/min 015 * 2 pieces of Indexable Insert Set Screw
- . (Installed)
Free Speed min-(rpm) 28000 + 2 pieces of Indexable Insert Set Screw
3 Up to 1 mm Chamfer :
Mild Steel - + 2 mm Hex. Socket Screw Key for Chamfering
Chamfering or 1 mm Radius Adjustments
Capacity Stainless Steel* | Up to 0.5 mm Chamfer | |+ gpanner T-6F for Replacement of Indexable
Aluminum* Up to 1 mm Chamfer Insert
Chamfer Angle 45° * Bushing R 1/4 x NPT 1/4
Minimum Workpiece Thickness mm | 1.5 (0.5 mm Chamfer) Radius
P 0.5C Inlet Size R4 Wild Steel (mm) " Round
Aluminum Mild Steel Stainless Steel Mass (Weight) kg 05 Radius 1
" = *Optional indexable insert is required.
Chamfering range of operation P a

Min. Di Min. Radi Min. Depth  Min. Thick ; —

in. Diameter in. Radius _ﬂi eptl in. Thickness Chamfer Angle and Width Chamfer| X

ﬁ\ S 26 mm F § Mild Steel (mm) Stainless Steel (mm) Aluminum (mm) .45

HL Y
Z@ :% 27mm X Y X Y X Y ||/ straight
Z15mm 1 1 0.5 05 1 1
| ]
InSovauUlU
2
/‘ - IKU1EKSULILAULUNSYNAL DV3 IaIudIFUASY

- auyulanvuauaulu na:auuan

- invdaAuanIWarinkuanUNIOMsauyulaag LU

Specifications Accessories Included
et L2 + Indexable Insert 9.525
Air Pressure MPa (kgflcm?) 0.6 (6) (Installed)
Air Consumption mmin 04 * Indexable Insert 9.525
116 m (No-load)
+ Adjustment Gauge
Free Speed min-'(rpm) 15000
+ Spanner T-9F
Chamfering Capacit LA
g apacity or 2 mm Radius + Protective Cap

g ChaieiEhgle 45 * Hook Spanner 58-65

CB-02 2R Inlet Size Rc 1/4
Mild Steel Mass (Weight) kg 18 + Bushing R 1/4 x NPT 1/4
Chamfering range of operation Chamfer Angle, Width and Radius
Min. Diameter ~ Min. Radius Min. Depth ~ Min. Thickness Mild Steel (mm) Mild Steel (mm)

Radius

Chamfer ‘

X
R X Y :
' \ ©, M S |v » Radius 2 " e
2 220 mm = 9 9 4 |/ Straight
=10mi

3
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147 mm y/ Specifications
Model ACH-16 ‘ CH-24
Air Pressure MPa (kgflcm?) 0.6 (6)
Air Consumption (No-load) m*/min 0.15 0.2
Strokes per Minute min”! 6000 4000
Shank Size mm 10.5 Round 12.7 Square
Inlet Size Rc 3/8
Mass (Weight) kg 0.9 1.7
+ TQ03431 Flat Chisel + TP15166 Curved Flat Chisel
HERZESATES IEWEED . élgssrﬂge NaexNpTaE | é'ﬂiﬁﬂ'; B 38X NPT 38
* Hose Nipple R 3/8 x 3/8 * Hose Nipple R 3/8 x 3/8

Optional Chisels for Air Chipper ACH-16

Ref. No. PN Description Sales Unit
1 TQ03431 Flat Chisel 20 x 120
2 TQ03452 Flat Chisel 20 x 180
1 piece
3 TQ03453 Curved Flat Chisel 20 x 120
4 TQ03549 Flat Chisel 11 x 120

Optional Chisels for Air Chipper CH-24

CH-24 Ref. No. PN Description Sales Unit

5 TP15233 Flat Chisel 25 x 155

6 TP15234 Straight Flat Chisel 12.7 x 165 1 piece

7 TP15166 Curved Flat Chisel 25 x 155

180 mm 120 mm 120 mm/ 155 mm 165 mm 155 mm
—
L L
20 mm 20 mm 20 mm 11 mm 25 mm 12.7 mm 25 mm

unit: mm
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- IKUEIKSULIUBDUIB KSoNs:uduNsTusUTak:iinu

. awnsalsadaluwunnaulod

- noailaguaonanalaviy ogUs:KeganalunIsitvu

LA S s Specifications
Model A-300
Air Pressure MPa (kgflcm?) 0.6 (6)
160 mm Air Consumption (No-load) m3¥min 0.3
Strokes per Minute min-! 2600
Shank Size mm 10
A-300 Inlet Size Re 1/4
(57 A-300 Tusouaanana) Mass (Weight) ko 1.7
; +Bushing R 1/4 x NPT 1/4
Accessories Included + Hose Nipple R 1/4 x 1/4
*Chisels are not included as standard.
Optional Chisels
PN: TP00572 PN: TP00573 PN: TP04606 PN: TP00575
Blank Chisel Flat Chisel Sheet Metal Chisel A Sheet Metal Chisel B
No.1001 No.1002 No.1003 No.1004
Cmmng s o e e, [ T——
Puts increased efficiency into scraping, ) )
For a variety of sheet metal work, peeling spot welds, and cutting ) Just the chisel for cutting off
bending, and rivet closing jobs off bolts and pins Cuts shapes in sheet metal fast sheet metal body panel
PN: TP00576 PN: TP00577 PN: TP00578 PN: TP00579
Silencer Cutting Chisel Rubber Bushing Remover Spot Weld Booster Bushing Tool
No.1005 No.1006 No.1007 No0.1008
i TR, ST B o eneirmamberin.§ reosenl Y ey h—

A quick cut-off chisel for muffler piping

Helps you remove idle arm sleeves
and bushings in record time

Ideal for peeling off spot welded points
and cutting off pins

Puts speed and ease into the job
of bushing insertion

For driving out pins and rivets,
and fitting and removing bearings and races

A faster servicing aid in removing bushings

Opens holes for bolts and rivets

PN: TP00580 PN: TP00581 PN: TP00582 PN: TP00583

Punch Bushing Removing Tool Sheet Metal Punch 20 mm Bending Chisel

No.1009 No.1010 No.1011 No.1012
T h e gE—y ey e

Help you in peening and removing slag
around welds

V

Disconnecting tie rod ends and ball joints

D~

Disconnecting tie rod ends and ball joints

—

Disconnecting tie rod ends and ball joints

PN: TP00584 * PN: TP00586 * PN: TP00585 * PN: TP00589
Fork Chisel 24 Fork Chisel 35 Fork Chisel 15 38 mm Scraper
No.1013 No.1016 No.1017 No.1018

»-—-:

Peeling paint & removing must from
iron plate

|

Removing rivets from brake
lining of heavy duty cars

ey

Caulking brake lining of heavy duty cars

Mount this part when using Fork Chisel 24,
Fork Chisel 35 or Fork Chisel 15.

A43

PN: TP00590 PN: TP00591 PN: TP04995 PN: TP05244

60 mm Scraper 60 mm Concave Scraper Sheet Metal Chisel C Moilpoint Chisel

No.1019 No.1020 No.1023 No.1024

’ﬂ— S T

Breaking-up concrete, removing sand

Peeling paint & removing rust from iron plate, Removing incrustation from pipe Cuts shapes in sheet metal fast from castings

PN: TP05775 PN: TP05801 PN: TQ02662 *An order is available from one piece.

Rivet Removing Punch Rivet Caulking Chisel Fork Chisel Spring

No.1025 No0.1026

*Fork Chisel Spring must be mounted in
order to use Fork Chisel 24,
Fork Chisel 35 or Fork Chisel 15.
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Model 5250 | S-500 | §-1000

Air Pressure MPa (kgflcm?) 0.6 (6)

Air Consumption (No-load) m?/min 0.27

Strokes per Minute min-' 2500

Shank Size mm 12.7

Inlet Size Rc 1/4

Mass (Weight) kg| 44 47 | 61
+No.2005 38 mm Bend Scraper (Installed)

Accessories Included * Hose Lock Nut M16
+ Hose Nipple 3/8

Optional Chisels

Ref. No. PN Description Sales Unit
1 TP03645 No.2001 60 mm Scraper
2 TP03646 No0.2002 38 mm Scraper
3 TP03647 No.2003 Blank Chisel
4 TP04010 No.2004 60 mm Concave Scraper 1 piece
5 TP04552 No.2005 38 mm Bend Scraper
6 TP04553 No.2006 60 mm Concave Bend Scraper
7 TP04554 No.2007 60 mm Bend Scraper
1 2 3 4
180 180 180 177
&L/ €/ 1/ N/
60 38 16 dia. 60
5 6 7
180 180 180
4/ N/ |//
38 60 60 unit: mm
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« Lightweight model

* Universal model

237 mm

P ETGHIGET:
ETIEHISETLY,

167 m

 — 264 mm —

* Heavy-duty model

3

Model JC-16 JEX-24 JEX-28
Alir Pressure MPa (kgflcm?) 0.6 (6)
Air Consumption (No-load) */min 0.15 0.27 0.35
Strokes per Minute min”* 4000 4000 4500
Inlet Size Rc 3/8
Mass (Weight) kg 1.4 2.7 3.5

Accessories Included

+ 29 pieces of 2 mm x 150 mm Needles
(Installed)

+ 29 pieces of 2 mm x 150 mm Needles

+ Bushing R 3/8 x NPT 3/8

+ Hose Nipple R 3/8 x 3/8

+ 23 pieces of 3 mm x 180 mm Needles
(Installed)

+ 6 mm Hex. Socket ScrewKey

* Bushing R 3/8 x NPT 3/8

+ Hose Nipple R 3/8 x 3/8

+ 28 pieces of 3 mm x 180 mm Needles
(Installed)

+ 14 pieces of 4 mm x 180 mm Needles

+ Needle supporter 4 mm

+ 6 mm Hex. Socket Screw Key

+ Bushing R 3/8 x NPT 3/8

+ Hose Nipple R 3/8 x 3/8

» Small and lightweight model

* Medium duty model

* Reduced vibration model

Model JT-16 | JT20 | JEX-20

Air Pressure MPa (kgflcm?) 0.6 (6)

Air Consumption (No-load) me/min 0.16 0.2 0.2

Strokes per Minute min”' 6000 4000 4000

Inlet Size Rc 3/8

Mass (Weight) kg 0.8 24 2.75
+ 6 pieces of 3 mm x 180 mm Needles + 12 pieces of 3 mm x 180 mm Needles + 12 pieces of 3 mm x 180 mm Needles

(Installed) (Installed) (Installed)

Accessories Included + 6 pieces of 3 mm x 180 mm Needles + 12 pieces of 3 mm x 180 mm Needles + 12 pieces of 3 mm x 180 mm Needles
* Bushing R 3/8 x NPT 3/8 + Bushing R 3/8 x NPT 3/8 + Bushing R 3/8 x NPT 3/8
+ Hose Nipple R 3/8 x 3/8 * Hose Nipple R 3/8 x 3/8 + Hose Nipple R 3/8 x 3/8
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* For Grinding Wheel 58 mm
» Compact and lightweight type

224 mm— |

m..

85 mm I i

* For Grinding Wheel 100 mm

» Powerful type

POWER TOOL

MACHINE TOOL

ELECTRIC
SCREWDRIVER

. In30VIFYSEIKSUIUKUN

SPRING
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AIR BLOWER
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90 mm ?x 90 mm

224 mm

|_MG-40_[d4

* Lever switch type

» Depressed center
wheel 100 mm

215 mm/‘
¥

NK3 40

* Ring switch type
* Depressed center
wheel 100 mm

Model MYG-25 MYG-40 [ MG-40 Lever Type [ MG-40 Ring Type
Air Pressure MPa (kgflcm?) 0.6 (6)
Air Consumption m*/min 0.42 (No-load) 0.50 (No-load) 0.69(Load) | 0.50 (No-load)
Free Speed min-(rpm) 19000 13000
Depressed Center Grinding Wheel —mm 58 100
nlet Size Rc 1/4 Rc 3/8 Rc 1/4
'Mass (Weight) kg 0.6 1.5 1.6 1.4
* 5 mm Hex. Socket Screw Key |, + 5 mm Hex. Socket Screw Key |+ 5 mm Hex. Socket Screw Key
g + 19 mm Single Ended Spanner 5 mm Hex. Socket Screw Key |, 6 mm Hex. Socket Screw Key |+ 6 mm Hex. Socket Screw Key
Accessories Included Grindina Wh + 6 mm Hex. Socket Screw Key
. g Wheel GS #80x 58 |, Bushina R 3/8 x NPT 3/8 * Spanner 19 + Spanner 19
* Bushing R 1/4 x NPT 1/4 9 * Bushing R 3/8 x NPT 3/8 * Bushing R 1/4 x NPT 3/8
270mm™ | 238mm— |
Model MYG-70 Lever Type ‘ MYG-70 Ring Type
r ‘ Air Pressure MPa (kgflcm?) 0.6 (6)
103 mm Air Consumption m3/min 0.70 (No-load) 0.95 (Load)
Free Speed min-'(rpm) 7600
Depressed Center Grinding Wheel mm 180
Inlet Size Rc 3/8
Mass (Weight) kg| 2.5 (with handle) ‘ 2.4 (with handle)

* Lever switch type

* For Grinding wheel 180 mm

» Heavy grinding type
- -
IASOVYUQ
132 mm4

> .

72 mm

| ®
-

1-12"&2"

* For Abrasive disks 17,

* Compact and

* Ring switch type

* For Grinding wheel 180 mm
* Heavy grinding type

o

81 mm

Accessories Included

* Handle
+ 6 mm Hex. Socket Screw Key
+ 10 mm Hex. Socket Screw Key
* Bushing R 3/8 x NPT 3/8

- IKU:dKSULIUYQ Ha:daduvlak: 0alitow TU wanadn na:daqdu)

. JS:uUS:UNgAUANULIY IWDAAIFEVSUNIUYUETEU

7omm— |

le

» For Abrasive disk 100 mm

« Light sanding type

7

* Ring switch type
* For Abrasive
disk 180 mm
* Medium sanding type

gmmoD lightweight type * Japanese model
Model MYS-20 [ MYS-40 [ MYS-70

Air Pressure MPa (kgflcm?) 0.6 (6)
Air Consumption (No-load) —m®/min 0.42 0.45 0.9
Free Speed min-'(rpm) 19000 13700 7600
Abrasive Disc 1,1-1/2"and 2 100 mm 180 mm
Inlet Size Rc 1/4 Rc 3/8
Mass (Weight) kg 0.6 11 24

+ 2 pieces of 14 mm Single |+ Assortment of Sample Abrasive Disc Contains: + 5 mm Hex. Socket + Handle

Ended Spanner 2 each of #60, #80, #100 and #120 1” Abrasive Disc Screw Key * 41 mm Single Ended
A ies Included +Bushing R 1/4 x NPT 1/4 |2 each of #60, #80, #100 and #120 1-1/12” Abrasive Disc |+6 mm Hex. Socket Spanner
s IR + 1" Dis¢ Sanding Pad 2 each of #60, #80, #100 and #120 2" Abrasive Disc Screw Key + 10 mm Hex. Socket
+1-1/2" Disc Sanding Pad + Bushing R 1/4 x NPT 1/4  Screw Key
+ 2" Disc Sanding Pad

( Qs wasIBuQiUIAUAKIN A55)
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BELTON
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2d9mm— | 278mm— |
e et
,; . )
/ 252 mm

« Belt size 20 mm (W)

* Belt size 20 mm (W)

@ NITTO KOHKI  Made in Japan [ @ |

" Beltsize 10 mm (W) The Idle Pulley e e ey, - Belt size 30 mm (W)
for B-20CL is ted on both
supported on one S.lgppor €d on bo
side only. sides.
B-10CL B-20CL \ B-20CL-A [ B-30CL
Air Pressure MPa (kgflcm?) 0.6 (6)
Air Consumption (No-load) m*/min 0.4 0.48 0.82
Free Speed min-(rpm) 17000 18000 15000
'Belt Speed m/min 1120 2770 2310
Belt Size mm 10 x 330 20 x 520 30 x 540
nlet Size Rc 1/4
'Mass (Weight) kg 0.9 1.6 [ 1.5 2.4

Accessories Included

+ 2 pieces of of Abrasive Belt
Z#60 x 10 mm (1 piece installed)

+ Abrasive Belt Z#80 x 10 mm

+ Abrasive Belt Z#100 x 10 mm

+ Abrasive Belt Z#120 x 10 mm

+ 1.5 mm Hex. Socket Screw Key

+4 mm Hex. Socket Screw Key

+ 2 pieces of of Abrasive Belt Z#60 x 20 mm
(1 piece installed)

+ Abrasive Belt Z#80 x 20 mm

* Abrasive Belt Z#100 x 20 mm

* Abrasive Belt Z#120 x 20 mm

+ 2.5 mm Hex. Socket Screw Key

4 mm Hex. Socket Screw Key

+ 2 pieces of of Abrasive Belt
Z#60 x 30 mm (1 piece installed)

+ Abrasive Belt Z#80 x 30 mm

+ Abrasive Belt Z#100 x 30 mm

+ 5 mm Hex. Socket Screw Key

+ Handle Assy

+ Bushing R 1/4 x NPT 1/4

+ Bushing R 1/4 x NPT 1/4 * Bushing R 1/4 x NPT 1/4

+ Convex Shoe

( Qs wasIBuQUIAUAKIN A56)
BABY BELTON - daAdavdihkunIuY sunan:rasa nalkriavdadigau

- &@W1SAUSURANILANSKYUYOENEWIUIGUKUN-NaEKaLIa

- WIU2DNIUULNTKIKUAURLANUQEEIA:UIN FoAaavIa:a:adnuMsisonu

249 mm

* Belt size 20 mm (W)

* Ring switch type
* Belt size 10 mm (W)

« Lever switch type
« Belt size 10 mm (W)

77mm 103 mm

77 mm

Model BB-10B Lever Type BB-10B Ring Type [ BB-20
Air Pressure MPa (kgflcm?) 0.6 (6)
Air Consumption (No-load) m?*/min 0.2 0.43
Free Speed min-(rpm) 17000 16000
Belt Speed m/min 1120 1100
Belt Size mm 10 x 330 20 x 330
nlet Size Rc 1/4
Mass (Weight) kg 0.55 0.5 0.8
+ Abrasive Belt Z#100 x 10 mm |« Abrasive Belt Z#100 x 10 mm (Installed) | + Abrasive Belt Z#60 x 20 mm + Shoe
(Installed) + Abrasive Belt Z#120 x 10 mm (Installed) + Dust Cover
+ Abrasive Belt Z#120 x 10 mm | Abrasive Belt Z#180 x 10 mm + Abrasive Belt Z#120 x 20 mm |+ Bushini
Peressaies ek « Abrasive Belt Z#180 x 10 mm |+ Abrasive Belt Z#240 x 10 mm * Abrasive Belt Z#240 x 20 mm R 1/4 x NPT 1/4
+ Abrasive Belt Z#240 x 10 mm |+ 1.5 mm Hex. Socket Screw Key + 2.5 mm Hex. Socket Screw Key
+ 1.5 mm Hex. Socket Screw Key |+ Bushing R 1/4 x NPT 1/4 + 3 mm Hex. Socket Screw Key
+ Bushing R 1/4 x NPT 1/4 + Offset Bracket Ass'y
+ Offset Bracket Ass'y

( Qs wasIBuaUIAUAKIN A57)
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NITTO KOHKI

COUPLING

POWER TOOL

MACHINE TOOL

COMPACT MULTI SANDER

1IASOVIQNS:QNYNSTY

With 2” Round Pad

Speed Adjustment

With Finger Pad

Turn the adjust valve to
limit the tools speed. Adjust
the speed according to the
workpiece material, grit of
sand paper, and the desired
surface finish.

- awsnivaguganwugalanoiuu Round Pad /
Finger Pad la: RectangularTUIﬂ"ﬁla\)lﬁﬂj

- @UNSTANAVEUMIUATULNQIENWIAY AJ85ada
Finger Pad
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Orbital Movement (Rectangular Pad, Finger Pad)

SPRING
BALANCER

ELECTRIC

SCREWDRIVER AIR BLOWER
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Orbit of Rectangular Pad

Orbit of Finger Pad

Offset rotation makes above orbit

Dual Action Movement (2” Round Pad)

Offset rotation and self rotation
makes orbit as shown on the left.

Pad Replacement

Pad replacement can easily
be made with the included
spanner 10 and 4 mm hex.
socket screw key.

In case of 2” round pad, only
the spanner 10 is used. Use
a suitable pad in accordance
with the work area or area to

‘ Adjust Valve
Pl — be sanded.
Specifications Optional Accessories
Model CMX-20 Ref.No., PN Description Sales Unit
Air Pressure MPa 06 TB11010 | 26 x 50 mm Velcro Abrasive Paper #80
p ; T
Air Consumption (No load) mmin 0.5 1| TB1011 | 26 x 50 mm Veloro Abrasive Paper #120 100 pos. fset
Orbit Diameter mm 2
Mass (Weight) kg 0.53 (without pad) TB11012 | 26 x 50 mm Velcro Abrasive Paper #180
The rectangular pad comes mounted to the tool. 2 TB11049 | 26 x 50 mm Velcro Non-woven Abrasive Paper #320 | 50 pcs. /set
Accessories Included TB11013 | 2” Velcro Abrasive Paper #80
+ 2 pieces of 2" Velcro Abrasive Disc #80 + 2" Round Pad B TB11014 | 2" Velcro Abrasive Paper #120
2 pieces of 2" Velcro Abras!ve D!sc #120 + 16 mm Finger Pad TB11015 | 2" Velcro Abrasive Paper #180
* 2 pieces of 2" Velcro Abrasive Disc #180 * 4 mm Hex. Socket Screw Key - - 100 pcs. / set
+ 2 pieces of 26 x 50 mm Velcro Abrasive Sheet#80 |+ Bushing R 1/4 x NPT 1/4 TB11016 | 16 mm Self Adhesive Abrasive Paper #80
+ 2 pieces of 26 x 50 mm Velcro Abrasive Sheet #120 |+ Ultra-thin Wrench SNT1012 4 TB11017 | 16 mm Self Adhesive Abrasive Paper #120
°2 p!eces of 26 x 50 mm VeIcrq Abraswg Shegt#180 + Tool Box TB11018 | 18 mm Self Adhesive Abrasive Paper #180
+ 5 pieces of 16 mm Self Adhesive Abrasive Disc #30
+ 5 pieces of 16 mm Self Adhesive Abrasive Disc #120
« 5 pieces of 16 mm Self Adhesive Abrasive Disc #180 [ 2 g %
Accessories Sanding Pad -_FEE 5 . L.b‘ = 1&‘ e =
Type of Pad RectangularPad | 2” Round Pad | 16 mm Finger Pad Reng e L
Free Speed mint 13000 14500 13000 '
Paper Size mm 26 x50 50 dia. 16 dia. For Rectangular Pad  For Rectangular Pad ~ For 2" Round Pad  For 16 mm Finger Pad
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= ,;;;c Model FS-50A [ FS-100C
— “g‘:\ e Air Pressure MPa (kgflcm?) 0.6 (6)
4 Co ' Air Consumption 3
% > "v (Novload) m?/min 044 02
7 82 mm Free Speed min-(rpm) 15000 20000
L Orbit Diameter mm 1.2 15
E g Pad Size mm 75x 82 110 x 100
= > Paper Size mm 70 x 114 114 x 140
Z 110 mm Intel Size Rc 1/8
100 mm Mass (Weight) kg 0.5
@ + Air Hose H Ass’y
_ . + 5 pieces of Sanding Paper #180
FS-100C Aeesseres lrele e * 5pieces of Sanding Paper #240
* Bushing R 1/4 x NPT 1/4

Optional Accessories Round-Pad for FS-100C
Ref. No. PN Sales Unit Model

Description
TA99828 Rubber Pad

The pad is made of sponge rubber and

1 .

2 TB02240 Dust Collector 1 plece FS-50A g conforms easily to the shape being

3 TA9A367 Rubber Pad worked. Double-stick tape is used with
4 TA91474 Round Pad 1 piece round pad.

5 TB02235 Dust Collector

TA9A265 Sanding Paper #100
TA9A266 Sanding Paper #120
TA9A267 | Sanding Paper #150 ) y -

6 TA9A268 Sanding Paper #180 200 pcs./set T R T
TA9A269 |  Sanding Paper #240 \,/ ’\;‘:- \/ F :
TA9A270 Sanding Paper #280
TA9A271 Sanding Paper #320 Rubber Pad Dust Collector Round Pad Sanding Paper

LINE SANDER

IASOVYANS:QNUNSI1YS:UUIAUKUN-009KAL

1&3 2&5 4 6

FS-100C

% - IKUEEKSULUTaIVWURDTaK: VLT VIUWANEaNIA:IEQD US|
g p: / + (IASOLHUNKUNILIWEY 750 NSU
- ) . 1AS ) D : Tud:In )
':9 LS-10 IASDVNIVIUIVYU llAzlIsVdud:inoua
. Model LS-10
Air Pressure MPa (kgflcm?) 0.6 (6)
Air Consumption (No-load) m*/min 0.11
l 103 mm Free Speed min-! 4000
55 mm \/ Stroke Length mm 4
~ ‘ Pad Size mm 55 x 103
Optional Accessories Paper§ ze mm il
Ref. No. PN Description Sales Unit Intel Size RC1/8
1 TB02244 Dust Collector Mass (Weight) kg 075
2 TA96665 Rubber Pad 1 piece + Air Hose E Ass'y
& TA96739 Block Rubber Pad + Block Rubber Pad
3 + Base Plate A Ass’
; o it e e + 5 pieces of Sandir¥g Paper #240
1 2 < - 3 + 5 pieces of Sanding Paper #320
N \/ ﬁ + Bushing R 1/4 x NPT 1/4

Dust Collector Rubber Pad Block Rubber Pad x x
Special Sanding Pad
Abrasive Paper " The Block Rubber Pad

Cut standard size paper (9"x11”) into 8 pieces, as shown ‘ 1/8 . A§sembly can be easily
below. for dry sanding, use an open coat abrasive paper A % W trimmed to conform to the
with silicon carbide or aluminium oxide abrasive grains T shape being worked and is

to prevent clogging, improve grinding efficiency, and H
prolong the life of the paper. available as an accessory
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Model OSV-60A
Air pressure MPa (kgflcm?) 0.6 (6)
Air Consumption (No-load) m3/min 0.68
Free Speed min” (rpm) 8500
OSV-60A 49
_ C E Orbit Diameter mm 10
Paper Size mm 150 (6")
Random orbital action creates a professional finish Pad Type PSA with 6 holes
Inlet Size Rc 1/4
By offseltting the.san'ding pad shaft., fast Mass (Weight) kg 2
aggressive sanding is achieved while
dramatically reducing swirl patterns. + Dust Collection Assy with Dust Bag
Speed adjustment allow for the best speed for Accessories Included + Single Ended Spanner 17
the best job. *Bushing R 1/4 x NPT 1/4
* Brush

PALM ORBITAL SANDER

1IASOVYANS:QNYNS1YS:UUTQIU

- 1A%2VTMKUNILIWEY 690 NSW

- diASavdunUala 30lsvIUAaDLA la:aIUISNAIUAUAANIY
misrhoulave

- 1A30VMYILUA2EALIEISDUELEY 10,000 SaU / UNA

- TslaAunwudausuna 125 bw. (57) 1azuuna 150 wu (6")

. @wnsausunISISOUYDYIAZaVIaNUANGUNISTEVU

Model APS-125 ‘ APS-150
Air pressure MPa (kgflcm?) 0.6 (6)
Air Consumption (No-load) m3/min 0.45
Free Speed min”' (rpm) 10000
For Self Vacuum & Cental Vacuum
Orbit Diameter mm 5
The non-vacuum model is available from stock and can easily be ' » »
modified to self-vacuum or central vacuum type. Pl St mm 125 (5') 150 (6")
Self Vacuum Central Vacuum Pad Type Leevtif:ﬁrsor: gfteelscro Velcro with 6 holes
e‘. @ Inlet Size Re 1i4
: \ Mass (Weight k 0.69 0.72
o ) « 17 mm Single Ended Spanner
Accessories Included + Bushing R 1/4 x NPT 1/4
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\/-136 mm)

* For all grinding, deburring and
finishing jobs.
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* For all grinding, deburring
and finishing jobs.
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@ NITTO KOHKI  Made in Japan [ @ |

\/ 168 mm
L-35RA

« Special design for rotary burrs

« Spacial design for rotary burrs

Model L-25B Lever Type \ L-25R Ring Type \ L-35C Lever Type | L-35RA Ring Type

Air pressure MPa (kgflcm?) 0.6 (6)

Air Consumption oy

(No-load) m¥/min 0.4 0.35

Free Speed min (rpm) 27000 37500

Chuck Size mm 6

Inlet Size RC 1/4

Mass (Weight) kg 0.6 (without hose) 0.45 (without hose)
* 14 mm Single Ended Spanner * 14 mm Single Ended Spanner + 2 Pieces of 14 mm Single + 2 Pieces of 14 mm Single
* Mounted Wheel No.2 (16 x 32 mm) |+ Mounted Wheel No.2 (16 x 32 mm) | Ended Spanner Ended Spanner

Accessories Included * Mounted Wheel No.3 (19 x 20 mm) |+ Mounted Wheel No.3 (19 x 20 mm) |+ Mounted Wheel 13 x13 x 6 x 38 |+ Mounted Wheel 13 x13 x 6
+ Chuck Pin + Chuck Pin + Bushing R 1/4 x NPT 1/4 x 38
+Bushing R 1/4 x NPT 1/4 + Hi Cupla 200-30SH + Hi-Cupla 200-30SH

(QswasIBuaUIAUAKIN A57)

AIR SONIC
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Model AL-55A
Air pressure MPa (kgflcm?) 0.6 (6)
Air Consumption (No-load) m*/min 0.17
Free Speed min” (rpm) 56500
Chuck Size mm 3
/ Inlet Size G 1/4
/ Mass (Weight) kg 0.27
22mm 0D + 7 X9 mm Spanner
Accessories Included ' IMO;LTn\t/gEje\r/]\lcr?eel 5x13x3
« Bushing R 1/4 x NPT 1/4

A51
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NITTO KOHKI

COUPLING

SUPER HAND
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177 mm

Reciprocating motion
9 mm stroke

SH-100A

* Rugged construction
for reliable performance.

/

182 mm

/ ’ Reciprocating motion
9 mm stroke
ASH-900

» Weight reduced by
half for comfortable
operation over

long period of time.

POWER TOOL

MACHINE TOOL
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ELECTRIC
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AIR BLOWER

Model SH-100A \ ASH-900
Air pressure  MPa (kgflcm?) 0.6 (6)
Air Consumption "
(No-load) m/min 0.24 0.13
Stroke Speed min-! 3700 6300
Stroke Length mm 9
File shank Size mm 6.3 \ 5.0
Inlet Size Rc 1/4
Mass (Weight) kg 11 0.5

Accessories Included

+ Rat Tail File SF-10

« Triangular Taper File SF-11

+ Half Round File SF-12

+ Flat File SF-13

+ 3 mm Hex. Socket Screw Key
+ Bushing R 1/4 x NPT 1/4

+ Air Hose E Ass'y

* Flat File SF-13

+ Rat Tail File SF-10
« Triangular Taper File SF-11
+ Half Round File SF-12

+ 2.5 mm Hex. Socket Screw Key
+ Bushing R 1/4 x NPT 1/4

[(@ | veceruspen INHON QLLIN @ m

(QswaIBUQIRUIAUAKLN AS8)

SUPER HAND LIGHT
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179 mm

' N

Reciprocating motion
4 mm stroke

/#
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Model SHL-40

Air pressure MPa (kgflcm?) 0.6 (6)
Air Consumption (No-load) m3/min 0.07
Stroke Speed min”' 9000
Stroke Length mm 4
File shank Size mm 3.0
Inlet Size RC 1/4
Mass (Weight) kg 04

* Flat File LF-13
Accessories Included + 2 mm Hex. Socket Screw Key

+ Bushing R 1/4 x NPT 1/4

( QS WaIBYQIRUIGUAKLN ASS)

MICRO AIR HAND

InSova:luausovdn 0.5 na: 2.2 Uu.
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/

176 mm

/

’ Reciprocating motion
0.5 mm stroke

f I Reciprocating motion

2.2 mm stroke

Model MAH-05 \ MAH-16
Air pressure MPa (kgflcm?) 0.6 (6)
Air Consumption (No-load) m3/min 0.07
Stroke Speed min”' 22000 11000
Stroke Length mm 0.5 2.2
File shank Size mm 3
Inlet Size RC 1/4
Mass (Weight) kg 0.37
« Flat End Diamond File
f * Round End Diamond File
Accessories Included + 2 mm Hex. Socket Screw Key
+ Bushing R 1/4 x NPT 1/4

(QswaIBuQIRUIAUAKLN A58)
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NITTO KOHKI

COUPLING POWER TOOL

BURR CUTTER

InSovauAusiak:

ELECTRIC

MACHINE TOOL SCREWDRIVER

SPRING

BALANCER AIR BLOWER

« auisausundWISasaulumsritviulaaunsisvIu

. s:uUMSHVIUYDVIAZDVR:EUITonaUasaaniu

gochikuvAv:auAuslak: (Push-to-engage) ¥28TKEULIU

Tuideke na:lunanaindou

« MsnoalUaguaanim:inlave 1a:sdaisd

Q283aKIIUADNTY 3 Yua

Model BC-005

Air pressure MPa (kgflcm?) 0.6 (6)
Air Consumption (No-load) m*/min 0.22
Free Speed min“(rpm) 420
Deburring Hole diameter mm 31034
Countersink Shank Size mm 6, 8, 10, 12*
Inlet Size Rc 1/8
Mass (Weight) kg 0.75

* Chuck 6 mm

+ Chuck 8 mm
Accessories Included gﬂg;lér:gorgmB a(‘hnSta"ed)

+ 2.5 mm Hex. Socket Screw Key

+ Bushing R 1/8 x NPT 1/4

*Chuck 12 mm is optional. (PN: TB09876)

Countersinks are not provided with the tool. Please purchase them locally.

(QswasI3uaIiUIaUAKIN A58)

SUPER SAW

LM EREE)

A53

SSW-110
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Model SSW-110

Air pressure MPa (kgflcm?) 0.6 (6)

Air Consumption (No-load) m¥/min 0.29

Stroke Speed min’! 7000

Stroke Length min-' 1

Capacity (Max.plate thickness) mm 3

Inlet Size Rc 1/4

Mass (Weight) kg 0.62
+ 2 pieces of 32 TPI Saw Blade

Accessories Included + 3 mm Hex. Socket Screw Key
+Bushing R 1/4 x NPT 1/4

(Qs18a:BuQINUIAUAKUN A58)
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@ COUPLING powerToOL [ MACHINETOOL I soReiRico B AR AIR BLOWER

AIR DRILL
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- awnsausukyunsilanvse - U
Model ADR-65 ADR-100
Air pressure MPa (kgflcm?) 0.6 (6)
Air Consumption (No-load) m3/min 0.55 0.67
Free Speed min-(rpm) 2900 2000
Max. drilling Capacity mm 6.5 10
ADR-65 Inlet Size RC 1/4
Mass (Weight) kg 0.8 1.1
+ Drill chuck (Installed)
Accessories Included * Chuck Handle
+ Bushing R 1/4 x NPT 1/4
| 196 mm + Cupla 30SH

Reversible

Change rotation direction by turning the valve as indicated.

145 mm

Forward Reverse

Variable speed adjustment
Turn the speed control nut
to change the R.P.M.

ADR-100

Optional Accessory

PN Description Sales Unit

TQ10969 Hanger 1 piece
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a (QAUATINKUA A46)
Grinding Wheels for MYTON MYG-25 Abrasive Discs and Disc Pads for MYTON MYS-20
PN Description Sales Unit | Abrasive Disc Disc Pad |Sales Unit
PN Description Sales Unit Appearance
c TB10986 | Abrasive Disc 1" x #40
S | TB11078 | GS#46x 58 mm -
_C, 5 pes./set TB10987 | Abrasive Disc 1" x #60 .
g | TBI1079 /GS#60x 58 mm TB10988 | Abrasive Disc 1" x #80 1" Diso
© Sanding
= TB11077 | GS#80 x 58 mm 10 pes./set TB10989 | Abrasive Disc 1" x #100
_— 25 pcs./set 1 piece
% TB11080 | GS#100 x 58 mm TB10990 | Abrasive Disc 1" x #120 -
0 5 pes./set S
2 | 1n081 | cSH20x 58 mm TB10991 | Abrasive Disc 1" x #180 ‘
E TB10992 | Abrasive Disc 1" x #240
Z Flap Discs for MYTON MYG-25 TB10993 | Abrasive Disc 1" x #320
PN Description Sales Unit Appearance TB10994 | Abrasive Disc 1-1/2” x #40
) TB10995 | Abrasive Disc 1-1/2” x #60
TB11229 | Myton Disc Z Z#40 x58 TQ14383
TB10996 | Abrasive Disc 1-1/2" x #80 1-1/2" Disc
TB11230 | Myton Disc Z Z#60 x58 g Sanding Pad
. TB10997 | Abrasive Disc 1-1/2" x #100
TB11231 | Myton Disc Z Z#80 x58 5 pcs./set 25 pes./set 1 piece
ﬁ TB10998 | Abrasive Disc 1-1/2” x #120 !
TB11232 | Myton Disc Z Z#100 x58 -
TB10999 | Abrasive Disc 1-1/2” x #180 “
TB11233 | Myton Disc Z Z#120 x58
TB11000 | Abrasive Disc 1-1/2" x #240
TB11234 | Myton Disc SA A#40 x 58
i X TB1001 | Abrasive Disc 1-1/2” x #320
TB11235 Myton Disc SA A#60 x 58 TB11002 | Abrasive Disc 2” x #40
TB11236 | Myton Disc SA A#80 x 58 | 5 pcs./set TB11003 | Abrasive Disc 2” x #60
) “ TQ14382
TB11237 | Myton Disc SA A#100 x 58 Designed for curve TB11004 | Abrasive Disc 2” x #80 2" Disc
sanding. Sanding Pad
TB11238 | Myton Disc SA A#120 x 58 TB11005 | Abrasive Disc 2" x #100
25 pes./set 1 piece
*Please use commercially available consumables for MYG-40/MYG-70. TB11006 | Abrasive Disc 2" x #120 oy
TB11007 |Abrasive Disc 2" x #180 ‘
TB11008 | Abrasive Disc 2" x #240
TB11009 | Abrasive Disc 2" x #320

*Please use commercially available consumables for MYS-40/MYS-70.

Optional Accessories

Ref. No. PN Description Sales Unit Remarks
1% TB08265 |Handle Ass'y 1 set Standard accessory of MYG-70 °

2* TB09680 | Side Handle Ass'y (anit-vibration type) | 1 set Standard accessory of MYG-50

3 TA90078 | Rubber Pad Ass’y 1 piece For MYS-40 1 2 3

*Handle Ass’y and Side Handle Ass'y can be used on MYG-40,MG-40 and MYG-70.
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Abrasive Belt for BELTON-10 Abrasive Belt for BELTON-10
Belt Size : 6 mm x 330 mm (Wx L) Belt Size : 10 mm x 330 mm (W x L)
Grit PN Grit N
Zirconnia (Z) Alumina (AA) Zirconnia (Z) Alumina (AA) Ceramic (CE)
#40 - #40 TB10943
#60 TB10924 #60 TB10904 TB10944
#80 TB10925 #30 TB10905 TB10945
#100 TB10926 #100 TB10906 TB10946
#120 TB10927 #120 TB10907 TB10947
#180 TB10928 #180 TB10908
#240 TB10929 #240 TB10909
#400 - TB10941 #400 TB10936
Sales Unit @ Sales Unit | — o=
50 pcs./set "‘ E 50 pcs./set w
When using the belt, optional Bracket 6 Ass’y and Shoe 6 are required. (Ref. No.5,6)
Abrasive Belt for BELTON-20 Abrasive Belt for BELTON-30
Belt Size : 20 mm x 520 mm (W x L) Belt Size : 30 mm x 540 mm (W x L)
PN PN
Grit Grit
Zirconnia (Z) Alumina (AA) Ceramic (CE) Zirconnia (Z) Alumina (AA) Ceramic (CE)
#40 TB10910 TB10948 #40 TB10917 TB10953
#60 TB10911 TB10949 #60 TB10918 TB10954
#30 TB10912 TB10950 #80 TB10919 TB10955
#100 TB10913 TB10951 #100 TB10920 TB10956
#120 TB10914 TB10952 #120 TB10921 TB10957
#180 TB10915 #180 TB10922
#240 TB10916 #240 TB10923
#320 TB10937 #320 TB10939
#400 TB10938 #400 TB10940
Sales Unit sﬂ",a . s Uit | '-
20 pes.Jset 6 % 20 pes./set ‘ ﬁ
Optional Parts )
Applicable Model A
Ref. No. PN Description Sales Unit B-10CL B-20CL Geml ‘ ‘ ﬁ é ﬁs
6mm 10 mm B-20CL-A !
1 TB09997 | Offset Bracket 10 Ass'y 1 set [ ! 2 s 4
2 TB10192 | Offset Bracket 20 Ass’y 1 set [
3 TB08150 |Offset Bracket 30 Ass’y 1 set [ / / /
4 TB09938 |Finger Pad Ass'y 1 set o z
5 TB09996 | Bracket 6 Ass'y 1 set @
6 TP14770 | Shoe 6 1 piece d ¢ ! 8
7 | TB10160 |Idle Pully Bracket Assy 1 set ° *for Abrasive belt width 6 mm
8 TB10191 | Convex Shoe 1 piece o
- TB08337 |Idle Pully Ass'y (Steel) for B-20CL-A | 1 set [
- TB08387 |Idle Pully Ass'y (Steel) for B-20CL 1 set [
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Optional Parts
|E| Ref. No. PN Description Sales Unit Model
1 TB10549 | Offset Bracket Ass'y 1 set BB-10B
& 2 TB07109 | Offset Bracket 20 Ass'y 1 set
Q.
@ . , 1 2 3 4 5
- 3 TB07224 | Tension Bar 520 Ass'y 1 set
£ . - BB-20
§ 4 TQ10701 Shoe 520 1 piece
= 5 TB07227 Finger Pad Ass’y 520 1 set
v *TB07224 and TQ10701 are used together.
I
Q Abrasive Belt for BABY BELTON-10 Abrasive Belt for BABY BELTON-20
Belt Size : 10 mm x 330 mm (W x L) Belt Size : 20 mm x 330 mm (W x L)
E Grit EN Grit PN
= i irconi i i 5
Z Zirconia (Z) Alumina (AA) Ceramic (CE) Zirconia (Z) Alumina (AA) Ceramic (CE) Non-woven
0 . : 1510943 :gg 810930 : 810958
#60 TB10904 - TB10944 -
#80 TB10905 TB10945 #80 TB10931 : 1810959
. #100 TB10932 - TB10960
#100 TB10906 - TB10946 #120 TB10933 N TB10961 B
#120 TB10907 - TB10947 #180 TB10934 - TB11047 A-M Equivalent to #180
#180 TB10908 - - #240 TB10935
#240 TB10909 - - #320 - - - TB11046 A-VF Equivalent to #320
#400 - TB10936 - #400 - TB10942 - TB11048 S-SF Equivalent to #400
20 pes./set 20 pes./set 20 pes./set 5 pcs./set
Sales Unit % @ Sales Unit =
50 pes./set ¢

AIR SONIC (QaUAINKUN A51)

Optional Accessories

Optional Accessories

LT D e AISA”S i(t)e":rllg cls-riZtS#BG(()Sales Unit:5 pos:/set] Rotary Burr for AIR SONIC L-35C (Sales Unit: 1 piece)

No.1:16x 32 | No.2: 16 x32 | No.3:19x20 | No.4:25x25 |No.1: CB1C-106| No.2: CB2C-105 | No.3: CB3C-103 |No.4: CB4C-103

PN Description | Sales Unit

= /.{;;3-’"“ / (_.x“i' a—-"/? / / /
TPo2806 | Chuck Sleeve |4 oo V v ‘ &

6x3mm

o > _
A mounted wheel or rotary burr with B |
3 mm shaft can be installed )
on L-25B and L-35C by using

the chuck sleeve 6 x 3.

PN: TB11082 | PN: TB11083 | PN: TB11084 | PN: TB11085 | PN:TB11198 | PN:TB11199 | PN:TB11200 | PN:TB11201
NO.5: 19X 28 | NO.6:25X 13| NO.7:32 X 10 | NO.8: 16 BALL |NO.5: CB5C-104/ NO.6: CB6C-102| NO.7: CB7C-103 NO.8: CB8C-105

«

PN: TB11086 | PN:TB11087 | PN: TB11088 | PN: TB11089 | PN:TB11202 | PN:TB11203 PN: TB11204 | PN: TB11205

AI R SON IC (QauADINKUY A51)

Optional Accessories
PN Description Sales Unit

TB11090 Mounted Wheel 5x13x3 10 pes./ set

_RRRRRORRE

*for AIR SONIC AL-55A
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ELECTRIC SPRING
COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER
SU PER HAN D (QaUAI™INKUN A52)
Optional Accessories Optional Accessories
Sales Unit: 5 pcs./set
Rat Tail File SF-10 Ref. No. PN Description Sales Unit
e — |
‘ 100 8 ,
PN: TB11095 w 1 TA91752 Rubber Pad Ass'y for SH-100A
Triangular Taper File SF-11
T 2 TA94625 Supporter Ass'y for SH-100A (use with TA91752) 1 set
PN TB11096 105 =
Half Round File SF-12 3 TB04319 Sanding Pad Ass'y for ASH-900
S = |
I | O
PN: TB11097 105 2 N
Flat File SF-13 _ _ﬂ '-
F [ of 3
PN: TB11098 109 2
(QaUADINKLN A52) (QAUANNKLN A52)
Optional Accessories Optional Accessories
Sales Unit: 3 pcs./set PN Description Sales Unit
Rat Tail File LF-10 o Flat End Diamond File ]
: % = TB11105 ﬁg 5 pes./set
PN: TB11092 o 65
Triangular Taper File LF-11 _ Round End Diamond File 2
‘ 0 = TB11106 Si 2 5 pcs./set
PN: TB11094 o = *
Half Round File LF-12 B il — Triangular End Diamond File
* 30 'g TB11107 5 pes./set
PN: TB11093 o
Flat File LF-13
3#____: Half-round End Diamond File 3
} i O 3]
PN, TET1091 : E e T | e
Vice Holder*
TB07506 —_ 1set
(QAUATINKU A53) (QaUADINKLN A53)
Compatibility table between chuck and countersink shank diameter Optional Accessories
. Ref. No. PN Description Sales Unit
Chuck Appearance* Countersink Shank | Overall Length
Diameter (mm) of Chucl (mm) 1 TB11099 9 TPI Saw Blade for Gypsum-bord
2 TB11100 12 TPI Saw Blade for Plywood Panel
Chuck 6 ﬁz— 6 495 3 TB1101 14 TPI Saw Blade for Plastic
: 10 pes./set
4 TB11102 18 TPI Saw Blade for Plastic
Chuck 8 ii' | 8 495 5 TB11103 24 TPI Saw Blade for Mild Steel
. 6 TB11104 32 TPI Saw Blade for Mild Steel
Chuck 10 oL 10 495 Y,
— 4
'(
Chuck 12 o 12 60
*indicates outer appearances of the chucks around the hex. Socket head set screw. -
1 2
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MACHINE TOOL

ATRA ACE MANUAL FEED
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- awnsnaaulsAulenlanvsne-uan awaANuatQuaLRIZU

« au1saUSuUALALIEISOUTKIKIN:AUYUNQUDYADNEIU

@ NITTO KOHKI  Made in Japan

623 mm
Model ARA-100A
Power Source (Single Phase) 220 - 240 V AC, 50/60 Hz
Rated Power Consumption w 1800
Rated Current A 8.2
Electric Drill No-load Speed min (rpm) 110 -210/330 - 660
Morse Taper No. MT3
Rated Dut min 30
ARA-100A ’
* Max. 100mm dia. x 75 mm deep Magnet Power Consumption W 80
Cutter Hole Diameter | Plate Thickness
One-touch Type JETBROACH 35L 17.5t0 40 13t0 35
Accessories Included
One-touch Type JETBROACH 50L 17.5t0 50 13to0 50
+ Plitot Pin 12075 + 7 x 8 mm spanner
) ) One-touch Type JETBROACH 75L 17.5t0 50 13t075
+ Side Handle + Safety Chain Hole Capacity
(mm
+ 2.5 mm Hex. Socket Sorew Key . Guard JETBROACH 75L 50 to 100 13t0 75
+ 5 mm Hex. Socket Screw Key . Oil Tank One-touch Type HI-BROACH 25L 17.5t0 35 13t0 25
+ 6 mm Hex. Socket Screw Key + Oil Tank Bracket One-touch Type HI-BROACH 50L 181035 131050
+ 8 mm Hex. Socket Screw Key + 3 pieces of Rod Handle Twist Drill Max. 32 mm dia.
* Drill Drift + Holder MT03075 Side Lock Max. Stroke mm 296
Magnet Holding Power N (kgf) 17000 (1733)
Optional Accessories
Magnet Dimensions mm 110 x 220
Ref. No. PN Description Sales Unit
traight Front to Back 2
Cutter Position Straight Front to Bac mm 0
1 TB01507 | Cutting Oil 2L Adjustment )
Swivel angle 30°
2 TB04374 | Supporting Magnet Ass'y 1 piece Power Cord Length i 5
3 TB09727 | Holder MT03075 One-Touch Mass (Weight) kg 30
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COUPLING

POWER TOOL

MACHINE TOOL

ELECTRIC
SCREWDRIVER

ATRA ACE MANUAL FEED
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316 mm

LO-3550

* Max. 35 mm dia. x 50 mm deep

SPRING

BALANCER AIR BLOWER

daipdovduunanriasa UWKUNIUT In3oUgTge Ia:a:adn

(wide flange

beam)

Az UYIVEIE-UIN

aUISAIHIKaNADTKUINIVYUNIAALIA 100 Uu.FulU

IKU1:EIKSUDIUINUUWLID WURSIAQ KEoWURAEY

Usudhikuvaanmilagvaa 10 uu. Tagnisidauluaiukun-kav

awnsnaaulsAulenlanvane-uan awAUAtQUaLKIEU

Model

LO-3550

[[@ | ueder wopen  [NHOM QLLIN @ m

Power Source (Single Phase)

220 - 240 V AC, 50/60 Hz

Accessories Included
+ Carry Case + Hex. Socket Bolt 5 x 12
+ Cutting Oil 0.5L * Hex. Socket Head Set Screw 8 x 28
+ Feed Handle + 4 mm Hex. Socket Screw Key
+ Sub Handle + 5 mm Hex. Socket Screw Key
+ Pilot Pin 08035 + Spanner 7 x 8
+ Spanner 17 + Guard
* Blade + Safety Strap
Optional Accessories
Ref. No. PN Description Sales Unit
1 TB01507 Cutting Qil 2L
2 TQ10581 Oiler No.3013
3 TB01098 Tube 4 x 7 x 300 Ass'y
4 TB07306 Labrication Adapter Ass'y 1 piece
5 TB04374 Supporting Magnet Ass'y
6 TB07696 Pipe Attachment Ass’y
*50L for Stacked plates gsnLe -;%uchh5'(l)')|/_pe JETBROACH

Rated Power Consumption W 800
Electric Drill Rated Current A 33
No-load Speed min-' (rpm) 950
Cutter Hole Diameter Plate Thickness
One-touch Type JETBROACH 25L 12to0 17 61025
Hole
Capacity (mm)
One-touch Type JETBROACH 35L 17.5t0 35 61035
One-touch Type JETBROACH 50L 12t0 35 6t0 50
Magnet Holding Power N (kgf) 5500 (561)
Magnet Dimensions mm 65 x 145
Pivot Side to Side mm 10
Cutter Position
Adjustment
Straight Front to Back mm 10
Power Cord Length m 3
Mass (Weight) kg 8.7*

*Excluding power cord and sub handle
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@ NITTO KOHKI  Made in Japan | @ |

Model WA-3500 WA-5000
Power Source (Single Phase) 110- 120 V AC,| 220 - 240 V AC, |110- 120 V AC,| 220 - 240 V AC,
9 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
Rated Power Consumption W 1100 1150
oo Rated Current Al 102 51 108 5.4
No-load Speed min (rpm) 950 350/650
Magnet Power Consumption W 34 75
Cutter Hole Diameter|Plate Thickness|Hole Diameter| Plate Thickness
One-touch Type JETBROACH 25L - - 1210 17 9t0 25
WA_35OO -C € Hol One-touch Type JETBROACH 35L 17.5t0 35 9t0 35 17.5t0 40 9t035
. ole
Max. 35 mm dia. x 50 mm deep Capacity | One-touch Type JETBROACH50L | 175035 | 91050 121050 91050
(M) 5ne-touch Type JETBROACH 75L . ; 17510 50 9t075
One-touch Type HI-BROACH 25L 141035 9t0 25 14 to 50 9t0 25
One-touch Type HI-BROACH 50L - - 140 50 91050
Max. Stroke mm 83 107
Magnet Holding Power N (kgf) 7056 (720) 9800 (1000)
Magnet Dimensions mm 92x213 101 x 201
Power Cord Length m 3 3
Mass (Weight) kg 20 23
+ Carry Case + Carry Case
+ 3 mm Hex.Socket Screw Key| * 4 mm Hex.Socket Screw Key
+ Cutting Oil 0.5L + Cutting Oil 0.5L
+ 8 x 10 mm Spanner + 8 x 10 mm Spanner
' + Pilot Pin 08035 + Pilot Pin 08050
Accessories Included « Guard « Guard
+ Side Hadle + Side Hadle
+ Chain + Chain
+ 3 mm Hex.Socket Screw Key
+ Chip Breaker

WA-5000 Optional Aeccessories

* Max. 50 mm dia. x 75 mm deep » . Applicable Model
Ref. No. PN Description Sales Unit
WA-3500 | WA-5000
1 TB05186 | Chip Breaker Ass’y 1 piece °
1 2 3 2 TB01507 | Cutting Oil 2L 1 piece ° °
e * 3 TB04374 | Supporting Magnet Ass’y 1 piece ° .
N * 4 TB02536 | Sleeve 6.5 for Triangle Shank Drill Bit 1 piece ° .
) 5 TB07696 |Pipe Attachment Ass'y 1 piece °
One-touch Type JETBROACH 25L 1 piece °
4 5 One-touch Type JETBROACH 35L 1 piece ° °
One-touch Type JETBROACH 50L 1 piece ° °
’ One-touch Type JETBROACH 75L 1 piece °
One-touch Type HI-BROACH 25L 1 piece ° .
One-touch Type HI-BROACH 50L 1 piece °
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Su WO0J-3200 Tsriuaanio: Twist-Drill ia: JETBROACH

420

WOJ-3200

* Max. 32 mm dia. x 50 mm deep

AO-5575A

* Max. 55 mm dia. x 75 mm deep

su A0-5575A Tsriuaaniol: HI-BROACH lia: JETBROACH

doUADADNIMIUUIVKI:IGED (One Touch) NoAIUAYUVIYIA:SIAISD

ELECTRIC
SCREWDRIVER

SU W0J-3200 USUS:AUAIUGLUDVIASOVEVEA 60 UU.

{s:UU Smart Stop & Rapid Start IWUAIWUaaaselunIsiv U
Js:uudrynyulw LED Load Detector I3QVLANIUNISHIVIUYDVAIASDVLU AUV
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SPRING
BALANCER

AIR BLOWER
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Model WO0J-3200 AO-5575A
Power Source (Single Phase) 110-120 V AC, | 220 - 240 V AC, 220-240 VAC,
9 50/60 Hz 50/60 Hz 50/60 Hz
) Rated Power Consumption W 950 950
Electric
oril Rated Current A 8.6 \ 43 43
No-load Speed min”(rpm) 870 520
Magnet Power Consumption W 38 30 50
Cutter Hole Diameter |Plate Thickness | Hole Diameter | Plate Thickness
One-touch Type JETBROACH 25L 12t0 17 9t0 25 12t0 17 9t0 25
Hol One-touch Type JETBROACH 35L 17.5t0 32 9t0 35 17.5 0 40 9t0 35
c: eacit One-touch Type JETBROACH 50L | 1210 32 91050 121055 9t0 50
(mr‘;) Y One-touch Type JETBROACH 75L - - 17510 55 91075
One-touch Type HI-BROACH 25L 12 to 50 9t0 25
One-touch Type HI-BROACH 50L - - 12 to 50 9t0 50
Twist Drill Max. 13 mm dia. -
Max. Stroke mm 130 105
Magnet Holding Power N (kgf) 9000 (918) 10000 (1020)
Magnet Dimensions mm 99 x 177 86 x 170
Power Cord Length m 3 3
Mass (Weight) kg 13 17.5
+ Carry Case « Carry Case
+ Oil Tank + Cutting Oil 0.5L
+ Pilot Pin 08035 + Pilot Pin 08050
+ Sub Handle + Side Handle
+ 2 pieces of Hex. Socket Head |+ 3 mm Hex. Socket Screw Key
Bolt 5x 10 mm + 5 mm Hex. Socket Screw Key
Accessories Included + 3 pieces of Rod Handle + 8 x 10 mm Spanner
+ 3 mm Hex. Socket Screw Key |+ Guard
+ 4 mm Hex. Socket Screw Key |+ Chain
+ 6 mm. Hex. Socket Screw Key
+ 8 x 10 mm Spanner
* Guard
+ Safety Strap

Optional Accessories

e . Applicable Model
Ref. No. PN Description Sales Unit WO0J-3200 AO-5575A
1 TB17691 | Chip Breaker Ass'y 1 piece .
2 TBO07474 | Chip Breaker Ass'y 1 piece o
3 TQ10581 | Jet Oiler No.3013 1 piece .
4 TB01098 | Tube 4 x 7 x 3000 Ass'y 1 piece . o
5 TB01507 | Cutting Oil 2 L 1 piece . o
6 TB07696 | Pipe Attachment Ass'y 1 piece .
7 TB04374 | Supporting Manet Ass’y 1 piece 0 .
8 TB07690 | One-touch Drill Adapter 1 piece .
9 TB02536 | Sleeve 6.5 for Triangle Shank Drill Bit 1 piece o
One-touch Type JETBROACH 25L 1 piece ° °
One-touch Type JETBROACH 35L 1 piece ° °
N One-touch Type JETBROACH 50L 1 piece ° °
S0L for stacked plates o)1 1 ch Type JETBROACH 75L 1 piece .
One-touch Type HI-BROACH 25L 1 piece o
One-touch Type HI-BROACH 50L 1 piece °
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MACHINE TOOL

g

NITTO KOHKI

COUPLING

POWER TOOL

MACHINE TOOL

ATRA ACE QUICKAUTO

IASovaUTIUNUIKANIWWA

¥

- rvIuadYSs:UU Fully Automation

ELECTRIC

SCREWDRIVER

SPRING

- Os:uudrynyrulw Load Detector @avuaniuznisiiviu

BALANCER

AIR BLOWER

« ANSAIUADADNIN:IUUTVKI:IGED (One Touch) noailagumeiia:us:Kgalnan

c
©
Q.
©
8
£
(]
3 -
s
Model QA-4000 QA-6500
- 424 mm e
; 110-120 VAC, | 220-240V AC, 220- 240 VAC,
X Powsr Sourca (Single Phase) 50/60 Hz 50/60 Hz 50/60 Hz
0 Rated Power Consumption W 680 1010
X _ = Electric Drill | Rated Current A 6.1 \ 3.0 4.5
E 215mm_ 407 mm No-load Speed min“(rpm) 750 400/750
- / Magnet Power Consumption W 50 75
2 Cutter Hole Diameter | Plate Thickness | Hole Diameter | Plate Thickness
QA-4000 Hole One-touch Type JETBROACH 35L 17.5t0 40 9t035 17.5t0 40 9t0 35
Capacity One-touch Type JETBROACH 50L - - 17.5t0 65 9t0 50
* Max. 40 mm dia. x 35 mm deep (mm) 14t0 15 9to 12
One-touch Type HI-BROACH 25L 161018 91025 1810 35 9t0 25
Max. Stroke mm 75 88
Magnet Holding Power N (kgf) 6664 (680) 9800 (1000)
Magnet Dimensions mm 82x172 100 x 200
Power Cord Length m 4 \ 5 5
Mass (Weight) kg 18.5 26
+ Oil Tank + Oil Tank
+ Cutting Qil 0.5L + Cutting Qil 0.5L
+ Pilot Pin 08035 + Pilot Pin 08050
+ Side Handle + Side Handle
- + 3 mm Hex. Socket Screw Key + 3 mm Hex. Socket Screw Key
hiEEzEsEiEs (e + 4 mm Hex. Socket Screw Key + 4 mm Hex. Socket Screw Key
+ 8 x 10 mm Spanner + 8 x 10 mm Spanner
+ Chain + Chip Stopper
+ Tool Box + Chain
* Tool Box
Optional Accessories
QA-6500 P 0 p i Sales Unit - Applicable Model
+ Max. 65 mm dia. x 50 mm deep et o. S ey a es M| QA-4000 | QA-6500
1 TB01507 | Cutting Oil 2L 1 piece . °
TB04374 | Supporting Magnet Ass'y 1 piece ° )
1 - 9 3 3 TB07696 |Pipe Attachment Ass'y 1 piece .
r One-touch Type JETBROACH 35L | 1 piece . °
* One-touch Type JETBROACH 50L | 1 piece °
=) One-touch Type HI-BROACH 12L 1 piece °
One-touch Type HI-BROACH 25L 1 piece . °
| } - | | | | P ] L
INUYUaIUFIUIIvIKaniwwg
- a@wsnduaananulkaglunuadvaINAUIWUIKAN
NNCIIKUONISI:
- Ts10usunuikdnaksusugaaonulwwa
Model M-250B M-320
Power Source (Single Phase) 220~240 V AC 50/60 Hz | 220~240 V AC 50/60 Hz
Rated Power Consumption 80 W 80 W
Max. Drilling Capacity 25mm dia. 32 mm dia.
Magnetic Holding Power 1,500 kgf 1,800 kof
Maximum Stroke 230 mm 280 mm
Magnet Dimension 110 x 243 mm 124 x 244 mm
Height 529 mm 525mm
Mass (weight) 25.5kg 29 kg
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() NITTO KOHKI ELECTRIC SPRING
@ COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER

T00L 3ANIHOVIN

JETBROACH CUTTERS & HI-BROACH CUTTERS

i (12-6(1)9m5mdia) sommizaL) 156mm) 3
v 58mm gsmgm-)msou N 6
(20- 52 dia.) 90 mm(17.5 - 65 x 50L) T
For stacked plates. =
Soecification HI-BROACH HI-BROACH o ROACH | onCiOROACH JETBROACH JETBROACH
P One-touch Type / 25L | One-touch Type / 50L P YPe! | One-touch Type / 75L | Side lock Type / 75L =
125,35,50L 50L(W) o
25L : 12 - 52 dia. - 25L : 12 - 17 dia. - - - &
Hole - - 35L : 175 - 40 dia. - - - 5
Diameter - 50L : 12 -52 dia. 50L : 12 - 65 dia. 50L2(‘\1/V):2 (1385, 22, . N S
- £20.9, i . i R o
Hole Capacity - - - 289 and b dia. | 75L:175-55dia. | 75L:50-100 dia. 8
(mm) 25L:25 - 25L:25 - - -
- = 35L:35 - 5 R
Plate
Thickness - 50L: 50 50L: 50 50L(W): 50 - - |E|
- o - - 75L:75 75L:75
Feed Speed mm/rev 0.02-01
Circumferential Speed m/min 15 - 35 (mild steel) 35 - 50 (mild steel)
HI-BROACH < o < HI-BROACH S 2/ S = JETBROACH
One-touch Type 12 % % % % N = One-touch Type § S § o One-touch Type | B S E’ 2888 S § £
wIZEIE <5 mm Pl (]2 T B2 3o YT s
Depth T | PN gg‘;‘égégé Depth | gig, | PN Q5 /& popn mm | py §3355555§§
12 |TK00698 | o 5 12 [TK0o721 | o dia. == °l=
13 |TK00699 | o . 13 TK00722 | o 12 [TKO1148| o | o | . .
14 TK00700 (e (e | o | @ o § 14 TK00723 o o 3 13 TKOM49| o | o | o ° K
15 |TKOO701 [ o o || o |8 15 TKOOT24 | o | e | | S £ f4 KO0 o | o || | s
B TOT0Z1e 0 0 s Lo 16 TKOO725 |« e | | T | g 15 [TKOMS! || o o] e . |8
17__TKOO703 e lelele] Lo 17 TKOOT26 | o | e
175 |TK01391 (e e e | @ o0 16 [TK01152| o | o | @ . .
18 |TKO1392 (o o o o o o 18 [TKOO727 | e | o |e 17 TKO153| e | o |o| | .
19 |TKO1393 (e (o |e| |e e e 19 [TKOO728 | e | o '@ 175 TKOT249 o | o | o o o o o oo
gg.s mg}ggg oofe| [oe]e g? mggg ollolc 18 TKOT250| o | o | o o o o o oo
o 0 o o o |0 [ ] [ ] [ ]
21 TKO1396 (e o | @ DK 22 TK00731 e | oo 18.5 [TKO1251| e | o [o]o[e]e|e]e]e
215 |TKO1397 (e (e e |o e e 19 [TKO1252/ 0 | @ [o o o]0 000
23 TK00732 oo |0
22 TK01398 (e | e | @ o o0 2% TK00733 o oo 195 TK01253 o | @ (o o | o 0|0 0|0
225 |TKO1399 (e e | @ o 0 0 20 TKO1254 o | o (o 0|0 o 0 o o
23 TKO1400 | o | o | o sje)e 2 TK00734 e lele 20.5 TKO1255 o | o (o o |0 o 0 o o
23.5 |TK01401 [ e o | e o o0 26 TKOO735 | o | o | o
: 21 [TK01256| o | @ (e | o o | o o o @
24 TK01402 (o | o | @ 3K 27 TK00736 o o |0 5 TKO1257
245 |TK01403 |e o | @ o 0|0 28 TK00737 oo llo . o o (o 0 0 0 0 0 0
25 TKO1404 (o |0 | @ o o0 29 TK00738 e o le 22 TKO1258 o | o (o o | e o |0 o o
26 TK01405 | o | o | @ o 00 225 TKO1259 o | o (e o |0 o o o o
30 TK00739 oo |0
27 TKO1407 |e e | @ oo 0 23 [TKO1260| o | o (o o o o | 0|0 @
31 TK00740 oo |0
E [28 |TKO1408 jejeje]| o] |o £ 235 TKOT261 o | o (o o o o o o @
E 29 [TKO1409 (e e o | |o| | E 32 TKOO741 | e | e | '
& (30 [TKOT410 [e e o] || |o B 33 K042 | e e e 24 TKO1262/ e | o [o o o o o 0 0
31 TKO1411 o oo ° oo 34 TK00743 5llollo 245 [TKO1263| @ | @ (o o o o o o o
32 TKO1412 | (o | @ ° ° | g 35 TK00744 RS c 25 [TKO1264| o | o (o 0| 0 0| 0 o]0 g
33 [TKOT413 (e e e |e| oS 3% TKOO5 | e e |8 | & 255 TKO1265| e | o [0 e 0000/ e|8
R ALt e B o I Dl B e 37 TKOOT4E | e | e © 126 TKO1266 o | o (o e 6|0 s 0| e ©
36 | TKO1416 : : : : : 38 TKOO747 | o | o 265 [TKO1267 o | o |o o o]e o 0o e
37 [TKOW17 [o| |e 39 TKOO748 | o | o 27 [TKO1268) o | o |o o o]0 o o e
38 TK01418 | o ° 40 TK00749 o | o 28 [TKO1269| o | o | o | o o o | .
39 TKO1419 | e ° 41 TK00750 o | o 29 [TKO1270| o | o (o | o o 0| )
40 |TKO1420 |e | | 30 [TKO1271| o | o o] e e[ 0|6 .
o T ootz |+ T S MO o | o o lelelele e
43 TK01423 : : 44 TK00753 o | 32 [TK01273| o | o | e | e | 0| 0| @ °
44 TK01424 | o ° 45 TK00754 o o 33 |[TK01274| o o/ o 0 o0 .
45 TK01425 | o ° 46 TK00755 o o 34 [TKO1275| e o/ o 0 00 .
46 TK01426 | e . 47 TK00756 o | o 35 [TK01276| e o o0 o0 .
A7 |TKOT427 |e | e 48 TKOO757 | e | e 36 [TK01277 o elelel |
48 TK01428 | o °
49 TKO1429 | o . 49 TK00758 o |0 37 [TK01278 . R .
50 TKO1430 o e 50  TKOO759 | e | 38 TKO1279 o [elelel |
5 TK01431 51 TK00760 39  |TK01280 ° oo |0 .
52 TK01432 52 TK00761 40  |TK01281 . oo |0 0

Sales Unit : 1 Piece
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() NITTO KOHKI ELECTRIC SPRING
@ COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER

-
o
(@]
—
w
=
T
&) JETBROACH olgl=lalalala JETBROACH JETBROACH |o .
= One-touch type | i3 SE88 3 2 é One-fouchtype o S & & ¢ Side-lock Type | S é Pilot Pin
mm o3 L &lxsx B 50(W) for stacked 3 & 5SS & il ]
Depth o PN S 2 Q2= 353 <& plates 23233 Depth g PNZE 06025 PN : TK01167
= o x F :
12 TKO1154 | o | o | @ o Depth. MM | pN - =< 50 [TK01433 | e
€PN | gia
13 [TKO155 | o | o | o ° 18'TK01068 51 TKO1434 | o .
14 [TKO1156 | o | o | @ . 32 elejele 52 TK01435 | o 6.35 dia. "
3 22 TKO0622 |o | o o] I ) 5 dia.
c 15 [TKOM57 |o | e o . S 53 TKO1436 | o
© 24 TK00623 | e | e o o 81 mm
3 16 TKO1158 | o | o | o . 245 k00631 1o o 1o e 54 [TKO1437 | o
- 17 TKO1159 | o e | e . c : - 55 TKO1438 | o
£ £ (25 [TK00624 | e | e o |0 3
° 175 TKO1282 | o |0 | o o 0|0 o S 26 Tkooszs o To To T 18 56 TKO1439 | o
K 18 [TK01283 | o | o o o 0|06 © 0 TR | ollol ol o < 57 [TK01440 | o 08025 PN : TK01486
= 19 TKO1284 | | o | o o oo : 58 TKOT441 |
28 [TKO0626 | o | o | o o
v 195 TKO1285 |o | o | o o 0|0 o 59 TKO1442 | o
4 32 [TK00627 | o e
I 20 TKO1286 (o | o o o o o6 25 k00628 | o T 60 TKO1443 | o .
Q 20.5TKO1287 | o o | o o o |0 o 61 TKO1444 | o —— 8 dia.
21 TKO1288 o o o oo |06 62 TKO1445 | o
JETBROACH < ol
E 215 TKO1289 | o |0 | o o o o0 One-touchtype |2 § = 63 TKO1446 | o
z 22 [TK01290 [o (o o o o o |e mm wl i< 64 [TKO1447 | o
225(TKO1291 (o oo o o|e e Depth 4ia PN 22 % & 65 TKO1448 | o 06050 PN : TK01166
23 [TK01292 (o o |o 0|0 o e 175 TKO1350 | o | o | o 66 TK01449 | o
235 TK01293 |o |0 o o 0 o]0 18 TKO1351 | e | e | e 67 TKO1450 | o
7 T o lolo 6ol ol 19 TKO1352 | o | o | 68 TKO1451 | o . 635da |
245 TK01295 (o (o o | o |0 |0 o 20 TKO01353 | e e o 69 [TKO01452 | o
25 [TKO1296 | o | o | o | | |o|e 21 [TKO1354 | o | o | o 70 [TKO1453 | o <—J“2mm
255 TK01297 |o |0 o oo 0|0 22 TKO1355 | o | e @ 71 [TK01454 | o
26 TKO1298 | e | o o o o o @ 23 [TKO1356 | e | o | o 72 [TK01455 | o
26.5 TK0O1299 | o oo o |0 |o |0 24 [TKO1357 [ | o | e 73 [TK01456 | o 08050 PN : TK01488
27 [TKO1300 | o o o o0 0 e 245 TKO1358 | o | o | o e |74 [TKO1457 [ o |
E (75 TKO1458 | ¢ | S
28 TKO1301 |o o o o o o o 25 TKO1359 | e | e | @ > =
© S
29 TKO1302 (o (o o o |0 o |0 26 TKO1360 | o o | e 76 TK01459 | o
30 TKO1303 |o e o e e o]0 26.5 TKO1361 | o | o | o 77 [TK01460 | o i8dia.
31 TKO1304 o |o o o o o0 27 TK01362 | e | e | @ 78 [TK01461 | mm
32 TKO1305 | (e |e|e |0 e e 28 [TKO1363 | o o | o 79 [TK01462 | o
33 TKO1306 | e slo oo o 29 TKO1364 | e o @ 80 [TK01463 | o
g 30 [TKO01365 81 [TK01464 | o
E |34 [TKO1307 | e o o o|oe oo o 08035 ‘ PN : TK01487
w 35 TKO01308 . ololole]|e 31 [TK01366 [ I ) 8 01465 | o
5 mows | LT iiilg | @l s s
37 TK01310 . R le]e °
38 TK01311 o oo e g |34 [TKO1369 [ e o | 85 [TK01468 | o (=t 8 da.
39 TKO1312 o elele & |35 [TKUST0 [e e le]5 COMIKOACOle il
40 TKO1313 . e ol e ™~ |36 TKO1371 (e |e|e | < 87 TKO1470 | o
4 TKO1314 Sl lolclo 37 TKO1372 | e e o 88 TKO1471 | o
42 TKo1315 o] [o]e]e 38 [TKOIS73 |ele e 89 TK0W472 | ¢ 08075 PN : TJ17436
43 TK01316 39 [TKO1374 | e | o e 90 TKO1473 | o :
4 Tt ol le]ele 40 TKOT375 | | o e 91 TKO1474 | o
5 o318 *l ferele 41 TKOT376 | o | oo SR AR
46 TKO131 e slefe 42 [TKO1377 | e | e | @ 93 TKO1476 | o = Gt
01319 ° elefe 43 [TK0O1378 | e | o | @ 94 TKO1477 | e .
47 TK01320 . oo e e ollolo o5 Kot | s
48 TK01321 . oo 25 k01380 1o To e o6 Trotars e
49 TK01322 . oo e 26 Trkota8T Te To e o7 Trota0 e
51 [TK01324 hd d 48 TKO01383 | e | o | @ 99 TK01482 | o
52 TK01325 hd b 49 [TKO1384 [o o | @ 100 TK01483 | o
53 _[TK01326 - 0 50 TKO1385 | e | o | e o
54 TK01327 . . 51 TKO1386 | e ia
55 TK01328 [] 52 TK01387 ° 192 mm
57 [TK01330 . 54 TKO1389 | e
58 [TKO1331 . 55 [TK01390 | e
59 TK01332 .
60 [TK01333 °
61 TK01334 .
62 [TK01335 .
63 TK01336 .
64 TK01337 .
65 [TK01338 hd Sales Unit : 1 Piece
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COUPLING

NITTO KOHKI

SELFER ACE

InSovI:gIKans:uuloasoan

382 mm

I 463 mm

HS11-1624 NReTA 4N

+ Max. punching thickness: 16 mm
+ Max. punching diameter: 24 mm
+ Max. throat depth: 110 mm

360 mm

L 430 mm I

R A 7Z M Non-CE/ [C€]”

+ Max. punching thickness: 16 mm
+ Max. punching diameter: 24 mm
+ Max. throat depth: 70 mm

ELECTRIC

SPRING

[ @ | uederurepen  INHOM QLLIN @ m

POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER
« IKUEKSULIUIDTIIKANNIa:EIIQUIaE
- m:asws:uulsasaan AauAuNsivula 2 s:uu uusaluda
la:uunaadeiio Manual mode
Model HS11-1624 HS07-1624 HS06-1322
Max. Throat Depth mm 110 70 60
Material Mild | Stainless Mild Stainless Mild Stainless
Punch Steel Steel Steel Steel Steel Steel
unchin i
Capacily Jaeruneing oy 16 6 16 6 13 6
Dk, £unching  gopy 2 22
Hole Making | Punching Time sec. 1.8 7.9
}i\rlrpe b Returning Time _sec. 5.7 34
M °WaE C sure MPa (kgflcm?) 68.68 (700)
Max. Output kN (tf) 464 (47) 367 (37)
' Ram Stroke mm 25 21
' Mass (Weight) kg 30 [ 25.5 20.5
+ D Punch 22 (Installed) ~ «Hose Cord Ass’y  +4 mm Hex. Socket Screw Key
A ies Included + D Die 22 (Installed) + Chip Guard Ass’y +5 mm Hex. Socket Screw Key
ECessOleSiIcice + Sub Handle + Spanner + Tool Box
+ Ultra-high Pressure Hose ¢ 12 mm Spanner

*Mild steel: Maximum punching thickness must be calculated by the equation 0.8 x punching diameter.
*Stainless steel: Maximum punching thickness must be calculated by the equation 0.5 x punching diameter.

For the details see the instruction manual.

Dimension from Edge to Punch Center

HS11-1624

134

HS07-1624 94

HS06-1322 85

Optional Accessories
323 mm PN Description Sales Unit
TB02506 Hose Kit Ass’y
TP05184 Ultra-high Pressure Hose 5 m
TB02390 Switch Cord Ass’y 5m
| 493 mm | TPO5777 Ultra-high Pressure Hose 10 m
TB02545 Switch Cord Ass’y 10 m .
Non-CE/ * TB02141 Foot Switch Ass'y 1 piece
+ Max. punching thickness: 13 mm TA92729 4L Oil Can
+ Max. punching diameter: 22 mm TB02142 Hook Clamp Ass’y
* Max. thoat depth: 60 mm TA99037 Lock Nut Ass'y for 25 mm Punch
TQ01279 Hex. Socket Head Screw 8 x 14 for Securing Oblong Hole D Dies
N ] Model HPD-05
Power Source (Single Phase) 115V /230 VAC
Max. Output Pressure MPa (kgflcm?) 68.65 (700)
Output 50 Hz 60 Hz
At No-load L/min 1.20 1.44
At 68.65 MPa L/min 0.55 0.66
Motor 0.4 kW 4P
Reservoir Capacity L 4.0
246 MM~ \/ Discharge Port Rc 3/8
Electro-Magnetic Valve 4 way 3 position valve
Non-CE/[C€] ™ |Mass (eight) kg 25

* Double-acting

*CE mode is available without auto-return function

AG6



() NITTO KOHKI ELECTRIC SPRING
@ COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER
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HANDY SELFER

InSovI:gIKans:uuloasoan

|E| * IKUN:EIKSUDIUIDNIKANIIUU IKANANN IKANSIV (IKanad C)
c ~
% - madgs:uuloasoan
8
'g Model E25-0615 E55-0619
el
© q 220-240 V AC, 110- 120 V AC, 1220 - 240 VV AC,
s Power Source (Single Phase) 50/60 Hz 50/60 Hz 50/60 Hz
v Max. Throat Depth mm 25 55
I Rated Power Consumption W 305 670
Q Motor
X Rated Current A 1.4 6.0 3.0
E Bunchi Material Mild Steel
— = unching P
> i Capacity Max. Punching Diameter ~ mm 15 19
~__—357mm Max. Punching Thickness  mm
Punching time sec (single pass) 4 2
E25-0615 Power Cord Length m 24 24
) ; Mass (Weight) kg 7.0 14
« Double insulation
+ E punch and E die * E Punch 15 (Installed) * EL Punch 18 (Installed)
« Max. punching thickness : 6 mm °E D!e 15A *EL D!e 18A
« Max. punching diameter : 15 mm + E Die 15B (Installed) * EL Die 18B (Installed)
- Max. throat depth: 25 mm + Sub Handle + Sub Handle
+ 2.5 mm Hex. Socket Screw Key |+ 3 mm Hex. Socket Screw Key
Accessories Included + 4 mm Hex. Socket Screw Key |+ 4 mm Hex. Socket Screw Key
+ 10 x 12 mm Spanner + 5 mm Hex. Socket Screw Key
7 + Auxiliary Oil 40 cc + 10 x 12 mm Spanner
+ Tool Box + Stand Ass’y
+ Spanner 8 + Auxiliary Oil 40 cc
+ Tool Box
Optional Accessories Die Selection
(E25-0615)
Sales Punching Thickness (mm)
420 mm PN Description Unit E Die and EL Die Model
Mild Steel Stainless Steel
TB00800 | Stand Ass'y | 1 piece | |Round Hole E Die A
(for Thin Sheets) 2103.2 S
Round Hole E Die B 4106 Max. 4
(for Thick Sheets) '
- Round Hole EL Die A
P (for Thin Sheets) 2103.2 Max. 3
Round Hole EL Die B
(for Thick Sheets) 4106 Max. 4 E55-0619
Round Hole EL Die C Tt08
E55-0619 (for Channel Iron)
: AEAI;EU ;S:Cahri]:gEtti?::j\ess -6 mm Punching Capacity in Channel Iron (E55-0619) B=40 - 65
* Max. punching diameter : 19 mm . . I
« Max. throat depth: 55 mm PunChmg Dia.
100D | 110D | 120D | 130D | 140D 150D | 16 OD 9
Size St B-t1
2 2
75x 4017 0 0 0 0 0 0 0 <
100x50t7.5 | O 0 0 0 0 0 - t=Plate thickness |
125x 6518 0 0 0 0 0 - -
= -§ § -5 g unit: mm
X 22 22
E25-0615 fe—10 fe—10 fe—12— fe—13—4 fe—13—
z z 5 i : 4 8
< < 3 i i i 3
10 —13— —13— —13.5] fe—15—] f—16.5—>] f—17—>]
T I I T 1
fe i i e T
{ 1 i 1 l
E55-0619 f——18—] f——18—] f—19.5—>] f——20—] f——21—]
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NITTO KOHKI

COUPLING

POWER TOOL

MACHINE TOOL

ELECTRIC
SCREWDRIVER

SPRING

BALANCER

AIR BLOWER

PUNCHES & DIES FOR SELFER PUNCHER

FOR HS06-1322/HS07-1624/HS11-1624/HA06-1322/HA07-1624/HA11-1624 Optional Accessories
Oblong hole D Punch Oblong hole D Die Oblong hole Jig PN Description Sales Unit
PN Size PN Size PN Size Hex. Set Screw 8 x 14 .
TKO1213 D Punch 166 | TK0(45 [DIDis 1946 | TKDI695 g 855 L o
unc X e X 19 X )
TKO1514 D Punch20x 10 | TK01546 | D Die 20 x 10 | TK01696 | Jig 20 x 10 TA99037 | LockNutAssyforD Punch25 | 1set
TK01515 | D Punch 22 x11 TK01547 |DDie22x 11 | TK01697 |Jig 22 x 11
TKO1516 /D Punch 24 x 12 | TK01548 |DDie24x12 | TK01698 |Jig 24 x 12
TKO1517 |D Punch25x9* | TK01549 [DDie25x9 | TKO1699 |Jig25x 9
TKO01518 | D Punch 25 x 12* | TK01550 |DDie25x 12 | TK01700 |Jig 25 x 12
TKO1519 | D Punch 25 x 14* | TKO01551 |DDie25x 14 | TK01701 |Jig 25 x 14
TK01520 |D Punch 25x 18* | TKO01552 |DDie25x 18 | TK01702 |Jig 25 x 18
*TA99037 Lock Nut Ass'y is required for oblong hole D Punch 25 x 9 /12 /14 /18
FOR Hsoe-132&2;)@%-;2/2://3131113-21224/HA06-1322/ FOR E25-0615
- - Round hole E Die Round hole E Die
Round hole D Punch Round hole D Die Helelle (= P (Type A for thin sheets) (Type B for thick sheets)
PN Size PN Size PN Size PN Size PN Size
TK01489 |D Punch 8 TK01521 D Die 8 ” TK01553 |E Punch 4 TK01571 [E Die 4A - -
TK01490 |D Punch 9 TK01522 D Die 9 | TK01554 |E Punch 5 TKO01572 [E Die 5A TK01584 E Die 5B
- ki TK01555 |E Punch 5.5 TK01573 E Die 5.5A TK01585 |E Die 5.58
%ljg; g EE:E: 1? mggi g g:g 1? TK01556 |E Punch 6 TK01574 E Die 6A TK01586 |E Die 6B
. TK01557 |E Punch 6.5 TK01575 [E Die 6.5A TK01587 |E Die 6.58
TKO01493 D Punch 12 TK01525 D Die 12 TK01558 |E Punch 8 TKO1576 [E Die 8A TK01588 |E Die 88
TK01494 |D Punch 13 TK01526 | D Die 13 TK01559 |E Punch 8.5 TK01577 [E Die 8.5A TK01589 |E Die 8.5B
TK01495 |D Punch 14 TK01527 | D Die 14 D Punches TK01560 |E Punch 10 TK01578 E Die 10A TK01590 |E Die 10B
TK01496 |D Punch 14.5 TK01528 | D Die 14.5 TK01561 |E Punch 11 TK01579 |E Die 1A TK01591 |E Die 118
TK01497 |D Punch 15 TK01529 | D Die 15 TK01562 |E Punch 12 TK01580 E Die 12A TK01592 |E Die 12B
TK01498 |D Punch 16 TK01530 D Die 16 2 TK01563 |E Punch 13 TK01581 [E Die 13A TK01593 |E Die 13B
- TK01564 |E Punch 14 TK01582 E Die 14A TK01594 |E Die 14B
Kg}ggg gﬁﬂ:gﬂ 1;5 %}gg; gg:g 1;5 l‘  Toes TK01565 |E Punch 15 TK01583 E Die 15A TK01595 |E Die 158
i . Oblong hole E Die Oblong hole E Die
Iﬁglggg [D) Eﬂ:z: 13 1&81222 g g:g 13 D Dies Oblong hole E Punch | 50 A for thin Sheets) | (Type B for thick sheets)
TK01503 |D Punch 20 TK01535 | D Die 20 PN Size PN Size PN Size
TKO1504 D Punch 205 TKO1536 | D Die 20.5 TKO01566 |E Punch 10x5 | TK01596 [E Die 10xA5 | TK01601 |E Die 10 x 5B
T T T - TAS907 Lock NutAssyis | | 1K01568 [EPunch 12x6 | TK01508 E Die 2x6A | TK01603 |E Die 12x 6B
; TK01569 |E Punch 13 x6.5| TK01599 [E Die 13 x 6.5A | TK01604 |E Die 13 x 6.5B
i required for D Punch 25 - -
TK01507 |D Punch 22 TK01539 | D Die 22 TK01570 |E Punch 13 x 8.5 TK01600 E Die 13 x 8.5A | TKO1605 E Die 13 x 8.58
TK01508 |D Punch 23 TK01540 | D Die 23
TK01509 |D Punch 23.5 TK01541 | D Die 23.5
TK01510 |D Punch 24 TK01542 | D Die 24 "
TK01511 D Punch 25 TK01543 | D Die 25 B " "
For E55-0619 m 305 ‘
Oblong hole EL Die Oblong hole EL Die L e .12119 oy o
Qblong hols EL: Puneh (Type A for thin Sheets) (Type B for thick sheets) T -
. - . E Punches Front view of Side face of
PN Size PN Size PN Size E Dies TypeA E Dies TypeA
TK01621 |EL Punch 10 x 6.5 | TK01670 [EL Die 10 x 6.5A | TK01682| EL Die 10 x 6.58
TK01622 |EL Punch 13x 6.5 | TK01671 [EL Die 13x 6.5A | TK01683| EL Die 13 x 6.5B
TK01623 |EL Punch 13x 8.5 | TK01672 [EL Die 13x 8.5A |TK01684| EL Die 13 x 8.5B | | 27
TK01624 |EL Punch 13.5x9 | TK01673 [EL Die 13.5x 9A |TK01685| EL Die 13.5 x 9B ) ’ ) !
TK01625 |EL Punch 15x 10 | TK01674 [EL Die 15 x 10A | TK01686| EL Die 15 x 10B @ @Tﬁ over or equal 8 dia.
TK01626 |EL Punch 16.5 x 11 | TK01675 EL Die 16.5 x 11A | TK01687|EL Die 165 x 11B 9: under 8 dia.)
TK01627 |EL Punch 17 x8.5 | TK01676 [EL Die 17 x 8.5A |TK01688| EL Die 17 x 8.5B Front view of Side face of
TK01628 |EL Punch 18x9 | TK01677 ELDie 18x9A | TK01689| EL Die 18 x 9B E Dies TypeB E Dies TypeB
TK01629 |EL Punch 18 x 12| TK01678 [EL Die 18 x 12A | TK01690/ EL Die 18 x 12B
TKO01630 |EL Punch 19.5 x 13 | TK01679 [EL Die 19.5 x 13A | TK01691| EL Die 19.5 x 13B
TKO1631 |EL Punch 20 x 10 | TKO1680 [EL Die 20 x 10A | TK01692| EL Die 20 x 10B
TK01632 |EL Punch 21 x 14 | TK01681 EL Die 21 x 14A | TK01693| EL Die 21 x 14B
Round hole EL Die Round hole EL Die Round hole EL Die
st EL P (Type A for thin sheets) (Type B for thick sheets) | (Type C for channel iron)
PN Size PN Size PN Size PN Size .2,
TK01606 | EL Punch 6 TK01633 [EL Die 6A TK01648| EL Die 6B - - .
TK01607 | EL Punch 6.5 TK01634 EL Die 6.5A TK01649/ EL Die 6.58 % [30 5
TK01608 | EL Punch 8 TK01635 EL Die 8A TK01650/ EL Die 8B :
TK01609 | EL Punch 8.5 TKO01636 [EL Die 8.5A TK01651 EL Die 8.5B : = -
TK01610 | EL Punch 10 TK01637 EL Die 10A TK01652| EL Die 108 TK01663 | EL Die 10C EL Punches
TK01611 |EL Punch 11 TK01638 [EL Die 11A TK01653| EL Die 118 TK01664 | EL Die 11C
TK01612 |EL Punch 12 TK01639 [EL Die 12A TK01654| EL Die 12B TK01665 | EL Die 12C
TK01613 |EL Punch 13 TK01640 [EL Die 13A TK01655| EL Die 13B TK01666 | EL Die 13C 40 32,
TK01614 | EL Punch 14 TK01641 EL Die 14A TK01656/ EL Die 14B TK01667 | EL Die 14C — g
TK01615 | EL Punch 15 TK01642 [EL Die 15A TKO01657| EL Die 15B TK01668 | EL Die 15C E F%
TK01616 | EL Punch 16 TK01643 EL Die 16A TK01658| EL Die 168 TK01669 | EL Die 16C Front view of Side face of
TK01617 | EL Punch 17 TK01644 [EL Die 17A TK01659| EL Die 178 s - ELDi °T eA % &C  ELD: $ acerB ac
TK01618 |EL Punch 18 TK01645 EL Die 18A TK01660| EL Die 188 - 1es 1ype A, les Type A,
TK01619 |EL Punch 18.5 | TK01646 EL Die 18.5A | TK01661, EL Die 18.5B 5
TK01620 | EL Punch 19 TK01647 EL Die 19A TK01662| EL Die 198 -

[[@ | ueder wopen  [NHOM QLLIN @ m
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NITTO KOHKI

COUPLING

POWER TOOL

ELECTRIC SCREWDRIVER  Tunovlwwh
BRUSHLESS MOTOR

C series ( Current control type ) Model DLV45C
C series ( Current control type ) Model DLV04C /10 C

S series ( Variable speed type ) Model DLV30S / 45S / 70S
DLVO02 / 12/ 16 series
A Series ( Transformerless type ) Model DLV30A / 45A / 70A

A Series ( For Automation ) Model DLV30A / 45A / 70A

BRUSH MOTOR

DLV7400A series
DLV5700 series
DLV7300 series
DLV7300 - BME / BKE series
DLV7104/8104/8204 Series
DLV3100/3300 series ( For Automation )

SCREW FASTENING COUNTER
Screwdriver Design For DLV5640-WN

Screw Fastening Counter - DLV5640-WN
Screw Fastening Counter - DLR5040A-WE
Dedicated Screwdriver For DLR5040A-WE

TORQUE CHECKER n%ov3annosa

DLT1173A / 1673A / 1973A series

Quick Reference Symbols

...f .........

- QN

L]
+

AG9

Current Control Type

Since the torque is determined
by the current value, multiple
torque settings are possible.

Lever Start

Operates when
the lever is pressed.

Brushless Motor

Maintenance free, no brush
replacement required.
Realizes high durability.

Clean room adaption

Adapts to assembly
in class 5 clean rooms

<E - W

CL L
[72]
o
=

4

Clutch Type

The torque is determined
mechanically.

Push to Start

Operates when
the screwdriver is pressed.

Grounded Bit

Prevents electrostatic
breakdown when the bit
contacts the workpiece.

Soft Stop

Gradually reduces
the rotation speed to improve
the screw tightening quality.

MACHINE TOOL

ELECTRIC
SCREWDRIVER

LED Equipped

Shows the channel in use
and working status with
seven color indication LED.

Transformerless

A dedicated controller
is not required. Operates
by commercial power supply.

ESD Protection

Prevents electrostatic charging
and saves the workpiece from

electrostatic breakdown.

Variable Speed

* Canbe adjusted

to a suitable
tightening speed.

SPRING
BALANCER

AIR BLOWER

Low Voltage

Connect to dedicated
controller. Operates at
electric voltage under 42V.

Low Shock

Softens the shock at the end
of tightening and lowers the
load to the workpiece.

Soft Start

Gradually increases the
rotation speed to prevent
damage to the screw head.
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delvo BRUSHLESS MOTOR - DC POWER SUPPLY

C Series (Current control type)
DLV45C

! ! . FDUF]UﬁWIISDUOdDUS:UUﬂS:IIaTW (Current Controlled Torque)
|

|

DLV45C12L DLV45C12P

Low Voltage (DC Brushless motor pad \RE Soft | RS | [FA
u |$¢|g-,ﬂ'-l-Mj 1

_ - DwoAguMsUUSUDUaNSAAaluAY a:AEaAIUAL
A | ¥28UovAUAIUROWATQ
- Tupovlwwh 1 sadvAsvdalagvaadiv 30 A
- Usunnwidala 9 s:du ia:rsuAuAISIIA 3 s:du
- &rynyreulw LED ii@avaniu:nsrionu 7 &
- Dwoasaiouaadnynyieu 1/0 2 wasa ( NPN <> PNP aaula)

- awnsalslanviuuiodu Kéadadviunduingovdnsaaluld

[[@ | ueder urepen  INHOM QLLIN @

- Mindovis:uulovAulwwiada

> . @uisafKuaN1sAvATWIUS:UU PC / PLC

T (a1oulkaalusinsulafuisulsa NITTO KOHKI)

[ 30 - 60 mm ] MlsTra‘:‘l:lre Msa(frgl\ze LeverStart  PushtoStart Low Voltage Brushless Motor Grounded Bit LED Equipped ESDProtection  Soft Start ~ Variable Speed ~ Soft Stop Curre?; ;‘,eontm\
Specifications Model DCC0241X-AZ
Model ' Bit| DLVASC12L-AY ‘K| DLCASC12P-AY : K S Eolte 100-240 VAC, 50/60 Hz
Starting Method Lever Start Push to Start Out Voltage 40vDC
Power Source From dedicated controller Photocoupler input
’ . . Input Signal Method (24 vV DC drive (5 mA/1 input),
0, 0,
Torque Adjustment From 1 to 100% in 1% increments NPN/PNP switchable)
Torque (Nm [Ibf-in]) 0.6t04.5[5.3t039.8]
. Photocoupler output
9 -1
SOFT fastening Gy 4000 1200 | Output Signal Method (30 V DC or less, 80 mA/1 output
setting Speed Level Level 1109 S or less,NPN/PNP switchable)
Free speed - £
HARD fastening il 10010700 ° Service Power Source 24V DC
o setting Speed Level Automatically set by torque setting (Maximum capacity 200 mA)
S .
& | Power Consumption (W) 44 Serial Signal Method RS-232C
|53
@ Machine S 3.0t06.0
-2 Screw Size achine Serew (mrm) o ESD (Electrostatic Discharge) Adopted
E Tapping Screw (mm) 25105.0 Protection (IEC61340-5-1 compliant)
L
g Mass (g [Ibf]) 1800 [3.97]
BitType (mm)| 6.35 Power Cord 2 m (Optional)* | DLW9220 / DLW9240 / DLW9250
2z | ' )
Caution
*Speed and torque differs depending on the temperature.
Mass (9 [lbs]) 630 [1.39] (Use within the range of +10 to +40°C)
*Do not retighten screws that are already tightened.
Rated Operation ON: 0.5 seconds / OFF: 3.5 seconds The torque will become larger than the set torque.
Bit Grounding Equipped as standard About optional accessories
*The power cord folr the controller (DCCOZ41X-_AZ) is sold separately.
Bit NK35 (N0.2X7X75)Z 1 pc. stk uts for the required ptzwerlcord Wher;\ﬁ;de}(nnr?k" . Chock 4 Soft
Standard Accessories Connection Cord 2 m (DLW9078): 1 pc. Jomt T Hord ot (o aaparatatyy ¢ Nito Kniis Torque Ghecker and 0
Suspension Bail: 1pc.
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delvo BRUSHLESS MOTOR -DC POWER SUPPLY

C Series ( Current control type )
°| DLV04C /10C

- AdUAUANISVTA0dES:UUNS:IEIW (Current Controlled Torque)
- DWoAsUMSUUSIUUaNSAEaAIUALEIEUDLAUAIIUAOWANQ
- Tunovlwwh 1 advAisvialdgoga 4 A

- Usun>wigasaula 3 s:au ladavAusumuidure

- doAisvialdvieRganaulnsa

\'5\ T O |

- awnsafsldnviuuiodu Kadadvidnduingoudnsaaluld

- Tasvasvindovidus:uudovaumsiAalwwiada

IKU1:AULIUTUDIannsalng

@7 NITTO KOHKI  Made in Japan

DCCO0101X-AZ DLV04C10L g DLV010C10L

Low Voltage (DC) Brush motor Brushless motor @ " ‘ g} m m Son}J ‘ ."} |4—]~, .
e < ]
Miniature Precision MaChine Lever Start  Low Voltage Brushless Motor Grounded Bit ESD Protection ~ Soft Start  Variable Speed  Current Control
1.2-4.0 mm screw screw screw e

Specifications Model DCCO101X-AZ | P *!
Model | Bit DLVO4C10L-AY | K\ DLV10C10L-AY K BenEr SaiiEs 100 - 240V AC. 50/60 Hz
Starting Method Lever start
Power Source From dedicated controller Oeration Channel Function Torque and speed setting in 4-channel memory
Torque Adjustment Adjustment from 1 to 100% in 1% increments P Can switch to any operation channel
SOFT fastening setting i i i i
(1000 min-" setting) 005-04[04-33] 02-10018-89] St R Tracks screws fastened
Torque SOFT fastening settin Workpiece detector can be incorporated
(Nm [Ibfin]) asiening Seting | 0.05-0.35[0.4-31] | 0.2-0.45[1.8-4.0]
(600 min”' setting)
- - External Start up Start up control can be enabled
HARD fastening setting | 0.05-0.4[0.4 - 3.5] 0.2-1.0[1.8-8.9] Control Function by external input signal
.| Free Speed | SOFT fastening setting 600 - 1000
2 (min™ )| HARD fastening setting 100 - 1000 Output Voltage 24V DC
=l —
5 Power Consumption (w) 30 % Photocoupler input
‘(”: Screw Size | Machine screw 1.2-3.0 18-4.0 <‘§ Input Signal Method (24 V DC drive (5 mA/1t ingut), respond to PNP
= a R R (&) outpu
g (mm) | Tapping screw 11-25 : 16-35 Photocoupler output
| Bit Type NK35 (OD6.35 mm [1/4"] Hex.Shank) Output Signal Method (30 V DC less, 30 mA/1 output or less, PNP output
Mass 370 g[0.82 Ibs] method)
Rated Operation ON: 0.5 seconds / OFF: 3.5 seconds Service Power Source 24V DC (Maximum capacity 200 mA)
Bit Groundi Equipped as standard
L - quippecas s .an o ] When on standby: 20 W During electric
+ Bit NK35 * Bit NK35 Power Consumption screwdriver rotation (rated): 30 W
(No.0 x4 x75):1pc. | (No.1x4x75):1pc. )
* BILNK3S " BItNK35 Mass 1100 g [2.4 Ibs]
(No.1 x4 x75): 1pc. | (No.2x4x75): 1pc.
Standard Accessories + Bit NK35 + Connection Cord 2 m .
(No.2x4x75):1pc. | (DLWSOT5): 1 pe. Erso?e(cfifﬁtmsm'c Discharge) Adopted (IEC61340-5-1 compliant)
+ Connection Cord 2m |+ Supension Bail: 1 pc.
(DLWS075): 1 pe. Power cord 2 m (Optional)2 DLW9220 / DLW9240 / DLW9250
+ Supension Bail: 1 pc.
Please contact us for 4 mm bit type ("M” Bit). *1) DCC0101X-AZNwith NPN output also available

*2) Thepower cord is sold separately. Ask us for the required power cord
when ordering.
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delvo BRUSHLESS MOTOR - DC POWER SUPPLY

S Series ( Variable speed type )
DLV30S / 45S / 70S

UsuAwi§asaula 3 s:du mioJovAuguvuIdeKie

- DWoAguMsUUSuDUansAdaluAdvEI8UoAU
AJURQWANQ

- Tasvasvindavidus:uudavAumsiAalwwhana
IKU:AULIUTUSIaANSaUNg

- Dwasaidouaadrynycu 1/0

[[@ | ueder urepen  INHOM QLLIN @

ey Low Voltage (DC) Brushless motor
Miniature [ Precision Machine
[ 2.6-8.0mm ] screw screw screw

' Low m % Soft S, st7
| \
DLV30S12P f : 3 h 4
D LV30306 P D LV3OSZO L LeverStart ~ PushtoStart  LowVoltage BrushlessMotor Grounded Bit ESDProtection  Soft Stop ~ Variable Speed ~ Soft Start  Clutch Type
Built-in Automatic Speed Control Function
Lovy §peed fastening
=l High speed feeding at middle ?r:f'n'sllfeducisf, .
- — Low speed starting reduces improves efficiency and © problems at finish.
quality of screw fastening work.

the problems at start.

— <Step 2>
- - 7 <Step 1>

= Built-in the Functions of
Screw Fastening Counter

<Step 3>

Main LED mounted on the screwdriver
= « screw count setting LEDs and Setting Buttons on the Screwdriver
« fastening time setting,

and fastening time
DEAO0151N-AZ /| DEA0241N-AZ measurement

Torque range 0.4 -7.0 Nm

Parameter LED

Mode LED Setting Buttons

Workpiece LED

[3.5 - 62.0 ibfin]
_ Specifications Low Speed Standard High Speed Low Speed Standard High Speed
Model | Bit \ Lever Start DLV30S06L-AY : K | DLV30S12L-AY : K | DLV30S20L-AY : K | DLVA5S06L-AY : K| DLV45S12L-AY : K DLV70S06L-AY : K
: \ Push to Start DLV30S06P-AY | K | DLV30S12P-AY : K | DLV30S20P-AY : K | DLV45S06P-AY K| DLV45S12P-AY : K| DLV70S06P-AY : K
DEAO0151N-AZ or
Power Source DEA0151N-AZ or DEA0241N-AZ DEA0241N-AZ DEA024IN-AZ DEA0241N-AZ
Torque Adjustment Stepless
Torque Low Torque Spring*’ 0.4-1.6[3.5-14.2] 2.0-45 3.8-70
(Nm [Ibf x in]) | High Torque Spring* 1.2-3.0[10.6 - 26.6] [17.7 - 39.8] [33.6 - 62.0]
Free Speed (min‘1) For the details, see separate setting range of speed and toque.
@ Speed Level Lv1(Min. Speed) to Lv9 (Max. Speed)
'-§ Power Consumption (W) 44
£ Screw Size | Machine Screw 26-5.0 45-6.0 5.0-8.0
2 (mm) | Tapping Screw 25-40 4.0-50 45-6.0
5 |Mass (g [lbs]) 710 [1.57] 860 [1.90] (with pistol grip)
i Rated Operation ON: 0.5 seconds / OFF: 3.5 seconds
Bit Grounding Equipped as standard
+ Bit NK35 (No.2 x 7 x 75): 1 pc. + Bit NK35 (No.2 x 7 x 75): 1 pc.
+ Low Torque Spring: 1 pc. + Connection Cord 1.5 m(DLW9073): 1 pc.
Standard Accessories* + Suspension Bail: 1 pc. + Suspension Bail: 1 pc.
+ Connection Cord 1.5 m (DLW9073): 1 pc. + Pistol Grip (DLW2300ESD):1 pc.
+ Torque Adjustment Ring Cover (DLW5203) + Torque Adjustment Ring Cover (DLW5202)
Input/Output Signal Type PNP
Model DEA015IN-AZ | DEA0241N-AZ Bit Type mm) 1: Standard Accessory
S Power Source 100 - 240 V AC, 50/60 Hz, 60 W Z Installed _
& Output Voltage 40V DC AEFk:%» ﬁ *3: The power cord is sold separately.
© | Maximum Rated Power (W) 150 240 Ask us for the required power cord when
5| Mass @ 056 09 unit:mm | Ordering.
Power Cord 2m (Optional)*® DLW9220 / DLW9240 / DLW9250 | Please contact us for 5 mm bit type
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delvo BRUSHLESS MOTOR - FORAUTOMATION

A Series (For Automation)
| DLV30A/45A/70A

- awisalssouniuiAgavINssaluda (Automation)
la:BouaanuKUBUAINU XY

- 1dansUiuunisaaadvla 3 luu Aovaasdasuuiassu
voaodakulau llia:uaaadainds vy

- awnsnidouaas:uuiionduAUMSISEVEIAUTUODU
ASIBUAUIEYIU NMISTUIGUKUN lla:NsTUNDgKavSalula

- Os:uuavaryayrcuilalanisva ( Torque-up Signal )
s:uuUavAudeyayrculwwhsunau idieUavAunisritviuRawana

@y NITTO KOHKI  Made in Japan

lu-\1 - dryryntu input/output QNKUAEAUIUDINIVISMETU
i yovluAILAdY photocoupler
DLV45A06A-F DLV45A12A-N
The Vacuum

Pickup is optional.

Transformerless (AC) Brushless motor Q g il E

[ 2 6_ 80 mm ] Mlsnclraet‘l;lvre M:;I;IVI;G Transformerless Brushles s Motor Grounded Bit ~ Clutch Type
Specifications Low Speed Standard High Speed Low Speed Standard High Speed
© | Standard coupling DLV30A06A-N(AA) ' J | DLV30A12A-N(AA) ' J | DLV30A20A-N(AA) | J | DLV45A06A-N(AA) | K| DLV45A12A-N(AA): K | DLV70A06A-N(AA) | K
Model  Bit Coupling with flange | DLV30AOBA-F(AA) : J | DLV30A12A-F(AA) | J | DLV30A20A-F(AA) : J | DLVA5A06A-F(AA) | K| DLVA5A12A-F(AA) | K| DLV70A06A-F(AA) : K
.| Coupling with M41 screw | DLV30A0BA-M(AA): J | DLV30A12A-M(AA) | J | DLV30A20A-M(AA) | J | DLV45A06A-M(AA) | K | DLV45A12A-M(AA): K | DLV70A06A-M(AA): K
Power Source 100 V AC, 50/60 Hz
Torque Adjustment Stepless
_ | Torque Low Torque Spring*' 04-16[3.5-14.2] 20-45 38-70
2 |(Nm [Ibf xin])| High Torque Spring* 1.2-3.0[10.6 - 26.6] [17.7 - 39.8] [33.6 - 62.0]
‘g Free Speed (min) 650 \ 1200 \ 2000 650 \ 1200 650
® Screw Size |Machine Screw 2.6-5.0 45-6.0 5.0-8.0
& (mm) Tapping Screw 25-4.0 40-5.0 45-6.0
-g Mass Standard coupling 700 [1.54] 780[1.72]
3 Coupling with flange 760 [1.68] 84011.85]
w | @00s) {0 ing with M4t screw 740 [1.63] 820 [1.81]
Power Consumption (W) 45
Starting Method External input signal
Input Signal (NPN) Start signal / Forward signal / Reverse signal (5 - 24 V DC)
Output Signal (NPN) Torque-up signal (Voltage under 30 V DC and current 20 mA)
Rated Operation ON: 0.5 seconds / OFF: 3.5 seconds
Bit Grounding Equipped as standard
Standard Accessories - Bit NK31 (No. 2 x 6 x 70): 1 pc. - Low torque spring: 1 pc. |- Bit NK35 (No.2 x 7 x 75): 1 pc.
] K *1: Standard Accessory

9 *2: Installed
*3: DLV30A is available upon request for use with 6.35 mm hex. shank bits.

Bit Type (mm)
06 ﬁ
]
H
“ :
|
%‘

EENEE

23 6.35

Torque Diagrams

Optional Accessories (for reference)
Sleeve for Vacuum Pickup Vacuum Pickup Vacuum Pickup Screw Vacuum Pum 8o
DLS4000 Series DLP7401-J DLP7401-K DLP2530 (100 V ACF)) 7.0 DLV70A

DLP2570 (230 V AC) D60

[ s e DLV45A™]
[ 8- S 50
- ) : - 2 M
= g@hj . . S 40 >
— B P ! DLV30A _|
alilh "‘ 5 3.0 L~ High T rqu7§—p ing
b) ! g0

L]
Select according to For Hex. 5 mm (DLV30A) For Hex. 6.35 mm (DLV45A/DLV70A) Connect the tube to the vacuum 20— ‘ DLysofA
the screw shape *DLS3223/DLS3225 included *DLS4220/DLS4221 included pickup port. The vacuum will pick 10| l Low _Torque Spring
up the screw. 1234567289
Torque Scale
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delvo BRUSH MOTOR - FOR AUTOMATION
DLV3100/3300 Series (For Automation)

i

. @usalssounuinovdns3alula (Automation)

- Us:uudavAumsauasifiou a:nsun vdelkduans

A ) g

- '__ _.’_q,-'

Taoenvaoitiov

- Os:uuavdryryrcuaiisvia (Torque-up Signal)

—

” g/{ﬂ + AADWILUEUDVISVTOEGY

e

);r"'
DLV3100 series DLV3300 series DLC3310

i Brush motor Brushless motor DLV31 Low DLV

Specifications For Precision Screws For Machine Screws
Model DLV3321-CMN ‘ DLV3331-CMN DLV3121-EJIN*1 ‘ DLV3131-EJN*1 ‘ DLV3141-EJN*1 DLV3151-EJN*1
Power Source DLC3310 -
Power Source 36 V DC (supplied from controller) 100 V AC, 50/60 Hz
§ Torque Adjustment Stepless
S . 0.3-1.2 0.25-0.7 05-15 1.2-3.0 20-45
| W e} CEB=B0llba=l) | 7 gy [2.2-6.2] [4.4-13.3] [10.6 - 26.6] [17.7-39.8]
ﬁ Free Speed (min‘') 900 600 900 600 450
& | Power Consumption (W) Approx. 35 Approx. 45
o | Screw Size Machine Screw 1.0-3.0 20-35 2.3-26 26-35 35-5.0 45-6.0
(mm) Tapping Screw 1.2-26 20-3.0 2.3-30 25-35 3.0-4.0 40-5.0
Starting Method Voltage input
Mass (g [lbs]) 400 [0.88] \ 900 [1.98]
Rated Operation ON: 0.5 seconds / OFF: 3.5 seconds
Standard Accessories \ - Connection Cord (2 m): 1 pc. - Spare Carbon Brush: 2 pc.
*These models have no bit holding function.
Sl DLC3310 If required, please order the models as below. (Made-to-order)
5 | Power Source 24\ AC, 50/60 Hz +DLV3121 — DLV3128-EJN  + DLV3131 — DLV3138-EJN
% Output Voltage 36V DC . DLV3j41 - DLV3148-EJN  +DLV3151 — II.‘JLVI3158-EJN .
S (The bit holding method of the above models is different from the other screwdrivers.)
© | Mass (9[lbs) 360 [0.79]
Standard Accessories Connection Cord (2 m) for DLV3321/DLV3331: 1pc. Bit holding method (For DLV3128/DLV3138/DLV3148/DLV3158)
. Bit retaining ball
_ For CMN For EJN Bit receptacle
(S ©
= N
:; 35 N 14 7—%
= — I R = Eﬁ I
5 3 11 | ¥ ‘8 24 5 ] s
32.9 Applicable bit shape
Installation Example A steel ball to retain the bit is in the bit holder.
The bit is attached just by pushing it in.
Pull the bit with pliers, etc., to remove it. (Unit: mm)
Optional Accessories
Vacuum Pickup
For Vacuum Pickup r:'— DLP6500
Select according to _ For screw vacuum pickup
the screw shape "*‘4_,._ *DL82124/iELISi1ei7/DLSZ130
clu
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@y NITTO KOHKI  Made in Japan

NITTO KOHKI

COUPLING

POWER TOOL

MACHINE TOOL

ELECTRIC
SCREWDRIVER

SPRING
BALANCER

AIR BLOWER

delvo BRUSHLESS MOTOR - AC POWER SUPPLY

A Series ( Transformerless Type)
o] DLV30A-AB /45A-AB /70A-AB

DLV45A12L

DLV30A12L

ﬂ .

DLV30A06P

DLV30A20P

« AIISVTAR 0.

4-7.0 Nm

+ ADWISOSDU 3 S:C‘]_UI:]: 650 /1200 / 2000 sau/u1i

- Olkidonfsvu 2 s:UUAD Push to Start k3o Lever Start

- wsauriAsauwanadnUavAunisusumiisvdalagluavio

. ﬂWSOOﬂIIUUIIE\:WQOIGUTUC]']UU’]OS']Q']U

Wodvinaaauuavaknwglsu (RoHS)
- aunstllasu : wdusu DLW2300 dksulunaviwwhsu DLVASA

lla: DLV70A

Transformerless (AC) Brushless motor | @‘_ @ Q’ g R %
[ 26 - 80 mm ] Lever Start  Push to Start Transformerless Brushless Motor Grounded Bit  Clutch Type
Specifications Low Speed Standard High Speed Low Speed Standard Low Speed
Model : Bit Lever Start DLV30A06L-AB K| DLV30A12L-AB (K| DLV30A20L-AB (K | DLV45A06L-AB | K | DLVA5A12L-AB K| DLV70AO6L-AB (K
(Standard) Pushto Start | DLV30AO6P-AB K| DLV30A12P-AB K| DLV30A20P-AB 'K | DLVASAOBP-AB 'K | DLV45A12P-AB 'K | DLV70A0BP-AB K
Model ' Bit Lever Start | DLV30A06L-SP(AB): K | DLV30A12L-SP(AB) | K | DLV30A20L-SP(AB) | K |DLVA5AO6L-SP(AB): K | DLVA5A12L-SP(AB) | K |DLV70A06L-SP(AB) | K
(Made- to-order)*" : Push to Start |DLV30A06P-SP(AB): K |DLV30A12P-SP(AB): K |DLV30A20P-SP(AB): K |DLVA5AQ6P-SP(AB): K | DLV45A12P-SP(AB) : K |DLV70A06P-SP(AB): K
Power Source 230 V AC, 50/60 Hz
Torque Adjustment Stepless
Torque Low Torque Spring*' 0.4-16[3.5-14.2] 20-45 38-70
£ | (Nm [Ibf xin]) | High Torque Spring*2 1.2-3.0[10.6 - 26.6] [17.7-39.8] [33.6-62.0]
2 | Free Speed (min") 650 \ 1200 \ 2000 650 1200 650
(‘,,3 Power Consumption (W) Approx.45
£ | Screw Size Machine Screw 26-5.0 45-6.0 5.0-8.0
Q .
= (mm)| Tapping Screw 25-4.0 40-50 45-6.0
Mass (g [Ibs]) 700 [1.54] 870 [1.92] (with Pistol Grip)
Cord length (m) 3
Rated Operation ON: 0.5 seconds / OFF: 3.5 seconds
Bit Grounding Equipped as standard
+ Bit NK35 (No. 2 x 7 x 75): 1 pc. + Bit NK35 (No.2x 7 x 75): 1 pc.
' + Suspension Bail: 1 pc. + Suspension Bail: 1 pc.
SIETHETE BTN + Low Torque Spring: 1 pc. + Pistol Grip (DLW2300)
+ Torque Adjustment Ring Cover DLW5201 + Torque Adjustment Ring Cover DLW5202
. 0 g Europe Torque Diagrams (for reference)
= = ~E@ g °© —] 20 DLV70A
= | e - 7.0 -
& 5 23 | 6.35 =] —Em @ 6.0
. 3 S L
Please contact us for 5 mm bit type. *1: SP Type (made-to-order) can output torque-up signal g‘ 50 P DLV45A
*2: Standard Accessory g 40 >
*3: Installed 2 30 R T Srking
220 — -
10 DL‘\'/so‘A—f—I
Low, Térqu_ejpring

1234567289
Torque Scale
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delvo BRUSHLESS MOTOR - DC POWER SUPPLY
DLVO2 /12 / 16 Series

- QWUUDNIIVUANUKANESSANEQS (Ergonomic Grip) dualia
lasu28IWUAINUAEDVAIUNSHIVU

* ¥aADUANTWONSEUASIDIUNISHIVIU overload
Taginzovo:kyarnvuidalsounuf&w KdauuRull

- nasvAdUANTsISVAUTWWATaGLIIA 100 -240 V AC

. 1d3onusus:dunoisala

su DLV02/12/165L-CKE uawsauriAsauwanaan
JovAunsusuaisvdalasludolo
su DLV02/12/165L-BKE uwsaus:uudavAulwwiana

[[@ | ueder urepen  INHOM QLLIN @

DLV02/12/16SL -CKE @ DLV02/12/16SL -BKE

Low

Low Voltage (DC) IR 3 T I % m BKE Mode!
e oaels

S
.
1

¢
h 4

g

[ 10 . 40 mm ] LeverStart  Low Violtage  Brushles s Motor  Grounded Bit  Variable Speed  Clutch Type | ESD Protection
Specifications Model DLC16S-WGB
100 240 V AC,
Standard Type DLV02SL-CKE DLV12SL-CKE DLV16SL-CKE _ Input Voltage 50/60 Hz
Model 2
ESD Protection Type DLV02SL-BKE DLV12SL-BKE DLV16SL-BKE £ | Power Source 20-30VDC
& | Function Speed Control
Starting Method Lever Start
Mass (gllbs]) 1380 [0.84]
. Power Source From dedicated controller DLC16S-WGB Power Cord Length  (m) | 1.6
% Torque Adjustment Stepless
5 ® Europe
& | Torque (Nm [Ibfin])  0.03-0.2 [0.3-1.8] 0.15-1.2 [1.3-10.6] 0.2-1.6 [1.8-14.2] § A A
[} {—
=
ini | Free Speed (min) 700 - 1000 a =
Power Consumption (W) 48
9
[
Screw Size Machine Screw 10-2.2 14-30 22-40 S YH= -
. = N L23 ] 6.35
(mm) Tapping Screw 1.0-2.0 14-26 2.0-3.0 unit: mm
Mass (g [Ibs]) 470[1.04]
Rated Operation ON: 0.5 seconds / OFF: 3.5 seconds Torque Diagrams (for reference)
Bit Grounding Equipped as standard 1'2
1.4
Standard Accessories ® ., DLV16
Model DLV02 DLV12 DLV16 g, —-
No. 0 x 3.8 x 50 1 : : g os A o
Bit NK36 No. 1x 3.8 x50 1 g o6
No. 2x4.5x50 1 1 s bivos
Connection Cord 2.4 m 1 02 ]
0 1
Suspension Bail 1 12 3 4 58 8 9 10
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delvo BRUSH MOTOR - DC POWER SUPPLY
DLV7400A Series [C€

vunan:nasa thkunivwagaanduidoga1wovnlzuu

DLV7410HA

DLV7410A ‘ . s"u Clean Room lasunisusavuIaSTIU
- Tasvasivindovidus:uudavaunisiAalwwiadaa

awsausus:auAUISIluUNISTUANSABOAIUAL
la:auSafKUOAUISITKIKLAUBULIU
- ¥OADUAWDS:UU Soft Start ¥ouUovAuAIWIdEKIY
_d YoVKIANS
/ , - UBIADSIUU Coreless BHAANSVIIOY
- @WSlEIUSIUAUIASEOUUNSTUENS SU DLR5640-WN

DLV7419A

DLC1110-GG/HE DLV74199HA

DLV7429A

@ NITTO KOHKI  Made in Japan | @ ]

Low Voltage (DC) Brushless motor I'! J# m ‘ V\’ - Sof7 % |.—|0. gmﬁgﬁ/\
T - " | * C./ =
1 2 Miniature Precision Machine LeverStart ~ LowVoltage ~ Grounded Bit ESDProtection  Low Shock ~ Variable Speed  Soft Start  Clutch Type  |Clean room adaption DLV7429A
[ 0-2.6 mm ] SCrew screw screw

Specifications ° 35 N
Standard Type DLV7410A-BME DLV7410HA-BME DLV7420A-BME §: — @
Model | For Clean Room Use = 3 11 o
(with built-in vacuum pickup) DLV7419A-BME DLV7419HA-BME DLV7429A-BME e ‘ unit: mm
_ | Starting Method Lever Start .
£ |Power Source From dedicated controller Torque Diagrams (for reference)
2 Torque Adjustment Stepless  mymamen v
3 |Torque (Nm [Ibfin]) 0.02-0.2[0.2-1.8] 0.15-0.4 [1.3-3.5] : e P
© |Free Speed (min™) 500 - 750 | 700-1000 450 - 600 020 b.gk ) 040 5
'S | Power Consumption (W) Approx.10 Sons A o d
T (mm) | Machine Screw 10-23 16-26 g A 025 o
Tapping Screw 1.0-20 14-23 2010 Sorr 5%
Mass (g [lbs]) Standard Type 230 [0.51] / Clean Room Type 275 [0.61] 2 05 // e 010
Rated Operation ON: 0.5 seconds / OFF: 3.5 seconds 00 ] ‘ 008
Bit Grounding Equipped as standard zeas Tur?]ue Scale ¢
Model DLC1110-EN DLC1110-FE DLC1110-GE DLC1110-GG DLC1110-HE ‘ DLC1213A-GGB*1 | DLC1213A-HEB*1
Features Non-CE CE Non-CE
_ | Power Source 100 V AC, 50/60 Hz‘ 115V AC, 50/60 HZ‘ 220V AC, 50/60 Hz | 230 V AC, 50/60 Hz ‘ 240V AC, 50/60 Hz ‘ 230 V AC, 50/60 Hz | 240 V AC, 50/60 Hz
% Control Function Soft Start,Speed Control, ESD Protected
§ Output Voltage 40V DC
Mass (glibs)) 900 [1.98) 2300 [5.07]
Plug Shape USA USA UK \ Europe UK Europe \ UK
Power Cord Length (m) 2
° Europe UK *1: An optional cord DLW9072 is required to connect with this model.
A e P Neither DLC1213A-GG nor DLC1213A-HE can be used with the DLV7400A series.
73} — © —r o
ng_; =l> — '_Em|m- E%}] Model DLC1213A-GGB or DLC1213A-HEB + Cord DLW9072
Optional Accessories Standard Accessories
DLV7410A/ DLV7419A/
Model DLV7410HA DLV7420A DLV7419HA DLV7429A
No.0x 1.8 x 44 1 - 1 -
Bit NK4D | No.1x2.5x44 1 1 1 1
No. 1 x4 x 44 - 1 R 1
Connection Cord DLW9070 (1.5m) 1 1 1 1
) . Low Torque Spring 1 - 1 -
Sleeve forVacuum Vacuum Pickup Torque Adjustment Ring Suspension Bail 1 1 1 1
Pickup DLP5300 Cover Vacuum | DLS2120 B - 1 1
DLS2000 Series DLW5700 Sleeve DLS2124 1 1

ATT
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delvo BRUSH MOTOR - DC POWER SUPPLY
DLV5700 Series

- 0WIUDDNIIVUONUKANESSFANEQS (Ergonomic Grip)
Juala la:dgIWLAIUAaDLAD UNISHIVIU

DLC0350 + IASDVLUIWSDUS:UUODANYAU
+ IIsvaua:ifiouytu:guansanosunalu 30%

- OnalnAduAUAIISYTA
’ - Tasvasivindovidus:uudovaumsinalwwiada

DLV5720 / DLV5720H / DLV5740

[[@ | ueder urepen  INHOM QLLIN @

Low Voltage (DC) Brushless motor

Miniature | Precision Machine

o T— e e ]
Low

e W Y Soft
- . L 4 Y 1w
DLV5740H / DLV5750 LeverStart  LowVoltage  Grounded Bit ESDProtecton  LowShock  Veriable Speed  Soft Start  Cluteh Type

Specifications
Model DLV5720 \ DLV5720H \ DLV5740 \ DLV5740H \ DLV5750
Starting Method Lever Start
Power Source DLC0350 \ DLC0950
Torque Adjustment Stepless
Torque (Nm [Ibf-in]) 0.02-0.2[0.2-1.8] 0.15-0.4 [1.3-3.5] 0.1-0.55[0.9-4.9]
5 | Free Speed (min-) 500 - 750 \ 700 - 1000 450 - 600 1200 - 1800 670 - 1000
-_g Power Consumption (W) Approx.10 Approx.35
% Screw Size (mm)‘ Machine Screw 1.0-2.3 \ 16-2.6 \ 1.0-3.0
3 | Tapping Screw 1.0-2.0 \ 14-2.3 \ 1.0-2.6
2 |Mass (g [lbs]) 230[0.51] 300 [0.66]
E Rated Operation ON: 0.5 seconds / OFF: 3.5 seconds
| Bit Grounding Equipped as standard
+ Bit NK4D(No.0 x 1.8 x 44): 1 pc. + Bit NK4D(No.0 x 2.5 x 44): 1 pc.
+ Bit NK4D(No.0 x 2.5 x 44): 1 pc. + Bit NK4D(No.1 x 4 x 44): 1 pc.
Standard Accessories + Connection Cord (1.5 m) DLW9081: 1 pc. + Connection Cord (1.5 m) DLW9081: 1 pc.
+ Suspension Bail: 1 pc. + Suspension Bail: 1 pc.
+ Low Torque Spring: 1 pc.
Model DLC0350E DLC0350F DLC0350G DLC0950E DLC0950G
Power Source 100 V AC, 50/60 Hz | 115V AC, 50/60 Hz | 230V AC, 50/60 Hz | 100 V AC, 50/60 Hz | 230 V AC, 50/60 Hz
s USA UK USA o 25 N
£ |Plug Shape — 0 — = ‘(Z’Z%'_' % !
g co= Di— 0 o= D> ||z @
= unit: mm
Mass (g[lbs]) 900 [1.98] 1800 [3.97]
Power Cord Length (m) 2
Optional Accessories Torque Diagrams (for reference)
025 DLV5720/5720H 0.60 DLV5740/5740H/5750
This minimizes tampering or 055 oLvsrag
accidental turning of the 20-2” Springlior High Totque 0.45| (overaon)
torque adjustment ring once R // PACTTYay. diva
the torque is set. g / 030 }/
= 010 -25 T 7
SleevifoizVacuum Vacuum Pickup Torque Adjustment Ring Cover g L || o522
DLS2000 S DLP5300 DLW5700 SRTIATT oot | 010
-
4

78
* Please see page 39 for details. Torque Scale

A78



() NITTO KOHKI ELECTRIC SPRING
@ COUPLING powerTooL [ macHinETooL I ( SERTRE A ANGER AIR BLOWER

o
L
o>
P_cec
(=]
Q=
L
W
w o
(@]
w

delvo BRUSH MOTOR - DC POWER SUPPLY
DLV7300 Series

l « lunvwwiiuugiZovyovisvia

« @WNSOAKUQAUISITKIKUN:AUBULIU

- yamuAUTkAWILUETUNISTUUS:NDUZY

- ¥QA2UAUDTS:UU Soft Start ¥ouUavAuAdWIdKI8UavKIANS

suDLV7325 lla: DLV7335 1a5UnMssusavinassnu Clean Room

Low Voltage (DC) Brushless motor
Miniature EECEE) Machine
( 1.0-3.5 mm screw screw

Low ~,] [sott + | DLV7325
DLV7313/7323/7333 DLV7325/7335 DLC1213A e (/ f % [ 1"| orvaass

LeverStart ~ LowVoltage Variable Speed ~ Soft Start  Clutch Type | Clean room adaption

@ NITTO KOHKI  Made in Japan | @ ]

" For Clean Room Use For CME
Specifications Standard (with buitin vacuum pickup) a5
Model | Bit Shank:@4 mm DLV7313-CME | DLV7323-CME | DLV7333-CME | DLV7325-CME* | DLV7335-CME* | || =1 A
| Bit Shank:Hex.6.35 mm | DLV7323-CKE | DLV7333-CKE | DLV7325-CKE | DLV7335-CKE g - - 2
5 | Starting Method Lever Start >y S !
.= | Power Source From dedicated controller = For CKE
2 | Torque Adjustment Stepless = 9
g ’ 0.03-0.15 0.05-0.5 0.3-12 0.05-0.5 03-12 @ ﬁ
& | Toraue (Nm flofinl)|  1o3.13] 04-44] | [27-108] [0:4-44] 2.7 - 10.6] QU — J@@
5 |Free Speed (min) 700 - 1000 500 - 700 700 - 1000 500 - 700 s 2 -
2 Power Consumption | (W) | | Approx.35 |
. |Machine Screw Up to 2.0 1.0-3.0 2.0-35 1.0-3.0 20-35 Asia
Sorew Size (M) [z 5ing Screw Upto17 12-26 20-3.0 12-26 2:0-3.0
Mass (g [Ibs]) 350 [0.77] 400 [0.88] I 7.
Cord Length (m) 1.5 (with connector) — %Im-
Rated Operation ON: 0.5 seconds / OFF: 3.5 seconds
* Vacuum pump for suction of screw is available as option. See page 51 for details of the vacuum pump. % Europe
Model DLC1213A-EN | DLC1213A-FE* | DLC1213A-GE | DLC1213A-GG | DLC1213A-GGU | DLC1213A-HE | | &) ® l_-mlm-
. |Features Non-CE Non-CE Non-CE CE CE Non-CE = ® —
= |Power Source 100 VVAC, 50/60 Hz | 115V AC, 50/60 Hz | 220V AC, 50/60 Hz | 230 V' AC, 50/60 Hz | 230 V/ AC, 50/60 Hz | 240 V AC, 50/60 Hz -
<= Control Function Soft start, Speed control UK
& |Plug Shape Asia [ Asia [ UK | Europe | UK | Without Plug
Mass (g [Ibs]) 2300 [5.07] o 0
Power Cord Length (m) 2 v
* This model is made-to-order.
Optional Accessories
Torque Adjustment
Ring Cover Extension Cord 3m
DLW5500 DIw9320
This minimi i .
scedeta ming of he raue Vacuum Pickup DLPT200 | Vacuum Pickup DLPT300
; fning a Extends cord lenath bet Vacuum Pickup DLP7100 For DLV7323-CME/DLV7333-CME | For DLV7323-CKE/DLV7333-CKE
adjustment ring once the torque Xiends cora lengtn between . *DLS2135 included
is set controller and screwdriver For DLV7313DLS2122/DLS2124/ . DLS2122/DLS2124/DLS2127
DLS2127 included included
Standard Accessories Torque Diagrams
DLV7323/ (for reference)
Model DLV7313 -CME | DLV7323 -CME | DLV7333-CME \DLV7331/ DLV7325-CME | DLV7335 -CME | DLV7325/35-CKE 12 T
DLV7333-CKE 1.0 |—PLV7338/7338
NK4D No.0 x 1.8 x 44 1 - - - - - - =)
Bit | NK4D No.0 x 2.5 x 44 1 1 - - 1 - 5 08 /
NK4D No.1 x 3 x 44 - - 1 - - 1 - é 0.6 /[ DLv7323/ |
NK4D No.1 x 4 x 44 - 1 - - 1 - s 4 >
NK4D No.1 x 7 x 50 - - 1 - - 2 o
NK4D No.2 x 4 x 44 - 1 - - 1 _ <, L1
NK4D No.2 x 4.5 x 50 - - = < c 1 0.15 -
NK4D No.2 x 7 x 50 - - 1 - - - 003 e QL3I0
DLS2124 - - - 1 - : " % rorque Scate.
DLS2127 - - 1 1 -
Vacuum 159130 - - - 1 1 -
Sleeve  p|S2134 - - - - - 1
DLS2135 - - - - - - 1
Suspension Bail 1
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delvo BRUSH MOTOR - DC POWER SUPPLY
DLV7300 - BME / BKE Series

TumovIWWARBI8AUDLFUIU
gs:uudavAunsiialwwiadamioUovAunnuideriy
AonvIfaAuBULIU

- TkmisduRubuda ydsUndovsuvululkideriy
la:goALANUNASTIU

TAsvastvuovdinavids:uudaviunsiialwwiaaa

Tasunissusovnassu Clean Room Class 5

Low Voltage (DC) Brushless motor
Precision
screw

Machine
screw

Miniature

1.0-3.5mm AT

[[@ | ueder urepen  INHOM QLLIN @

(

Low i ~| [son +, DLV7319-BME
DLV7309 DLC1213A [E Y ;l C }’ \ % l l\*{\' EI—I DLV T30 B
Lever Start  Low Voltage ~ Grounded Bit  ESD Protection Variable Speed ~ Soft Start  Clutch Type Low Shock C:iaar;)l'igor:n DLV7349-BME
Specifications ESD ESD / Low Shock / For Clean Room Use (with built-in vacuum pickup)
Model Bit Shank:@4 mm DLV7321-BME*' | DLV7331-BME*' | DLV7319-BME* | DLV7329-BME*' |  DLV7339-BME | DLV7349-BME*'
Bit Shank:Hex.6.35 mm | DLV7321-BKE DLV7331-BKE
Starting Method Lever Start
= Power Source From dedicated controller
.= | Torque Adjustment Stepless
2 S 0.05-0.05 0.30-1.20 0.20-0.40 0.25-0.55 0.45-0.95 0.55-1.20
g |Torque (Nm [Iofin]) o4 - 4.4] [2.7-10.6] [1.8-35] [2.2-4.9] [4.0-84] [4.9-10.6]
o | Free Speed (min) 700 - 1000 500 - 700 700 - 1000 500 - 700
'_§ Power Consumption (W) Approx.35
2 Screw Size Machine Screw 1.0-3.0 2.0-35 2.0-3.0 3.0-35
(mm) Tapping Screw 1.2102.6 2.0t03.0 2.0-2.6 2.6-3.0
Mass (g [Ibs]) 350 [0.77] 400[0.88]
Cord Length (m) 2 (with connector)
Rated Operation ON: 0.5 seconds / OFF: 3.5 seconds
Bit Grounding Equipped as standard
*1: These models are made-to-order.
Model DLC1213A-ENB |DLC1213A-FEB*? DLC1213A-GGB | DLC1213A-HEB ESD protection measure
Features Non-CE Non-CE CE Non-CE q Conventional -
o M P DLV7300-B " E
5 |Power Source 100V AC, 50/60 Hz| 115 V/ AC, 50160 Hz 230 V AC, 50/60 Hz| 240 V AC, 50/60 HZ eas‘;rter:eg ‘:'T‘t,t - Product 3050
E : : atic Electricity
g Control Function Grounding, Soft Start, Speed Control Handle Surface Resistance (Q) | more than 107 10°
S | Plug Shape UsA | USA | Euope | UK Static Electricity (V)| 350 2
Lever Switch :
Mass (gflbs]) 2300[5.07] Surface Resistance (Q) | more than 10 10
Power Cord Length (m) 2 poward | lstatic Electriciy (V)| 25 2
*2. These models are made-to-order Static Electricity ) 10 5
= For BME For BKE Power Cable Surface Resistance (Q) ' more than 10 10"
£ ;
= 35 N 9 Part Material
S . @ _ﬁ) —E%~ . Handle Lever Switch Synthetic resin with carbon fiber
= 3 K| 1 5 23 6.35 Power Cable Anti-static material
*Measurement conditions (Temperature: 22°C Humidity: 66%) (1)Static electricity
@ + Earth the measurement equipment and measuring person.
§' o Euope UK USA + Grip the screwdriver five times using Ansel Edmont electronic control glove.
n — g — + Turn on the switch of the screwdriver.
= ._%wlm- %ﬂ E.’ - + Measure each part of the screwdriver using electronic measurement
o = equipment manufactured by Shishido electrostatic Ltd. (2)Surface resistance
+ Measure using Simco Japan surface resistivity measurement equipment.
Standard Accessories Torque Diagrams (for reference)
Model DLV7319/29-BME | DLV7339/49-BME | DLV7321-BME | DLV7331-BME | DLV7321/31-BKE 1.2
NK4D No.0 x 2.5 x 44 1 - 1 - - pLyrae
NK4D No.1 x 3 x 44 - 1 - 1 1o
Bit NK4D No.1 x4 x 44 1 - 1 - - 2os
K35 No.1 x 7 x 50 - - - - 1 §' o 3114 DIV7339
K4D No.2 x4 x 44 - 1 - 1 - E 06 77 L7329
K35 No.2 x 7 x 50 - - - - 1 S04 A
DLS2124 = = - 2 o3| VoLvzsis DLV7321
Vacuum |DLS2127 - - 02| (tZ
Sleeve |DLS2130 c 1
DLS2134 - - 2 s 4567
Suspension Bail 1 Torque Scale
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delvo BRUSH MOTOR - DC POWER SUPPLY
DLV7104/8104/8204 Series

- alsulkuRlasuAwTdsuLINAGQ

- QUDUDNIIVUANUKANESSANEQS (Ergonomic Grip)
Sunda la:sgINUAIIUAaDLAITUNISHIVIU

- 1A%0VUWSDUS:UUGDENEAU

- a@wnsausuRfnMvMskyuin-oanlalaslsolded

. LWsaurWAsauwanadnUovdunisusumiisvalagludolo

@y NITTO KOHKI  Made in Japan [ @ |

Tranformerless (AC) Brushless motor

Miniature  Precision Machine
[ 2.6-6.0 mm screw screw
DLV7104 DLV8104/8204 DLV8154 - I;, [ﬁ %
LeverStart ~ Push to Start Transformerless ~ Grounded Bit ~ Clutch Type
Specifications Standard High Torque High Speed
Plug Shape: USA | DLV7124-MKE | DLV7134-MKE | DLV7144-MKE | DLV8124-MKE | DLV8134-MKE | DLV8144-MKE | DLV8154-MKE | DLV8224-MKE | DLV8234-MKE | DLV8244-MKE
Model
Plug Shape:UK | DLV7124-MKH | DLV7134-MKH | DLV7144-MKH | DLV8124-MKH | DLV8134-MKH | DLV8144-MKH | DLV8154-MKH | DLV8224-MKH | DLV8234-MKH | DLV8244-MKH
Starting Method Lever Start Push to Start
Power Source 230 V AC, 50/60 Hz
§ Torque Adjustment Stepless
g Toraue (Nm [IbFir]) 0.25-0.75 05-17 1.2-3.0 0.25-0.75 05-17 1.2-3.0 20-45 0.35-0.7 05-17 12-3.0
3 4 [22-66] | [44-151] | [10.6-26.6] | [2.2-6.6] | [44-151] | [10.6-26.6] | [17.7-39.8] | [3.1-6.2] | [4.4-151] | [10.6-26.6]
'~§ Free Speed (min”") 900 600 900 600 400 2000 1800 1100
o Power Consumption (W) 35 45
gf:rew Machine Screw 26-3.0 26-4.0 35-5.0 26-3.0 26-4.0 35-5.0 45-6.0 26-3.0 26-4.0 35-5.0
(nlqzni) Tapping Screw 23-3.0 23-35 3.0-4.0 2.3-3.0 23-35 3.0-4.0 45-5.0 2.3-3.0 23-35 3.0-40
Mass (g [Ibs]) 720[1.59] 710 [1.57] 910 [2.01] 710 [1.57]
Cord Length (m) 3
Rated Operation ON: 0.5 seconds / OFF: 3.5 seconds
Bit Grounding Equipped as standard
For MKE For MKH
9
2 SFe . - "
> =
= = 23 6.35 L ]
om = —
i = = DIi— %ﬂ
Please contact us for 5 mm bit type.
Standard Accessories Torque Diagrams (for reference)
5.0 :
Model MKEMKH | 8154-MKE/MKH e .
No.1x 7 x 75 1 - @ 4.0 K ” 4.0
= 35 N .
BitNK35 | No.2x7x75 1 1 g 30 D -
No.3 7 x50 1 g 25 ﬂ}‘& 28 e
. . = 20 oY 2.0 >
Pistol Grip 1 g, /,/ 3‘#\'“% s /,/ \,Lzel,
= T ! oL
Spare Carbon Brush 2 :).(SJ /%m o[ ;@24
Suspension Bail 1 N = ‘ o,g |
Torque Adjustment Ring Cover DLW5201 1 TR T uescale ¢
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delvo SCREWDRIVERS DESIGNED
For DLR5640-WN
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DLV7420A-SPC DLV7321-SPC
DLV7410HA-SPC DLV7331-SPC

DLR5640-WN

Specifications as
Model DLV7410A-SPC | DLV7410HA-SPC | DLV7420A-SPC | DLV7321-SPC | DLV7331-SPC | & ﬂﬂf_ : @
Starting Method Lever Start % ¥ o '
Torque Adjustment Stepless unit: mm
Torque [lbf‘_'i“nq; 002-0.2[0.2-18] 5 g;‘l 13 [ o1- 354] (19 [ 03 '110'.261[2'7 -
g Free Speed (min”") 500 - 750 ‘ 700 - 1000 450 - 600 300-1000 200-700
% Power Consumption (W) Approx.10 Approx.35
% Screw Size Machine Screw 1.0-23 16-26 1.0-3.0 20-35
'§ (mm) Tapping Screw 1.0-2.0 14-23 1.2-26 20-3.0
*' Electrostatic Countermeasure Complied with EN 100015-1
Mass (g [Ibs]) 230[0.51] ‘ 350 [0.77]
Cord Length (m) 1.5 (with connector)
Rated Operation ON: 0.5 seconds / OFF: 3.5 seconds
Bit Grounding Equipped as standard
Combinations with Electric Screwdrivers
Screwdriver Model Connection Remarks
DLV7410A / 7410HA / 7420A-SPC The cord comes with screwdriver
Screwdriver for the screw fastening counter only
DLV7321/7331-SPC Direct connection to power source
DLV7410A / 7410HA / 7420A / T419A | 7419 HA / 7429A-BMN Optional conversion cord (TD02925 DLW9072) General-purpose screwdriver*
*The Count Return Function is not available
Optional Accessories
Torque Adjustment Ring Cover DLW5300 Torque Adjustment Ring Cover DLW5700
For DLV7300-SPC For DLV7400-SPC
Optional conversion cord This minimizes tampering or accidental turning of the torque This minimizes tampering or accidental turning of the torque
1.5 m DLW9072 adjustment ring once the torque is set. adjustment ring once the torque is set.
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ELECTRIC SPRING

() NITTO KOHKI
@ COUPLING POWER TOOL MACHINE TOOL SCREWDRIVER BALANCER AIR BLOWER

delvo SCREW FASTENING COUNTER

DLR5640-WN

DLR5640-WN

- IKuN:EKSUMUUS:NDUENUBUG la:aUnsnidIdnnsalindgRaavnsANUILUENGD
- yamuAUsUaynytulagasvnluALIWWA

- WoAdUgaAUAU la:n1suuanssouagluinsovidednu

- DwWwonsunisdon WaUoviunmisisonulundviwwilagluavto

- TsAunsvaulwwhladviia 100 - 240 V AC

Function

- mistiugaukav : Ijoansaangoan drynyrruv:avonlundolwwh
Tugoingovlkrinsuunoekavluktva

- msdvnan : Risawsnusudonaimsdulavia dviAdovo:us:idunan
Aaovlslagdaluua iasidavwalkikuuusu1oo

- mistiuBuasuduuanikiioonans : IKU1:EKSUDIUUS:NOUAD
AWUKannkane Jaesu DLR5640 auisnlsuuanssounuduaiuduala

- misiBouaa : asnasvs:uUNIsIuansaaitiov lasdauaanuyanduAy

su DLR5640
Specifications
Model DLR5640-WN § —
Count 1-99 @ |§ Eﬁﬂﬂj
Counting Method Count-up / Count-down &
Count Correction Function Count normal fastening only
Self Adjustable Timer Setting 0.01t0 0.99 sec.

Work Detection Function

Yes (1 terminal) / No

External Count Input

2 terminals (PARTS A/ PARTS B)

Work Installation Timer Setting 010 9.5 sec.

OK Output Timer Setting 0t0 9.5 sec.

NG Alarm ON(1)/ ON(2) / OFF

OK Buzzer ON(1)/ ON(2) / NO(3)/ OFF
Count Return Function ON/OFF

NG Judge Timing WORK SET/DRIVER ON
Automatic / Manual OK Judge AUTO / MANUAL
Screwdriver Lock Function ON/OFF

Multiple Link

Up to 10 counters can be connected.

External Inputs on Terminal Block (NPN)

SENSOR/RESET/LINK-IN/ PARTS A/ PARTS B

Example of use together with a sensor

External Outputs on Terminal Block (NPN) OK/NG/LINK-OUT available in the market
Parameter Memory Parameters stored in internal nonvolatile memory
Screwdriver Control SPEED / LINEAR START == ;h.‘
Power Source 100 -240 V AC, 50/60 Hz O 3
Screwdriver Power Supply 33VDC,1.5A 5

. . i ) , y ; The example of
External Dimensions (mm [inch]) W101 x D140 x H57 [W3.98” x D5.51" x H2.24"] \}\ installation
Mass (g [Ibs]) 800 [1.76] *
Accessories 2 m Power cord with 3-prong USA plug Suspension bail (2 pcs.)
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delvo SCREW FASTENING COUNTER

DLR5040A-WE

DLR5040A-WE

Specifications
Model DLR5040A-WE
Count 1-99
Counting Method Count-up / Count-down

Count Correction Function Count normal fastening only

Self Adjustable Timer Setting 0.01 to 0.99 sec.

Work Detection Function Yes (1 terminal) / No

External Count Input 2 terminals (PARTS A/ PARTS B)

Work Installation Timmer Setting 010 9.5 sec.

OK Output Timer Setting 0t0 9.5 sec.

NG Alarm ON(1)/ ON(2) / OFF
OK Buzzer ON(1)/ ON(2) / NO(3) / OFF
Count Return Function ON/OFF

NG Judge Timing WORK SET / DRIVER ON
Automatic / Manual OK Judge AUTO / MANUAL
Screwdriver Lock Function ON/OFF

Multiple Link

Up to 10 counters can be connected.

SENSOR /RESET / LINK-IN/

External Inputs on Terminal Block (NPN) PARTS A/ PARTS B

External Outputs on Terminal Block (NPN) OK /NG /LINK-OUT

Parameters stored in internal

el L ) nonvolatile memory
Power Source 100 - 240 V AC, 50/60 Hz
Output Voltage Same as Input Voltage
External Dimensions (mm [inch]) [W3V\$/914(’)’?<XD?117229’)>(<$036"]
Mass (g [lbs]) 470 [1.04]

Accessory: 2 m cord with UL 3-prong plug. This product is for use outside Japan.

- InovUuUNsIuanshuigdavAuAUAaWaIaINKIEOIU
lasy28IWUAIWILUETUNSTU

- IKU:dKSuULIUUS:NDUENUgUAIa:gUNSUSIanNsadnad
AaavlsAonuIuUgNgL

- ¥aAdUANSUAYUINTuAVIWWAEIETKaUISNAZUAL
nsduansikgnaoviuugh

- Tsrunsvaulwwhladona 100 - 240 V AC

- Duunaldnia:dnkuniun (IRgunuauAisulnduunalanav
30% na:tinkuniundu 38%)

- TuAdvIuu SPC AlsAuIASoVLUUSU DLR5040A-WE gnaaniuy

anukanluadviuulsivavanu

Function

- MSUUYDBUNAU : ID0aNnsAaNgoan drynynuD:anon
TunovlwwhidiadolkinZavrinnisiunaskavlukdvdd

- nsasoNAMsSUU : InSovo:TuduansAdinsduda

- ASIBONAD : WIBVIUANUISNASIVS:UUNMSTUANSADITDY
agnvvnelalagidouaanuganduaumsiula:Nsduans
su DLR5040A-WE TagluaavlsyanduaumeuaniWuIdy

- misdon : DWonsunsdoniWadavAunsisou

TunovlwwhTagludolo

Example of use together with a sensor
available in the market
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@y NITTO KOHKI  Made in Japan

NITTO KOHKI

COUPLING

POWER TOOL

SPRING
BALANCER

ELECTRIC

SCREWDRIVER AIR BLOWER

MACHINE TOOL

delvo DEDICATED SCREWDRIVERS
for DLR5040A-WE and DLR5340-WE

*Please contact us for other than 100 V AC availabilities.

Small Miniature Screw (1.0 - 3.5 mm)
Model | Lever Start DLV7020-SPC | DLV7030-SPC | DLV7031-SPC - - \ -
| Push to Start - - - DLV8020-SPC | DLV8030-SPC | DLV8031-SPC
Power Source 100 V AC, 50/60 Hz From screw counter
Torque Adjustment Stepless
" 0.05-0.55 0.30-1.10 0.30-1.00 0.10-0.55 0.30-1.10 0.30-1.00
Torque (Nm{bfinl)| “04.49] | [27-97] 27-89] | [09-49 | [27-97] | [27-89]
Free Speed (min) 900 650 1200 900 650 1200
Power Consumption (W) Approx.25 Approx.30 Approx.25 Approx.30
S Si | Machine Screw 1.0-3.0 2.0-35 2.0-3.0 1.0-3.0 20-35 20-3.0
orew Size  (MM) o000 'Screw | 1.2-2.6 20-30 12-26 20-30
Bit Type A
Mass (g [Ibs]) 380 [0.84] [ 390[0.86]
Cord Length (m) 3 (with connector)
Rated Operation ON: 0.5 seconds / OFF: 3.5 seconds
Bit Grounding Equipped as standard
Machine Screw(2.6 to 8.0 mm)
Model | Lever Start DLV7120-SPC | DLV7130-SPC | DLV7140-SPC | DLV7231-SPC | DLV7241-SPC
|Push to Start DLV8120-SPC | DLV8130-SPC | DLV8140-SPC | DLV8231-SPC | DLV8241-SPC
Power Source 100 V AC, 50/60 Hz From screw counter
IR 0.35-0.70 0.50-1.70 182%“'%330 0.50-1.70 1.20-3.00
VeI IE (Nm [Iofinl)| 1330 - 6.20] [4.4-15.] [10.6 - 26.6] [4.4-15.] [(10.6 - 26.6]
Free Speed (min ) 1000 700 2000 1200
ower Gongumplioy Machine S () 26-3.0 \ 2 6354 0 \ 35-5.0 26-4.0 \ 35-5.0
q 'Machine Screw
Screw Size  (MM) 50ing Screw 23-30 | 25-35 | 30-40 25-35 | 30-40
Bit Type B*
' . 710[1.57] (7200series) / 670
Mass (g [lbs]) 710 [1.57] (7100series) / 670 [1.48] (8100series) [1.48] (8200series)
Cord Length (m) 3 (with connector)
Rated Operation ON: 0.5 seconds / OFF: 3.5 seconds
Bit Grounding Equipped as standard
Machine Screw(2.6 to 8.0 mm) A
Model | Lever Start - DLV7251-SPC 35 N
| Push to Start DLV8150-SPC DLV8251-SPC . @
Power Source 100 V' AC, 50/60 Hz From screw counter 5 | A
Torque Adjustment Stepless e
Torque (Nm [lbf-in]) 2.0-4.5[17.7 - 39.8] € B
Free Speed (min”") 450 [ 700 = 14
Power Consumption (W) 45 2 - e N
Screw Si o Machine Screw 45-6.0 = =E=
e (mm) Tapping Screw 40-5.0 = ©
Bit Type C C
Mass (g Ibs]) 810[1.79] 9
Cord Length (m) 3 (with connector) ) —E%» .
Rated Operation ON: 0.5 seconds / OFF: 3.5 seconds ~ 23 6.35
Bit Grounding Equipped as standard b
Machine Screw(2.6 to 8.0 mm)
Model | Lever Start DLV30A06L-SPC | DLV30A12L-SPC | DLV30A20L-SPC | DLV45A06L-SPC | DLV45A12L-SPC | DLV70A06L-SPC
| Push to Start | DLV30A06P-SPC | DLV30A12P-SPC | DLV30A20P-SPC | DLV45A06P-SPC | DLV45A12P-SPC | DLV70A06P-SPC
Power Source 100 V AC, 50/60 Hz From screw counter
Torque Adjustment Stepless
Torque (Nm [ibfin])|  0.4t01.6/1.2t03.0[3.5t0 14.2/10.6 to 26.6] 20-45[17.7-39.8] [3%-'3: g'zo_o]
Free Speed (min") 650 \ 1200 \ 2000 650 \ 1200 650
Power Consumpt‘ion (W) 45 |
. Machine Screw 2.6-5.0 45-6.0 5.0-8.0
. Screw Size (M) o0ing Screw 25-4.0 40-5.0 " 45-60
Big Bit Type B C
Mass (9[lbs]) 700 [1.54] 870 [1.92] with pistol grip
Cord Length (m) 3 (with connector)
Rated Operation ON: 0.5 seconds / OFF: 3.5 seconds
Bit Grounding Equipped as standard
Optional Accessories
Torque Adjustment Ring Cover Torque Adjustment Ring Cover ' ) SPC Extension Cable 3 m
DLW5200 DLW5300 DLW5201 DLW5202 Pistol Grip DLW2300ESD SPC cord 0.5 m DLW9400 DLW9340
ESD Protection
o For DLV7100/
5y DLV7200/
3 DLV8100/DLV8200/
4 DLV30A/DLVAS/
For DLV7100/ DLV70A -SPC Extends cord length between
DLV7200/DLV8100/ For DLV7000/ For DLV45A/ For operator fatigue reduction, screw fastening counter and
DLV8200-SPC | DLV8000-SPC | For DLV30A-SPC | DLV70A-SPC suitable for horizontal fastening | For commercial power source screwdriver
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delvo TORQUE CHECKER
DLT1173A/1673A / 1973A Series

" o ' N 2
. |ﬂSO\)DOﬂ']||S\)UOnUDfJSﬂU']UWC]SQ']UF]QJH']W\)']UUS‘CFIOU @

- Indovasvaiiugayanianionbiuondaindavo:gndanad

WoUavAuvayagyrie
. - DwvnsudaindovsalularinkegalzviuiAu 10 uii
IWoUs:Kkgawaoviu
- aunsnanaulkaalusinsudksuawlkaauayanifulu
In3ovIBAAISLTQ “delvo” avfupouWInasIawSoN

1Sulsdvov NITTO KOHKI

III ueder urepeiy  IDIHOM QLLIN

Specifications @ Asi
Model DLT1173A DLT1673A DLT1973A g sia Europe
Measurement Range (Nm [Ibf-in]) | 0.015-1.500 [0.13 - 13.3] 0.015-10.00[13.5 - 88.5] 4.00-12.00[35.4 - 106.2] @
= @ “ @
Within + 0.5% (Full Scale) | Within +0.5% (Full Scale) Within £ 0.5% = fﬂﬂD o] ﬂ
Calibration Precision For 0.2 Nm [2 Ibf « in] For 2 Nm [20 Ibf « in] (Ful S_calle) ’
orless + 1 digit orless + 1 digit Selection of Torque Checker

Display 4-digit digital display (Single-line) Data sampling: 1000 times/sec. Display rate: 12 times/sec. | DLV3300*'| DLV7100/DLV7200 DLV70A

Measuring Unit kgf * cm, Nm, Ibf « in (selectable) DLV5700 |DLV8100/DLV8200| DLV70S

Data Memory 808 pieces Coédafa DLV5800 |DLV7500/DLV8500 DLV70A

Measuring Direction W and CCW 2 -

Measuring Mode 3 modes: PD-TR-PP DLV7300 |DLV3100 (For automation)

Auto Power Off Power off if left untouched for 10 minutes DLV7000 | DLV30A/DLV45A

External Output As per USB output  Mitsutoyo Digimatic DLV8000 | DLV30S/DLV45S

Analog Output Approx. 1.5V max. \ _ Approx. 1.0V max. \ Approx. 1.1 V max. DLV7400A DLV16

No zero offset; identical waveforms produced in PP, PD , and TR modes DLV02 DLV7104

Continuous Operation Time 20 hours

) : (mm) W160 x D110 x H47 W200 x D112 x H48.5 DLV12 DLV8104/DLV8204

External Dimensions oy} [W6.3" x D4.33" x H1.85] (W79 X DAAT XHLBY'] | [ v [pvaoais e

Mass g [Ibs] 1100 [2.43] 14000 [3.09] .

Rechargeable Battery Nickel metal hydride battery DLvigc | (For automation)

Charger Type DLE1833A DLV45C

Input Voltage for Charger 100 - 240 V AC, 50/60 Hz

Charging Time 4 hours |*1:A revtﬁrsible scrgwdlri\l/etr is required to

" . . . l0osen the measuring joint.

Standard A ) + Screw Joint (DLW4430) * Bit Joint (DLW4360) + Soft Joint (DLW4000) *2-A reversible Scref,’(fﬂve, is required to loosen
andard Accessories + Spring for Joint (DLW4660) the measuring joint. Screw joint is required.
Optional Accessories Model Part No. Shape Torque Range DLT1173A | DLT1673A | DLT1973A

DLW4330 TD03305 |OD 4 mm [0.16"] type 0.015-0.25 Nm [0.13 - 2.2 Ibf + in] 0 — —

Bit Joint DLW4340 TD03306 |OD 4 mm [0.16"] type 0.15-1.5Nm [1.3 - 13.3 Ibf « in] 0 0 —

DLW4350 TD03307 |Hex 5[0.2"] and Hex 6.35 [1/4] types 0.15-1.5Nm [1.3 - 13.3 Ibf « in] 0 0 —
DLW4360 TD03308 |Hex 5[0.2"] and Hex 6.35 [1/4] types 0.15-6.5Nm [1.3 - 57.5 Ibf « in] — (©) —
Screw Joint DLW4430 TD03309 |screw type (Bit size No.2) 0.015t0 1.5 Nm [0.13 to 13.3 Ibf « in] @) 0 —
DLW4530*1 | TD03310 |screw type (Bit size No.2) 0.15-5Nm [1.3-44.3 Ibf < in] — 0 —

Soft Joint DLW4000 TD04123 Hex 13 1051”1 tvoe (Hex. head bol 4.0 t0 12.0 Nm [35.4 to 106.2 Ibf « in] — 0* o

Hard Joint DLW4040 | TDoa124 | X 13[0.5"]type (Hex. head bolt 015 to 12.0 Nm [1.3 to 106.2 Ibf.n] — o 0

Spring DLW4660 TD03826 | Spring for DLW4340, 4350, 4430 - 0 ) —

*DLWA4000 and DLW4040 must be used at 10 Nm[44.3 bf-in] or less. ©: Standard accessories  O: Available as option —: Unsupported
Joint
Bit Joint Screw Joint Soft Joint | Hard Joint Spring Example) DLW4550
‘E g an g i F i . % 8
DLW4330 DLW4340 DLW4350 DLW4360 | DLW4430 DLWA4530 | DLW4000 | DLW4040 | DLW4660 (TV03826)
. . \ . - - Screw with hex. spacer ASSY
Screw Joint for “delvo” Brushless Type C series Model Application Applicable Screwdriver DLWA4430-M3 DLWA4530-M4
Screw Joint DLV04C | DLV10C | DLV45C
) ) | DLW4040| HARDfasteningseting | O | — | O & e
& : DLW4050 — — 0 : :
f-! @ @ g DLW4540 | SOFT fastening setting | O — — Applicable Joint
¢ ~ DLW4550 — 0 — DLW4430/DLW4540 DLW4530
DLW4040 DLW4050 DLW4540 DLW4550 DLW4560 | |DLW4560 | HARD fastening setting 0 0 — DLW4550/DLW4560

*Contains 5 pcs per set.
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H IASOVIANDINTASILUANGU

rKkuNRIAUDINA la:nauldIWoud8kaunsy
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Jeykiwovnauluwous:ava

- IKUEKSUDUUAUQUNIFS:UUIGUDINA
Ia:0UIWN:I380dFa3UN

- Tsvuaaitiovenduuno 3 @

- gowdisvlavenais:uudu laslslundviWevauide)
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@ NITTO KOHKI  Product of Japan

- 1tovonidus:uuangu 1A3oVFVIUTUTYKIIZOL

auaans:nAuru

WIUNNS$USOLUNASIFU IP55 8nIDusSU LA-60B

la: LA-80B Taunasionu IP54

AQUARIUM FISH FARM

WASTEWATER TREATMENT
P
g p
— - | o
=P =
= . iy ey
I[u ‘ ” S, T
It ot -a -
Model LA-45C LA-60B LA-80B LA-100A LA-120A LAM-200
Power Supply 120V, 230V, 240V AC 230V,240V AC 120,230,240V AC
Rated Frequency 50 Hz, 60 Hz 50 Hz 50 Hz, 60 Hz
Rated Pressure 0.11 bar (1.56 psig) 0.15 bar (2.13 psig) 0.18 bar (2.56 psig) 0.20 bar (2.84 psig)
Operating Pressure Range 0.05- 0.2 bar (0.71 - 2.84 psig) 0.05- 0.3 bar (0.71 - 4.27 psig)
Rated Airflow 45 L/min 60 L/min 80 L/min 100 L/min 120 L/min 200 L/min
47 W /50 Hz 64 W /50 Hz 86 W /50 Hz 215W /50 Hz
Power Consumption 100 W /50 Hz 130 W/50 Hz
45 W /60 Hz 60 W /60 Hz 80 W /60 Hz 215W /60 Hz
Weight 3.2kg (7.1 Lbs) 5.0 kg (11 Lbs) 5.3 kg (11.7 Lbs) 9.7 kg (21.4 Lbs) 12.3kg (271 Lbs)
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ausvuialuisos

- guUnsalydeWaUNSLIUNSENIASDVTD
gogaanNUIdosan laswuUs:ansnwnIsriou

- Us:kgaitoRUavnuinovialduriy
la:wuALUaaangiunsitou

- awnsasuthkuniAavdaladvia 0.5 - 70 An.

* YunanUYNDaNggLda 1.5 1was

Model Capacity (kg) Stroke (m) Weight (kg)
TW-00 05-15 0.5 0.2
TW-0 0.5-15 1.0 0.5
TW-3 1.0-3.0 1.3 14
TW-5 25-5.0 1.3 1.5
TW-9 45-9.0 1.3 34
TW-15 9.0-15.0 1.3 38
TW-22 15.0-22.0 1.5 72
TW-30 22.0-30.0 1.5 76
TW-40 30.0-40.0 15 9.8
TW-50 40.0-50.0 1.5 10.4
TW-60 50.0-60.0 1.5 1.6
TW-70 60.0-70.0 1.5 1.8
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