Handy Electric Chamfering Tool

MINI BEVELER
wodel EMB-0307G (€]

@ Double insulation

188 mm

Designed to chamfer stainless and mild steel

* |deal for edge chamfering pipe, tube, and plate
» Adjustable to chamfer angles from 15° to 45°

+ Chamfer width up to 7 mm on mild steel.

» Uses indexable carbide inserts

+ Swarf and chip collection box included
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Specifications

Mode! EMB-0307C

Power Source (Single Phase) 110- 120.Y.AC, 50060 Hz | 220 - 240 V AC, 50/60 Hz
Rated Power Consumption W| r 900

Rated Current Al 7.8 3.9

Duty Cycle minE Continuous

No-load Speed min{rpm}| 13300 12700

Chamfering Capacity | Mild Steel

Up to 7 mm Chamfer or 2, 3, 4 mm Radius

Stainless Steel .

Up to 3 mm Chamfer or 2, 3, 4 mm Radius

Chamfer Angle 15° - 45°
Power Cord Length m 4.0
Mass (Weight) kg 39

*115 \ available on request.

Accessories Included

* Indexable Insert with Hole 12.7 (Installed)
+ Indexable Insert Set Screw 4 x 7 (Installed)
* Indexable Insert with Hole 12.7

* Indexable Insert Set Screw 4 x 7

» 2 pieces of Hex. Nut M8

« 2 pieces of Hex. Socket Set Screw 8 x 25
« 3 pieces of Pan Head Screw 5 x 10

* 4 mm Hex. Socket Screw Key
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