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For Low Pressure

HI CUPLA ACE

Lightweight plastic coupling with automatic safety lock for air line applications

Working pressure Valve structure Applicable fluids
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1.5 MPa One-way shut-off Air Water
{15 kgficm?}

The weight is merely a quarter of steel
HI CUPLA’s and smooth push-in
connection is achieved.

Sleeve lock mechanism for safety
operation.

* Pressure ratings comparable to steel CUPLA.

* A built-in “lock mechanism” locks the sleeve upon connection, thus prevents
accidental disconnection.

o Just push plug into socket for simple connection.

* The weight is a quarter of steel HI CUPLA for easy handling.

* Can be used for air and water.

o Air flows in either direction from plug or from socket side when coupled.

* Plug and socket with hose guard nut are also available (see page 64 of
NK CUPLA HOSE / NK CUPLA COIL HOSE for details).
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CUPLA Quick Connect Couplings

Body material Engineering plastics (PBT, POM)
Thread and hose barb 174", 3/8" 1 1/4", 3/8"
size PN type, SN type For @5 mm x @8 mm, @6 mm x @9 mm, 6.5 mm X @10 mm,
(PNG type, SNG type) 28 mm X @12 mm, 8.5 mm X ¢12.5 mm polyurethane hose
T type HA-Ttype - Inlet: 20P-PLA - Quitlet: HA-655 x 2
MPa 15 1.0 for plastic plug and Model HA-T
f/cm? i | HA-
Working pressurs kgt/c: 15 10 for plastic plug and Model HA-T
bar 15 10 for plastic plug and Model HA-T
PSI 218 145 for plastic plug and Model HA-T
Seal material Seal material Mark mmw“:g;}:',,gﬂ,m Remarks
Working temperature range | Nitrile rubber | NBR(SG) | -20°C to +60°C | Standard material
Tightening Torque Range Nm {kgf-cm}
20/30SM | 50/60/65SN 80/85SN
Moo 20/30PM | 50/60/6SPN |  BO/BSPN elliny
Torque 25030 161020 221028 20t025
{26 to 31} {16t 20} {2210 29} {20 to 25}

Flow Direction

Fluid flow can be bi-directional when socket and plug are connected.
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Interchangeability

Interchangeable with HI CUPLA models 10, 17, 20, 30 and 40.
Interchangeable with each models of NUT CUPLA series and HI CUPLA series (except! models 400, 600, and 800).
Please see page 19 for “HI CUPLA Series Interchangeability”.

Suitability for Vacuum

Not suitable for vacuum application in either connected or disconneisted condition.

Pressure - Flow Characteristics

[Test conditions] ~ +Fluid : Air  *Temperature : Room temperature
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RIEETERNE QTR Y When the sleeve (Yellow color) is aligned to the lock position prior

to connection, the sleeve will be locked to prevent accidental
disconnection.

Plug Lock position

https://nitto-kohki.meclib.jp/Ck040/book/print.html?open=0&start=58&end=59&fusenprint=1
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11/12/2563 CUPLA Quick Connect Couplings

HI CUPLAACE
Models and Dimensions WAF : WAF stands for width across flats.
Plug PH type (Plastic plug / Hose barb) Socket SH type (Hose barb)
Brass (insert)
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inati Mass Di ions (mm) o ™ Ry

Al Hi licati
Model pplication (Hose) @ L oh A o | oBp | oBd Model Application (Hose) @ L Al A2 of oB
20PH-PLA 14" 3 49 14 | 215 | 9 5.5 T HA-20SH 114" 26 | (655) | 255 215 9 5
30PH-PLA 38" 4 52 16 | 235 | 115 | 75 7 HA-30SH 3/8" 28 (68) 28 235 1.5 i

Plug PM type (Plastic plug / Male thread) Socket SM type (Male thread)

Brass (insert) 20 Brass (insert)
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43 (war)
Di ions (mm) Di ions (mm)
Model Application (Thread) "'(;Ts = 'me":';:s o e Model Application (Thread) ”(;T‘ - : L =
20PM-PLA Re 1/4 8 R 1/4 74 74 HA-20SM Re 1/4 2 R 1/4 71
30PM-PLA Rc3/8 5 R3B 10 74 HA-305M Rc 3/8 2 R3B 8

Plug PN type (Plastic plug / For urethane hose connection) Socket SN type (For urethane hose connection)

D
p
l::
t
Bd
§ Wi CUPLAGLS |
030

wap L L
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Model Application (Hose) © L P How | oBp B4 Model Application (Hose) P L o) 2B
50PN-PLA 85 mm X @8 mm 9 (46) 23 | Hex.19 4 7 HA-50SN 25 mm x 88 mm 27 (57) Hex.19 4
6OPN-PLA 06 mm X @9 mm 9 (46) 23 | Hex19 | 47 7 HA-60SN 26 mm X g9 mm 27 (57) Hex.19 47
65PN-PLA 6.5 mm xa10 mm 9 (46) 23 |Hex19 | 53 7 HA-655N 26.5mm x 210 mm 27 (57) Hex.19 53
80PN-PLA o8 mmX @12 mm 12 | (48.5) 26 |Hex22 | 65 7 HA-80SN 28 mm X @12 mm 29 (59.5) Hex.22 6.5
85PN-PLA 8.5 mmx @12.5 mm 12 (48.5) 26 Hex.22 7 7 HA-85SN 28.5 mm x @12.5 mm 29 (59.5) Hex.22 7

Socket T type (For two branch lines)

Plug PFF type (Plastic plug / Parallel female thread)
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Dimensions (mm) < pi
Model Application (Thread) Mass (g) E A 72
20PFF-PLA G4 6 (52.5) 32
. . . Dimensions (mm)
Plug PNG type (Plastic plug / For hose with hose guard nut connection) Model Inlet / Outlet Mass (g)
HA-T 20P-PLA/HA655 X 2 73

SNG type (For hose with hose guard nut connection)
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50PNG-PLA 25 mm X 28 mm 14 (119) Hex.19 (90) 4 L

65PNG-PLA | 6.5 mmx 210 mm 15 (119) Hex.19 (90) 53 e Anpltation Oiose) Mass (mm)

85PNG-PLA | 885 mm X g12.5 mm 17 (119) Hex.22 (90) 7 (9) L Hiwap) A oB
HA-50SNG 5 mm X 88 mm 31 (130) Hex.19 (90) 4
HA-65SNG 96.5 mm X g10 mm 33 (130) Hex.19 (90) 53
HA-85SNG | 8.5 mm X 312.5 mm 3 (130) | Hex.22 (90) 7

Before use, please be sure to read “Safety Guide" described at the end of this book and “linstruction Sheet” that comes with the products.
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